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*** Start of 2nd Change ***

5.5.2.2.3
Execution phase
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Figure 5.5.2.2.3-1: UTRAN Iu mode to E-UTRAN Inter RAT HO, execution phase

NOTE:
For a PMIP-based S5/S8, procedure steps (A) and (B) are defined in TS 23.402 [2]. Step (B) shows PCRF interaction in the case of PMIP-based S5/S8. Steps 9 and 9a concern GTP based S5/S8.

Editor's note:
It's FFS how the interaction with HSS is affected by the Idle-mode Signalling Reduction (ISR) function.


The source RNC continues to receive downlink and uplink user plane PDUs.

1.
The source SGSN completes the preparation phase towards source RNC by sending the message Relocation Command (Target to Source Transparent Container, RABs to be Released List, RABs Subject to Data Forwarding List). The "RABs to be Released list" IE will be the list of all NSAPIs (RAB Ids) for which a Bearer was not established in Target eNodeB. The "RABs Subject to Data forwarding list" IE may be included in the message and it shall be a list of 'Address(es) and TEID(s) for user traffic data forwarding' received from target side in the preparation phase (Forward Relocation Response message).

2.
The source RNC will command to the UE to handover to the target eNodeB via the message HO from UTRAN Command. The access network specific message to UE includes a transparent container including radio aspect parameters that the target eNodeB has set-up in the preparation phase. The procedures for this are FFS.


The source RNC may initiate data forwarding for the indicated RABs/PDP contexts specified in the "RABs Subject to Data Forwarding List". The data forwarding may go directly to target eNodeB, or alternatively go e.g. via the Serving GW if so decided by source SGSN and/or target MME in the preparation phase.


Upon the reception of the HO from UTRAN Command message containing the Relocation Command message, the UE shall associate its RAB IDs to the respective bearers ID based on the relation with the NSAPI and shall suspend the uplink transmission of the user plane data.

3.
The Source RNC may inform the Source SGSN which then informs the Target MME regarding "delivery order" parameters in the message Forward SRNS Context.


The target MME forwards the SRNS Context to eNodeB.


The need for the step 3 is FFS.
4.
The UE moves to the E-UTRAN and performs access procedures toward target eNodeB.

5.
When the UE has got access to target eNodeB it sends the message HO to E-UTRAN Complete.

6.
When the UE has successfully accessed the target eNodeB, the target eNodeB informs the target MME by sending the message Handover Notify.

7.
Then the target MME knows that the UE has arrived to the target side and target MME informs the source SGSN by sending the message Forward Relocation Complete. The source SGSN will also acknowledge that information. A timer in source SGSN is started to supervise when resources in the in Source RNC and Source Serving GW (in case of Serving GW relocation) shall be released (normally this will occur when Source SGSN receives the message Cancel Location from HSS). Further action in the source SGSN continues at step 14.

8.
The target MME will now complete the Inter-RAT Handover procedure by informing the Serving GW (for Serving GW relocation this will be the Target Serving GW) that the target MME is now responsible for all the bearers the UE have established. This is performed in the message Update Bearer Request (Cause, MME Tunnel Endpoint Identifier for Control Plane, NSAPI, MME Address for Control Plane, eNodeB Address(es) and TEID(s) for User Traffic, and RAT type).

9.
The Serving GW (for Serving GW relocation this will be the Target Serving GW) may inform the PDN GW the change of for example for Serving GW relocation or the RAT type that e.g. can be used for charging, by sending the message Update Bearer Request. The PDN GW must acknowledge the request with the message Update Bearer Response.


If PCC infrastructure is used, the PDN GW informs the PCRF about the change of, for example, the RAT type.

10.
The Serving GW (for Serving GW relocation this will be the Target Serving GW) acknowledges the user plane switch to the target MME via the message Update Bearer Response (Cause, Serving GW Tunnel Endpoint Identifier for Control Plane, Serving GW Address for Control Plane, Protocol Configuration Options). At this stage the user plane path is established for all bearers between the UE, target eNodeB, Serving GW (for Serving GW relocation this will be the Target Serving GW)  and PDN GW.

11.
The UE sends a Tracking Area Update Request message to the target MME informing it that the UE is located in a new tracking area. The UE shall send this message immediately after step 5.


The target MME knows that an IRAT Handover has been performed for this UE and can therefore exclude the context procedures between source SGSN and target MME which normally are used within the TA Update procedure.

12.
At this point the target MME may optionally invoke security function. The security function can be deferred and performed at any later time as well. Procedures are defined in the clause "Security Function".
13.
The target MME informs the HSS of the change of CN node by sending Update Location (MME Address, IMSI) message to the HSS.

14.
The HSS sends a Cancel Location (IMSI, Cancellation Type) message to the source SGSN with Cancellation Type set to Update Procedure. The source SGSN acknowledges with a Cancel Location Acknowledge (IMSI) message.

15.
After step 7 the source SGSN will clean-up all its resources towards source RNC by performing the Iu Release procedures. When there is no longer any need for the RNC to forward data, the source RNC responds with an Iu Release Complete message.
16.
This step is only performed in case of Serving GW relocation. When the source SGSN removes the MM context, the source SGSN deletes the EPS bearer resources by sending Delete PDP Context Request (Cause, TEID) messages to the Source Serving GW. The source SGSN shall indicate to the Source Serving GW that the Source Serving GW shall not initiate a delete procedure towards the PDN GW. The Source Serving GW acknowledges with Delete PDP Context Response (TEID) messages.
17.
The HSS sends Insert Subscriber Data (IMSI, Subscription data) message to the target MME. The target MME validates the UE presence in the new TA. If all checks are successful for the UE the target MME returns an Insert Subscriber Data Acknowledge (IMSI) message to the HSS.

18.
The HSS acknowledges the Update Location by returning an Update Location Ack (IMSI) message to the target MME.

19.
The target MME validates the UE presence in the new TA. If the UE is allowed to be attached in this TA, the target MME updates the MM context and sends a Tracking Area Update Accept (GUTI, TAI-List, etc.) message to the UE.

20.
The UE confirms the re-allocation of the new GUTI by responding to the target MME with a Tracking Area Update Complete message.

*** End of Change ***
*** Start of 2nd Change ***

5.6.2
MME

The MME maintains MM context and EPS bearer context information for UEs in the ECM-IDLE, ECM‑CONNECTED and EMM-DEREGISTERED states. Table 5.6.2-1 shows the context fields for one UE.

Table 5.6.2-1: MME MM and EPS bearer Contexts

	Field
	Description
	Status



	IMSI
	IMSI (International Mobile Subscriber Identity) is the subscribers permanent identity.
	

	MM State
	Mobility management state ECM-IDLE, ECM-CONNECTED, EMM-DEREGISTERED.
	

	GUTI
	Globally Unique Temporary Identifier.
	

	ME Identity
	Mobile Equipment Identity – (e.g. IMEI/IMEISV) Software Version Number
	

	Tracking Area List
	Current Tracking area list
	

	Cell Global Identity
	Last known cell
	

	Cell Identity Age
	Time elapsed since the last Cell Global Identity was acquired
	

	Authentication Vector
	Temporary authentication and key agreement data that enables an MME to engage in AKA with a particular user. A quintet consists of five elements:

a) network challenge RAND,

b) an expected response XRES,

c) a ciphering key CK',

d) an integrity key IK',

e) a network authentication token AUTN. (relation of K_ASME with CK' and IK' FFS) 
	FFS

	UE Radio Access Capability
	UE radio access capabilities.
	

	UE Network Capability
	UE network capabilities including security algorithms and key derivation functions supported by the UE
	

	Selected NAS Algorithm
	Selected NAS security algorithm
	

	Selected AS Algorithm
	Selected AS security algorithms.
	

	KSIASME
	Key Set Identifier for the main key KASME
	

	KASME
	Main key for E-UTRAN key hierarchy based on  (CK' and IK' (FFS)
	

	NAS Keys and COUNT
	KNASint, K_NASenc, and NAS COUNT parameter.
	

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [24]). 
	

	Recovery
	Indicates if the HSS is performing database recovery.
	

	Access Restriction
	The access restriction subscription information.
	

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.
	

	MME IP address for S11
	MME IP address for the S11 interface (used by S-GW)
	

	MME TEID for S11
	MME Tunnel Endpoint Identifier for S11 interface.
	

	S-GW IP address for S11
	S-GW IP address  for the S11 interface (used by MME)
	

	S-GW TEID for S11
	S-GW Tunnel Endpoint Identifier for the S11 interface.
	

	eNodeB Address in Use
	The IP address of the eNodeB currently used.
	

	eNB UE S1AP ID
	Unique identity of the UE over the S1 interface within eNodeB.
	

	MME UE S1AP ID
	Unique identity of the UE over the S1 interface within MME.
	

	QoS Profile Subscribed
	FFS
	

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this EPS bearer Context. 
	FFS

	Subscribed Charging Characteristics
	e.g. Normal, prepaid, flat rate and/or hot billing.
	

	For each active PDN connection: 
	

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	

	APN Subscribed
	The subscribed APN received from the HSS.
	

	IP Address(es)
	IPv4 and/or IPv6 address(es)
	FFS if these are stored.

	VPLMN Address Allowed
	Specifies whether the UE is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.
	

	PDN GW Address in Use (control plane)
	The IP address of the PDN GW currently used for sending control plane signalling.
	

	Location Change Report Required
	Need to communicate Cell or TAI to the PDN GW with this EPS bearer Context. 
	

	For each EPS Bearer within the PDN connection

	EPS Bearer ID                          
	An EPS bearer identity uniquely identifies an EP S bearer for one UE accessing via E-UTRAN      
	

	IP address for S1-u
	IP address of the S-GW for the S1-u interfaces.
	

	TEID for S1u
	Tunnel Endpoint Identifier of the S-GW for the S1-u interface.
	

	EPS Bearer QoS Profile
	ARP, GBR, MBR, QCI
	

	EPS Bearer Charging Characteristics
	e.g. Normal, prepaid, flat-rate and/or hot billing.
	

	Charging Id
	Charging identifier, identifies charging records generated by SGW and PDN GW.
	FFS


Editor's note:
The"Status" columns will be removed when the FFS's are resolved.

Editor's note:
FFS how detached state security context caching is handled in E-UTRAN.
*** End of Change ***

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





