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Abstract of the contribution:

This paper provides overview text for Communication Diversion (CDIV) services via the MSC Server enhanced for ICS for a non ICS UE, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services.This is a revision of S2-082770, which was a revision of S2-082345.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin modified text 1 ***

2
References

[x]
3GPP TS 24.082: "Call Forwarding supplementary service; Stage 3".
[y]
3GPP TS 24.072: "Call Deflection (CS) Supplementary Service; Stage 3".
*** end modified text 1 ***

*** begin new text 2 ***
7.x.y
Supplementary service invocation using the MSC Server enhanced for ICS
Editor’s Note: Determination of whether CS signalling toward the UE as specified in 3GPP TS 24.008 [6] allows full MMTel equivalency is FFS.
7.x.y.3
Communication Diversion (CDIV)
For IMS sessions established by UEs using the I2 reference point, the MSC Server enhanced for ICS shall perform the necessary interworking between the I2 reference point and CS signalling described in 3GPP TS 24.082 [x] to allow Communication Diversion (CDIV) services to be executed in the IMS. 
7.x.y.3.1
Communication Forwarding Unconditional (CFU)
Communication Forwarding Unconditional (CFU) is provided as specified in 3GPP TS 24.173 [z].

7.x.y.3.2
Communication Forwarding Busy (CFB)
Communication Forwarding network determined user Busy (CFB) is provided as specified in 3GPP TS 24.173 [z].

For Communication Forwarding user determined Busy (CFB), the MSC Server enhanced for ICS shall perform the necessary interworking between CS signalling described in 3GPP TS 24.082 [x] and the I2 reference point to allow the IMS to execute CFB.
7.x.y.3.3
Communication Forwarding No Reply (CFNR)
Communication Forwarding No Reply (CFNR) is provided as specified in 3GPP TS 24.173 [z].
The MSC Server enhanced for ICS shall allow the IMS to control the length of time allowed for the UE to reply to the communication request prior to invoking CFNR.
7.x.y.3.4
Communication Forwarding on Not Logged-in (CFNL)
Communication Forwarding on Not Logged-in (CFNL) is provided as specified in 3GPP TS 24.173 [z].

7.x.y.3.5
Communication Deflection (CD)
For Communication Deflection (CD), the MSC Server enhanced for ICS shall perform the necessary interworking between CS signalling described in 3GPP TS 24.072 [y] and the I2 reference point to allow the UE to deflect an incoming call back to the IMS for redirection to another user.
7.x.y.3.6
Communication Forwarding on Subscriber Not Reachable (CFNRc)
For Communication Forwarding on Subscriber Not Reachable (CFNRc), the MSC Server enhanced for ICS shall perform the necessary interworking between CS signalling described in 3GPP TS 24.082 [x] and the I2 reference point to allow the IMS to execute CFNRc.
7.x.y.3.7
Communication Diversion Notification (CDIVN)
For IMS sessions originated by UEs using the I2 reference point, the MSC Server enhanced for ICS shall perform the necessary interworking between the I2 reference point and CS signalling described in 3GPP TS 24.082 [x] and 3GPP TS 24.072 [y] to allow the UE to receive notification that an origination was diverted, for use in networks which support this subscription option.  The CDIVN service is applicable to all other CDIV services.

*** end new text 2 ***
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