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Chairman’s notes
PCC Drafting Session, chaired by Erik Guttman (Samsung)

23.402 and CS fallback Drafting, Chared by Ali Irfan (Motorola)

SR VCC Drafting Chaired by Andy Bennet (Alcatel-Lucent)

I-WLAN, QoS and 1xSRVCC drafting chaired by Magnus Olsson (Ericsson)

Summary

PCC Document Restructuring

The drafting group considered proposals to restructure procedures in 23.402 that employ PCC signalling. The following proposals were endorsed:

· (S2-082862) The order of PCC interactions between the BBERF will be revisited so as to establish a common and uniform order. This will reduce the complexity of the logic required to implement each of the network elements.

· (S2-082862) The timing of the gateway control establishment will precede that of the IP-CAN session establishment to ensure that charging is applied only after the UE successfully obtains allocated resources.

· (S2-082138) Information elements present in 23.402 will be moved into 23.203 for PCC interactions. Those information elements that are merely carried in event reports will remain in 23.402. This will improve separation of specifications and concentrate the PCC architecture specification in 23.203 instead of across several specifications.


· Access dependent IEs in 23.401 and 23.402 related with establishing the IP CAN Session will be moved into access specific annexes in 23.203. 

· Access independent IEs in 23.402 procedures related with PCC interactions are transferred to the EPS access-independent procedures in 23.203.

The nature of the V-PCRF and S9

· (S2-082659) When the UE uses S2c for session establishment from the VPLMN a gateway control session establishment shall be established from the BBERF across S9 to the H-PCRF.
· (S2-082893) The H-PCRF does not need to be aware of whether PMIP-based or GTP-based S5 is employed in the VPLMN for LBO. This is discussed in S2-082893.

· (S2-082893) PCC Rule generation and authorization of AF sessions occurs in the H-PCRF, requiring signalling across S9. This is discussed in S2-082893.

Agreement on ongoing work on Session Modification and Termination Procedures

· (S2-082905 and S2-082907) The IP-CAN session modification and termination procedures need to be reviewed and revised as a result of the decision on S9 taken at this meeting. These revisions will be brought to SA2 #65 and be taken as further modifications merged into the CRs approved at this meeting. For example, some supported interactions between the PCRF and AF in the figures are yet not unambiguously represented.

QoS

It was agreed to include the per UE AMBR in addition to the per PDN connection AMBR. Some concerns was hovewer raised on the downlink enforcement of per UE AMBR.
I-WLAN
SA2 plenary should decide if TS 23.327 shall be sent to SA plenary for information and approval. Cover sheet in S2-082913.
CS Fallback

The following proposals were endorsed:

· SMS delivery options for CS fallback: A working assumption was made to use SMSIP delivery as the solution for this problem. An overview of the solution is provided in S2-082377. 

· An informal show of hands resulted in 8 companies supporting the SMSIP solution (S2-082377) and 5 companies supporting the SMS over SGs solution (S2-082268)

· Pre-decision Topic (e.g CS fallback based on Caller ID): The group concluded that there should be an SA1 requirement for supporting pre-decision before any SA2 specification on this topic is inlcuded in the TS.
The following additional open issues were also identified in the meeting based on discussion with CT1 collegue:
· The PS handover procedure in the MT case carrying paging information is FFS.

· Whether a NAS message is used to carry the CS call request instead of the currently specified AS message is FFS.

401 Attach/Detach Session
No open issue.

402 Attach/Detach and 402 Cleanup Sessions
It was a very successful session with several papers agreed.
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	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	8.01.3
	-
	------
	QoS general aspects (label, AMBR, QCI, etc.)
	------
	-
	-
	-
	-

	8.01.3
	S2-082025
	LS In
	LS Reply (from SA WG4) on QoS Characterization for LTE/EPS
	SA WG4 (S4-080124)
	-
	-
	-
	Proposed reply in 2082

	8.01.3
	S2-082082
	LS OUT
	Draft Reply to S4-080124 on QoS Characterization for LTE/EPS
	Qualcomm Europe
	-
	-
	-
	Revised to: 2921 

	8.01.3
	S2-082167
	CR
	23.401 CR0118R1: AMBR per UE
	Ericsson
	23,401
	0118
	Rel-8
	Revised to: 2922 

	8.01.3
	S2-082168
	CR
	23.401 CR0018R2: ABMR modification
	Ericsson
	23,401
	0018
	Rel-8
	Not Handled 

	8.01.3
	S2-082181
	CR
	23.401 CR0210: Recommended QCI to DiffServ Code Point Mapping
	Ericsson
	23,401
	0210
	Rel-8
	Revised to: 2923 

	8.01.3
	S2-082255
	CR
	23.401 CR0232: Alignment of Subscription data descriptions
	Nokia Siemens Networks, Nokia
	23,401
	0232
	Rel-8
	Revised to: 2924 

	8.01.3
	S2-082312
	DISCUSSION
	A QoS Enforcement Issue for Default Bearers
	Research In Motion
	23,401
	-
	Rel-8
	Noted 

	8.01.3
	S2-082313
	CR
	23.401 CR0242: QoS Rules for EPS Default Bearers(CR for default bearer QoS Issue solution 1)
	Research In Motion
	23,401
	0242
	Rel-8
	Not Handled

	8.01.3
	S2-082314
	CR
	23.401 CR0243: Default Bearer Deactivation Rejection (CR for default bearer QoS Issue solution 2)
	Research In Motion
	23,401
	0243
	Rel-8
	Not Handled

	8.01.3
	S2-082354
	DISCUSSION
	Signalling of AMBR and applicability to scheduling and UL rate control
	Nextwave
	-
	-
	-
	Noted 

	8.01.3
	S2-082379
	CR
	23.401 CR0172R1: Uplink TFT precedence in the UE
	Vodafone
	23,401
	0172
	Rel-8
	Not Handled

	8.01.3
	S2-082648
	DISCUSSION
	Recommended transport network layer DSCP markings in line with DiffServ Service Classes (RFC 4594)
	Nortel, Cisco
	23,401
	-
	Rel-8
	Noted

	8.01.3
	S2-082649
	CR
	23.401 CR0284: Recommended DiffServ Code Point markings for the transport network layer
	Nortel, Cisco, TeliaSonera
	23,401
	0284
	Rel-8
	Noted

	8.01.3
	S2-082680
	DISCUSSION
	On the ARP
	Alcatel-Lucent
	-
	-
	-
	Not Handled

	8.01.3
	S2-082921
	LS OUT
	Revision of: S2-082082
	
	
	
	
	Return (LS, S2 plenary)

	8.01.3
	S2-082922
	CR
	Revision of: S2-082167
	
	
	
	
	Revised to: 2943

	8.01.3
	S2-082923
	CR
	Revision of: S2-082181
	
	
	
	
	Approved

	8.01.3
	S2-082924
	CR
	Revision of: S2-082255
	
	
	
	
	Approved

	8.01.3
	S2-082943
	CR
	Revision of: S2-082922
	
	
	
	
	Return

	8.01.7
	30
	------
	PCC Updates to 23.203 (from both 23.401 and 23.402 functions)
	------
	-
	-
	-
	-

	8.01.7
	S2-08174
	CR
	23.203 CR0124: Inclusion of  Annex C and K from 23.401
	Ericsson
	23,203
	0124
	Rel-8
	 Not Handled

	8.01.7
	S2-082072
	DISCUSSION
	Timing of GW Control session Establishment
	Motorola
	23,402
	-
	Rel-8
	Endorsed

	8.01.7
	S2-082073
	CR
	23.402 CR0161: Updating the GW Control Session Establishment flows
	Motorola
	23,402
	0161
	Rel-8
	 Withdrawn

	8.01.7
	S2-082076
	CR
	23.402 CR0163: Handling of UE initiated resource request at HO to non-3GPP accesses for pre-existing flows
	Motorola, Nortel, Ericsson, ALU, NSN, Verizon
	23,402
	0163
	Rel-8
	 Approved

	8.01.7
	S2-082077
	CR
	23.203 CR0116: Handling of multiple BBERFs
	Motorola
	23,203
	0116
	Rel-8
	 Withdrawn

	8.01.7
	S2-082086
	CR
	23.203 CR0117: Multiple leg linking at the PCRF
	Qualcomm Europe
	23,203
	0117
	Rel-8
	Revised to 
S2-082866

	8.01.7
	S2-082087
	CR
	23.203 CR0118: Alignment of PCC functionalities to EPS principles in terms of bearer binding, policy enforcement, usage of PCC and QoS rules, and BBERF/PCEF coexistence
	Qualcomm Europe
	23,203
	0118
	Rel-8
	Revised to 

S2-082867

	8.01.7
	S2-082092
	DISCUSSION
	Policy Control, Local Breakout and Rx reference point
	Qualcomm Europe
	-
	-
	-
	Noted

	8.01.7
	S2-082094
	CR
	23.203 CR0109R1: Home operator control of PCC rules when AF is in the visited network
	Qualcomm Europe
	23,203
	0109
	Rel-8
	Not Handled

	8.01.7
	S2-082097
	CR
	23.203 CR0119: Updated IP-CAN Definition for Multiple IPv6 Prefixes
	Qualcomm Europe
	23,203
	0119
	Rel-8
	 Noted

	8.01.7
	S2-082119
	CR
	23.203 CR0120: Session binding updates for common IMS
	Qualcomm Europe
	23,203
	0120
	Rel-8
	 Revised to: 2967

	8.01.7
	S2-082121


	DISCUSSION
	Interaction between PCC rules provision and QoS rules provision for dedicated bearers for off-path PCC
	Motorola, Samsung
	23,402
	-
	Rel-8
	Noted.

S2-082124 
revised to 
S2-082862 
only applies to dedicated bearer establishment ordering

	8.01.7
	S2-082122
	CR
	23.401 CR0202: Updating PCC interactions for dedicated/default bearer combo activation 
	Motorola, Samsung
	23,401
	0202
	Rel-8
	Not Handled

	8.01.7
	S2-082123
	CR
	23.402 CR0180: Dedicated/default bearer combo activation for PMIP-S5/S8
	Motorola, Samsung
	23,402
	0180
	Rel-8
	 Not Handled

	8.01.7
	S2-082124
	CR
	23.402 CR0181: Update to 23.402 for dedicated resource-allocation procedure
	Motorola, Samsung
	23,402
	0181
	Rel-8


	 Not Handled

	8.01.7
	S2-082127
	DISCUSSION
	Handling of Multiple BBERFs
	Motorola
	23,203
	-
	Rel-8
	 LATE

	8.01.7
	S2-082138
	CR
	23.203 CR0121: Modify PCC Procedures
	Samsung, Motorola
	23,203
	0121
	Rel-8
	Agreements:

move IEs from 402 and 401 to annexes

approved

move procedure IEs in general from 23.401 to 23.402 to 23.203

Revised to:
S2-082863

	8.01.7
	S2-082169
	DISCUSSION
	Role of V-PCRF
	Ericsson
	-
	-
	Rel-8
	Noted

	8.01.7
	S2-082170
	CR
	23.203 CR0136: Role of V-PCRF
	Ericsson
	23,203
	0136
	Rel-8
	Not Handled

	8.01.7
	S2-082171
	CR
	23.203 CR0103R2: Generic IP-CAN session termination procedure for EPS
	Ericsson
	23,203
	0103
	Rel-8
	Revised to
S2-082865

	8.01.7
	S2-082176
	CR
	23.203 CR0125: Inclusion of  Annex B from 23.401
	Ericsson
	23,203
	0125
	Rel-8
	 Not Handled

	8.01.7
	S2-082178
	CR
	23.203 CR0126: Generic IP-CAN session modification procedure for EPS
	Ericsson
	23,203
	0126
	Rel-8
	Revised to:
S2-082864

	8.01.7
	S2-082180
	CR
	23.203 CR0127: QoS rule definition and procedures
	Ericsson
	23,203
	0127
	Rel-8
	Revised to

S2-082868

	8.01.7
	S2-082182
	CR
	23.203 CR0128: Online charging session per IP-CAN session
	Ericsson
	23,203
	0128
	Rel-8
	 Revised to:
S2-082869

	8.01.7
	S2-082183
	CR
	23.203 CR0129: Notification of IP-CAN Type Change
	Ericsson
	23,203
	0129
	Rel-8
	 Not Handled

	8.01.7
	S2-082196
	CR
	23.203 CR0130: 3GPP Accesses specific aspects
	Huawei
	23,203
	0130
	Rel-8
	 Not Handled

	8.01.7
	S2-082197
	CR
	23.203 CR0131: Update of Credit re-authorization triggers
	Huawei
	23,203
	0131
	Rel-8
	 Not Handled

	8.01.7
	S2-082198
	CR
	23.203 CR0132: Clean up for the PCC reference architecture
	Huawei
	23,203
	0132
	Rel-8
	 Not Handled

	8.01.7
	S2-082199
	CR
	23.203 CR0133: Input from AF for PCC decision
	Huawei
	23,203
	0133
	Rel-8
	 Not Handled

	8.01.7
	S2-082407
	CR
	23.203 CR0137: The addition of event triggers section in 23.203
	CATT
	23,203
	0137
	Rel-8
	 Not Handled

	8.01.7
	S2-082651
	DISCUSSION
	On the usage of S9
	Nortel
	23,203
	-
	Rel-8
	We endorsed the  “H1 + V2” option (in the terminology of S2-082651)

Will be documented in a new CR:
S2-082893



	8.01.7
	S2-082659
	CR
	23.203 CR0138: Clarification for vPCRF to notify the hPCRF of the establishment of Gateway Control Session
	ZTE
	23,203
	0138
	Rel-8
	Agreed: When the UE uses S2c for session establishment from the VPLMN a gateway control session establishment shall be established from the BBERF across S9 to the H-PCRF.

Noted

	8.01.7
	S2-082862
	CR
	Update to 23.402 for dedicated resource allocation
	Motorola, Samsung
	23.402
	0181
	Rel-8
	Revised to: 
S2-082902

	8.01.7
	S2-082863
	CR
	Revision of S2-082138
	
	
	
	
	Revised to: 

S2-082903

	8.01.7
	S2-082864
	CR
	Revision of S2-082178
	
	
	
	
	Revised to:
S2-082905

	8.01.7
	S2-082865
	CR
	Revision of S2-082171
	
	
	
	
	Revised to
S2-082907

	8.01.7
	S2-082866
	CR
	Revision of S2-082086
	
	
	
	
	Revised to 
S2-082904

	8.01.7
	S2-082867
	CR
	Revision of S2-082087
	
	
	
	
	Revised to 

S2-082906

	8.01.7
	S2-082868
	CR
	Revision of S2-082180
	
	
	
	
	Revised to: 2938

	8.01.7
	S2-082869
	CR
	Revision of S2-082
	
	
	
	
	Revised to: 2939

	8.01.7
	S2-082893
	CR
	Revision of S2-082651
	
	
	
	
	Revised to: 3111

	8.01.7
	S2-082902
	CR
	Revision of S2-082902
	
	
	
	
	Return

	8.01.7
	S2-082903
	CR
	Revision of S2-082863
	
	
	
	
	Revised to: 2941

	8.01.7
	S2-082904
	CR
	Revision of S2-082866
	
	
	
	
	Approved

	8.01.7
	S2-082905
	CR
	Revision of S2-082864
	
	
	
	
	Approved

	8.01.7
	S2-082906
	CR
	Revision of S2-082867
	
	
	
	
	Approved

	8.01.7
	S2-082907
	CR
	Revision of S2-082865
	
	
	
	
	Approved

	8.01.7
	S2-082938
	CR
	Revision of: S2-082868
	
	
	
	
	Approved

	8.01.7
	S2-082939
	CR
	Revision of: S2-082869
	
	
	
	
	Approved

	8.01.7
	S2-082940
	CR
	Revision of: S2-083111
	
	
	
	
	Approved

	8.01.7
	S2-082941
	CR
	Revision of: S2-082903
	
	
	
	
	Return

	8.01.7
	S2-082967
	CR
	Revision of S2-082119
	
	
	
	
	Noted

	8.01.7
	S2-083111
	CR
	Revision of: S2-082893
	
	
	
	
	Revised to: 2940

	8.01.8
	S2-082147
	DICUSSION
	Simplifying UE capability exchange for IPMM Selection mechanism
	Samsung
	-
	-
	-
	Noted

	8.02.1
	22
	------
	Attach/Detach procedures
	------
	-
	-
	-
	-

	8.02.1
	S2-082067
	CR
	23.401 CR0196: Signalling of PDN Address Policy during PDN Connection Establishment
	Nokia Siemens Networks, Nokia
	23,401
	0196
	Rel-8
	 Noted

	8.02.1
	S2-082192
	CR
	23.401 CR0211: Default bearer establishment failure during Initial Attach
	Panasonic
	23,401
	0211
	Rel-8
	Not Handled

	8.02.1
	S2-082201
	CR
	23.401 CR0214: S5/S8 Protocol Indication transferred over S11 Interface
	Huawei
	23,401
	0214
	Rel-8
	 Revised to: 2891

	8.02.1
	S2-082256
	CR
	23.401 CR0233: Adding information elements to default bearer activations
	Nokia Siemens Networks
	23,401
	0233
	Rel-8
	 Revised to: 2892

	8.02.1
	S2-082309
	CR
	23.401 CR0239: UE initiated Detach Procedure for M-PDN
	Research In Motion
	23,401
	0239
	Rel-8
	Not Handled

	8.02.1
	S2-082310
	CR
	23.401 CR0240: MME initiated Detach Procedure for M-PDN
	Research In Motion
	23,401
	0240
	Rel-8
	 Not Handled

	8.02.1
	S2-082311
	CR
	23.401 CR0241: HSS initiated Detach Procedure for M-PDN
	Research In Motion
	23,401
	0241
	Rel-8
	 Not Handled

	8.02.1
	S2-082402
	CR
	23.401 CR0258: Security Function in the Attach Procedure
	CATT
	23,401
	0258
	Rel-8
	 Revised to: 2889

	8.02.1
	S2-082598
	DISCUSSION
	PAP/CHAP in PCO
	Ericsson
	-
	-
	-
	 Noted

	8.02.1
	S2-082642
	CR
	23.401 CR0281: Clarifications on static IP allocation during attach.
	Starent
	23,401
	0281
	Rel-8
	 Revised to: 2890

	8.02.1
	S2-082643
	CR
	23.401 CR0282: Clarifications on the Detach Procedures
	Starent
	23,401
	0282
	Rel-8
	 Not Handled

	8.02.1
	S2-082666
	CR
	23.401 CR0256: PCC Procedures for Post-Attach Address Allocation
	Samsung
	23,401
	0256
	Rel-9
	Not Handled

	8.02.1
	S2-082669
	DISCUSSION
	Handling of services with user-requested APN
	Qualcomm Europe
	-
	-
	-
	 Noted

	8.02.1
	S2-082889
	CR
	Revision of: S2-082402
	
	
	
	
	Revised to: 2948

	8.02.1
	S2-082890
	CR
	Revision of: S2-082642
	
	
	
	
	Revised to: 2950

	8.02.1
	S2-082891
	CR
	Revision of: S2-082201
	
	
	
	
	Approved

	8.02.1
	S2-082892
	CR
	Revision of: S2-082256
	
	
	
	
	Approved

	8.02.1
	S2-082948
	CR
	Revision of: S2-082889
	
	
	
	
	Return

	8.02.1
	S2-082950
	CR
	Revision of: S2-082890
	
	
	
	
	Return

	8.02.4
	S2-082573
	CR
	23.401 CR0272: Clarification of UE requested PDN disconnection
	Panasonic
	23,401
	0272
	Rel-8
	 Not Handled

	8.02.4
	S2-082575
	CR
	23.401 CR0273: UE requested PDN disconnection
	Panasonic
	23,401
	0273
	Rel-8
	Not Handled

	8.02.9
	S2-082372
	CR
	23.401 CR0252: Detach type in UE-initiated Detach procedure
	ZTE
	23,401
	0252
	Rel-8
	 Noted 

	8.04.2
	26
	------
	Attach/Detach
	------
	-
	-
	-
	-

	8.04.2
	S2-082070
	CR
	23.402 CR0159: Harmonization of Access Authentication in non-3GPP networks with SA3 specification
	Nokia Siemens Networks, Nokia
	23,402
	0159
	Rel-8
	Not Handled

	8.04.2
	S2-082071
	CR
	23.402 CR0160: Impacts of multiple PDN on detach and PDN-disconnection procedure for PMIP-based S5/S8 and S2a
	Motorola, Samsung, Huawei, Netwave, Marvell
	23,402
	0160
	Rel-8
	Noted 

	8.04.2
	S2-082078
	CR
	23.402 CR0047R2: Conveying Static IP address from SGW to PGW during Initial Attach
	Motorola
	23,402
	0047
	Rel-8
	Combined into 2877

	8.04.2
	S2-082090
	CR
	23.402 CR0166: Addition of description of the DSMIPv6 home link detection function
	Qualcomm Europe, Airvana, TeliaSonera
	23,402
	0166
	Rel-8
	 Merge with 2156 Revised to: 2879

	8.04.2
	S2-082101
	CR
	23.402 CR0170: Clarification on terms of Trusted and Untrusted non-3GPP networks
	Nokia Siemens Networks, Nokia
	23,402
	0170
	Rel-8
	 Revised to: 2873

	8.04.2
	S2-082141
	[CR]
	 
	Samsung 
	23,402
	0187
	Rel-8
	 Not Handled

	8.04.2
	S2-082146
	[CR]
	 
	Samsung
	23,402
	0190
	Rel-8
	 Not Handled

	8.04.2
	S2-082148
	CR
	23.402 CR0191: Updating IP Mobility Mode selection mechanism
	Samsung
	23,402
	0191
	Rel-8
	 Noted

	8.04.2
	S2-082149
	DISCUSSION
	Issues related to multiple PDP context handling
	Samsung
	-
	-
	-
	Not Handled

	8.04.2
	S2-082150
	CR
	23.402 CR0192: Handling Multiple PDN during handover attach procedure
	Samsung
	23,402
	0192
	Rel-8
	 Not Handled

	8.04.2
	S2-082152
	CR
	23.402 CR0194: On definition of Home Link
	Marvell
	23,402
	0194
	Rel-8
	Noted

	8.04.2
	S2-082153
	CR
	23.402 CR0195: General Concepts for Home Link Detection function
	Marvell
	23,402
	0195
	Rel-8
	 Noted

	8.04.2
	S2-082154
	DISCUSSION
	On relation between IPMS and HLDF
	Marvell
	23,402
	-
	Rel-8
	Noted

	8.04.2
	S2-082155
	CR
	23.402 CR0196: On IPMS indication back to the UE
	Marvell
	23,402
	0196
	Rel-8
	 withdrawn

	8.04.2
	S2-082156
	CR
	23.402 CR0197: IPMS indication for HLDF
	Marvell
	23,402
	0197
	Rel-8
	 Note

	8.04.2
	S2-082157
	DISCUSSION
	Discussion on DNS based approach for HLDF
	Marvell 
	23,402
	-
	Rel-8
	Revised to: 2976

	8.04.2
	S2-082158
	CR
	23.402 CR0198: DNS based approach for Home Link Detection
	Marvell
	23,402
	0198
	Rel-8
	 Noted

	8.04.2
	S2-082240
	CR
	23.402 CR0211: IP address(es) allocation in PMIP based S5/S8
	ZTE
	23,402
	0211
	Rel-8
	Revised to: 2877

	8.04.2
	S2-082241
	CR
	23.401 CR0228: Static IP address allocation
	ZTE
	23,401
	0228
	Rel-8
	Not Handled

	8.04.2
	S2-082398
	CR
	23.402 CR0220: Clarification on ePDG selection
	Nokia Siemens Networks, Nokia
	23,402
	0220
	Rel-8
	 Revised to: 2882

	8.04.2
	S2-082399
	CR
	23.402 CR0221: Alignment of non-optimised handovers from non-3GPP access networks
	Nokia Siemens Networks, Nokia
	23,402
	0221
	Rel-8
	Not Handled

	8.04.2
	S2-082400
	CR
	23.402 CR0222: Clarification on IP address allocation for non-3GPP IP access networks
	Nokia Siemens Networks, Nokia
	23,402
	0222
	Rel-8
	 Revised to: 2880

	8.04.2
	S2-082662
	DISCUSSION
	Discussion of trusted/untrusted non-3GPP access network scenarios
	Panasonic
	23,402
	-
	Rel-8
	Noted

	8.04.2
	S2-082663
	CR
	23.402 CR0152R1: Trusted/untrusted non-3GPP access network detection
	Panasonic
	23,402
	0152
	Rel-8
	 Noted

	8.04.2
	S2-082873
	CR
	Revision of: S2-082101
	
	
	
	
	Revised to: 2932

	8.04.2
	S2-082877
	CR
	Revision of: S2-082240
	
	
	
	
	Revised to: 2884

	8.04.2
	S2-082879
	CR
	Revision of: S2-082090
	
	
	
	
	Revised to: 2936

	8.04.2
	S2-082880
	CR
	Revision of: S2-082400
	
	
	
	
	Approved

	8.04.2
	S2-082882
	CR
	Revision of: S2-082398
	
	
	
	
	Revised to: 2935

	8.04.2
	S2-082884
	CR
	Revision of: S2-082877
	
	
	
	
	Approved

	8.04.2
	S2-082932
	CR
	Revision of: S2-082873
	
	
	
	
	Approved

	8.04.2
	S2-082935
	CR
	Revision of: S2-082882
	
	
	
	
	Return

	8.04.2
	S2-082936
	CR
	Revision of: S2-082879
	
	
	
	
	Approved

	8.04.2
	S2-082976
	DISCUSSION
	Revision of: S2-082157
	
	
	
	
	Noted

	8.04.7
	64
	------
	General clean-up of 23.402
	------
	-
	-
	-
	-

	8.04.7
	S2-082079
	CR
	23.402 CR0164: Updating Interface Names
	Motorola
	23,402
	0164
	Rel-8
	 Not Handled

	8.04.7
	S2-082091
	CR
	23.402 CR0167: Detach procedure for S2c
	Qualcomm Europe
	23,402
	0167
	Rel-8
	Not Handled

	8.04.7
	S2-082093
	CR
	23.402 CR0168: Optimized LTE-HRPD handover with S2c
	Qualcomm Europe, China Unicom
	23,402
	0168
	Rel-8
	 Noted

	8.04.7
	S2-082098
	CR
	23.402 CR0169: Cleanup for Prefix Delegation Feature
	Qualcomm Europe
	23,402
	0169
	Rel-8
	Not Handled

	8.04.7
	S2-082102
	CR
	23.402 CR0171: Clarification on simultaneous access to EPS
	Nokia Siemens Networks, Nokia
	23,402
	0171
	Rel-8
	Revised to: 2870

	8.04.7
	S2-082103
	CR
	23.402 CR0172: Corrections in PMIP based S5/S8 attach procedures
	Nokia Siemens Networks, Nokia
	23,402
	0172
	Rel-8
	Not Handled

	8.04.7
	S2-082115
	CR
	23.402 CR0177: Clarification of forwarding behaviour of S-GW on the S103 reference point
	Motorola, Ericsson, NSN, Nortel, ALU, Verizon Wireless
	23,402
	0177
	Rel-8
	Revised to: 2916

	8.04.7
	S2-082116
	CR
	23.402 CR0178: Clarification on the Use of the Session Maintenance Procedure in Optimized Handover From LTE to HRPD
	Motorola, Ericsson, Alcatel-Lucent, Verizon
	23,402
	0178
	Rel-8
	Not Handled

	8.04.7
	S2-082117
	CR
	23.402 CR0179: Cleanup of the procedure for handover from non-3GPP access to 3GPP access
	Motorola, Nortel, Alcatel-Lucent, Cisco
	23,402
	0179
	Rel-8
	Not Handled

	8.04.7
	S2-082126
	CR
	23.402 CR0182: Updating HSS Initiated Subscribed QoS Modification Procedure for PMIP S5/S8
	Motorola
	23,402
	0182
	Rel-8
	Not Handled

	8.04.7
	S2-082128
	CR
	23.402 CR0183: Updating Protocol Stacks for Trusted and Untrusted 3GPP accesses
	Motorola, Nortel, Azaire
	23,402
	0183
	Rel-8
	Not Handled

	8.04.7
	S2-082129
	CR
	23.402 CR0184: Updated to handover to 3GPP access for MIPv4 over S2a
	Motorola
	23,402
	0184
	Rel-8
	 Withdrawn

	8.04.7
	S2-082137
	CR
	23.402 CR0185: Revised DNS Function for Service Selection
	Samsung, Motorola
	23,402
	0185
	Rel-8
	Not Handled

	8.04.7
	S2-082139
	DISCUSSION
	Correct Handling of PDN Connection State
	Samsung, Motorola
	-
	-
	-
	 Not Handled

	8.04.7
	S2-082140
	CR
	23.402 CR0186: PDN GW-AAA Server-HSS Interaction Clean up
	Samsung, Motorola
	23,402
	0186
	Rel-8
	 Revised to: 2875

	8.04.7
	S2-082143
	DISCUSSION
	Removal of some FFS Statements from 23.402
	Samsung, Motorola
	-
	-
	-
	Not Handled

	8.04.7
	S2-082144
	CR
	23.402 CR0188: FFS Removal
	Samsung, Motorola
	23,402
	0188
	Rel-8
	Not Handled

	8.04.7
	S2-082159
	CR
	23.402 CR0199: Clarification for S2c Bootstrapping procedure with DSMIPv6 Home link.
	Marvell
	23,402
	0199
	Rel-8
	 Revised to: 2881

	8.04.7
	S2-082160
	CR
	23.402 CR0200: Clarification for UE initiated additional PDN connectivity.
	Marvell
	23,402
	0200
	Rel-8
	 Revised to: 2878

	8.04.7
	S2-082161
	CR
	23.402 CR0201: Clarification for  Multiple PDN connectivity principles
	Marvell
	23,402
	0201
	Rel-8
	Revised to: 2876

	8.04.7
	S2-082220
	CR
	23.402 CR0204: Correction of data forwarding during EUTRAN to HRPD Handover
	Huawei
	23,402
	0204
	Rel-8
	Merged into 2916

	8.04.7
	S2-082221
	CR
	23.402 CR0205: Differentiate idle mode from active mode for Optimized Handover from E-UTRAN to HRPD
	Huawei
	23,402
	0205
	Rel-8
	 Noted

	8.04.7
	S2-082222
	CR
	23.402 CR0206: The clarification of Handoff Indicator usage
	Huawei
	23,402
	0206
	Rel-8
	Not Handled

	8.04.7
	S2-082223
	CR
	23.402 CR0207: Clean up S2a and GTP based S8 chained case handover
	Huawei
	23,402
	0207
	Rel-8
	 Noted

	8.04.7
	S2-082224
	DISCUSSION
	Discussion on Multiple PDN handover between 3GPP and Non-3GPP
	Huawei，Samsung，Nextwave
	23,402
	-
	Rel-8
	Not Handled

	8.04.7
	S2-082225
	CR
	23.402 CR0208: Principle of Handover Between 3GPP and Non-3GPP Access for Multiple PDNs
	Huawei，Samsung，Nextwave
	23,402
	0208
	Rel-8
	Not Handled

	8.04.7
	S2-082226
	DISCUSSION
	Avoiding bearer release confliction upon LTE <-> HRPD handover
	Huawei
	23,402
	-
	Rel-8
	Noted

	8.04.7
	S2-082227
	CR
	23.402 CR0013R2: Bearer release control during handover from 3GPP to non3GPP
	Huawei
	23,402
	0013
	Rel-8
	Noted

	8.04.7
	S2-082228
	CR
	23.402 CR0209: Refine HRPD to EUTRAN handover flows
	Huawei
	23,402
	0209
	Rel-8
	Revised to: 3031

	8.04.7
	S2-082250
	CR
	23.402 CR0212: Alignment of Section 12 with other relevant AAA functions and features
	Cisco, Verizon, Ericsson
	23,402
	0212
	Rel-8
	Not Handled

	8.04.7
	S2-082252
	CR
	23.402 CR0214: Clarification on use of Ipsec security association for S2c handover
	Marvell
	23,402
	0214
	Rel-8
	Not Handled

	8.04.7
	S2-082273
	P-CR
	ANDSF clarifications
	Ericsson
	-
	-
	-
	Not Handled

	8.04.7
	S2-082274
	DISCUSSION
	Inform the UE about the selected mobility mode
	Motorola
	23,402
	-
	Rel-8
	 Noted

	8.04.7
	S2-082275
	CR
	23.402 CR0140R1: On providing indication to UE about the mobility mode protocol selected
	Motorola
	23,402
	0140
	Rel-8
	 Approved

	8.04.7
	S2-082276
	CR
	23.402 CR0215: Update of general principles for WiMAX network-controlled dual radio handover
	Motorola
	23,402
	0215
	Rel-8
	Not Handled

	8.04.7
	S2-082304
	CR
	23.402 CR0242: M-PDN Detach for non-3GPP Access
	Research In Motion
	23.402
	0242
	Rel-8
	 Noted

	8.04.7
	S2-082305
	CR
	23.402 CR0216: M-PDN Disconnection Principle
	Research In Motion
	23,402
	0216
	Rel-8
	 Noted

	8.04.7
	S2-082411
	CR
	23.402 CR0038R4: The PDN GW function 
	CATT
	23,402
	0038
	Rel-8
	 Revised to: 2918

	8.04.7
	S2-082443
	DISCUSSION
	Approach to document PCC flows between 23.402 and 23.203
	Motorola, Samsung
	23,402
	-
	Rel-8
	withdrawn

	8.04.7
	S2-082444
	CR
	23.402 CR0223: Removing PCC flow details from TS 23.402
	Motorola, Samsung
	23,402
	0223
	Rel-8
	Endorsed, Revised to: 2883

	8.04.7
	S2-082478
	CR
	23.402 CR0224: Removing note about HRPD credentials in E-UTRAN -> HRPD Handover
	NSN, Nokia, Verizon, Cisco, Alcatel-Lucent, Ericsson, Nortel, Motorola
	23,402
	0224
	Rel-8
	Not Handled

	8.04.7
	S2-082522
	CR
	23.402 CR0225: Clarification on MN NAI in trusted non-3GPP accesses
	Telecom Italia
	23,402
	0225
	Rel-8
	Revised to: 2872

	8.04.7
	S2-082528
	CR
	23.402 CR0227: Adding reference to PP2 spec on CDMA interworking to TS 23.402
	Alcatel-Lucent;Nortel; Cisco, Motorola; Ericsson;NSN; Verizon
	23,402
	0227
	Rel-8
	 Approved

	8.04.7
	S2-082529
	CR
	23.402 CR0228: Additional CDMA interworking related storage parameters
	Alcatel-Lucent;Nortel; Cisco, Motorola; Ericsson;NSN; Verizon 
	23,402
	0228
	Rel-8
	Noted

	8.04.7
	S2-082536
	DISCUSSION
	Clarification of PCC operation during PMIP-based handovers
	NEC
	23,402
	-
	Rel-8
	Not Handled

	8.04.7
	S2-082537
	DISCUSSION 
	Resolve IP address information problem in non-optimized handovers from non-3GPP access to EUTRAN via S2a/S2b
	NEC
	23,402
	-
	Rel-8
	 PMIP-update

	8.04.7
	S2-082538
	DISCUSSION
	Resolve Timing problem of non-optimized handover flows from EUTRAN to non-3GPP accesses via S2a/S2b
	NEC
	23,402
	-
	Rel-8
	Not Handled

	8.04.7
	S2-082539
	CR
	23.402 CR0233: Removal of editor notes from Initial attach procedure over S2a
	Intel
	23,402
	0233
	Rel-8
	Not Handled

	8.04.7
	S2-082540
	CR
	23.402 CR0234: Clarification to Access Authentication for non-3GPP access
	Intel
	23,402
	0234
	Rel-8
	 Not Handled

	8.04.7
	S2-082576
	CR
	23.402 CR0075R3: Correction of PDN GW address update for Initial Attach procedure in MIPv4 case
	Panasonic
	23,402
	0075
	Rel-8
	 Not Handled

	8.04.7
	S2-082577
	CR
	23.402 CR0235: Correction of PDN GW address update for UE-initiated Detach Procedure for S2c in Non-3GPP IP Access
	Panasonic
	23,402
	0235
	Rel-8
	Not Handled

	8.04.7
	S2-082578
	CR
	23.402 CR0236: Cleanup for Detach Procedures on S2a
	Panasonic
	23,402
	0236
	Rel-8
	Not Handled

	8.04.7
	S2-082579
	CR
	23.402 CR0237: Corrections on UE-initiated Connectivity to Additional PDN with PMIP on S2a
	Panasonic
	23,402
	0237
	Rel-8
	Not Handled

	8.04.7
	S2-082580
	CR
	23.402 CR0238: Corrections on UE-initiated Connectivity to Additional PDN with MIPv4 on S2a
	Panasonic
	23,402
	0238
	Rel-8
	Not Handled

	8.04.7
	S2-082581
	CR
	23.402 CR0239: Corrections on old bearer release in handover procedures
	Panasonic
	23,402
	0239
	Rel-8
	Not Handled

	8.04.7
	S2-082582
	CR
	23.402 CR0240: Corrections on handover from 3GPP to Trusted Non-3GPP with MIPv4
	Panasonic
	23,402
	0240
	Rel-8
	Not Handled

	8.04.7
	S2-082583
	CR
	23.402 CR0241: Corrections on resource release for S2c Detach Procedures
	Panasonic
	23,402
	0241
	Rel-8
	Not Handled

	8.04.7
	S2-082603
	CR
	23.402 CR0243: IP address allocation and protocol configuration using DHCP
	Ericsson, Starent, Nortel
	23,402
	0243
	Rel-8
	Revised to: 3101

	8.04.7
	S2-082605
	CR
	23.402 CR0244: Refining of Optimized handover from HRPD to E-UTRAN
	Ericsson, Verizon, Nortel, Nokia Siemens Networks, Cisco, Motorola, Alcatel-Lucent
	23,402
	0244
	Rel-8
	Revised to: 2917

	8.04.7
	S2-082606
	CR
	23.402 CR0245: Alignment of Release Old context at optimized inter-access handover between E-UTRAN and HRPD
	Ericsson, Verizon, Nortel, Nokia Siemens Networks, Cisco, Motorola
	23.402
	0245
	Rel-8
	 Approved 

	8.04.7
	S2-082607
	CR
	23.402 CR0246: Alignment of Release Old context at non-optimized inter-access handover
	Ericsson, Verizon, Nortel, Nokia Siemens Networks, Cisco, Motorola, Huawei
	23.402
	0246
	Rel-8
	Revised to: 2871

	8.04.7
	S2-082611
	CR
	23.402 CR0247: Clarifications to PDN GW discovery for S2c when on DSMIPv6 home link
	Ericsson
	23.402
	0247
	Rel-8
	Not Handled

	8.04.7
	S2-082652
	CR
	23.402 CR0253: Minor correction to IPMS
	Nortel
	23,402
	0253
	Rel-8
	Revised to: 2874

	8.04.7
	S2-082706
	CR
	23.402 CR0255: Removal of two notes
	Nortel
	23,402
	0255
	Rel-8
	Not Handled

	8.04.7
	S2-082870
	CR
	Revision of: S2-082102
	
	
	
	
	withdrawn

	8.04.7
	S2-082871
	CR
	Revision of: S2-082607
	
	
	
	
	Approved

	8.04.7
	S2-082872
	CR
	Revision of: S2-082522
	
	
	
	
	Approved

	8.04.7
	S2-082874
	CR
	Revision of: S2-082652
	
	
	
	
	Noted

	8.04.7
	S2-082875
	CR
	Revision of: S2-082140
	
	
	
	
	Approved

	8.04.7
	S2-082876
	CR
	Revision of: S2-082161
	
	
	
	
	Revised to: 2933

	8.04.7
	S2-082878
	CR
	Revision of: S2-082160
	
	
	
	
	Approved

	8.04.7
	S2-082881
	CR
	Revision of: S2-082159
	
	
	
	
	Revised to: 2934

	8.04.7
	S2-082883
	CR
	Revision of: S2-082444
	
	
	
	
	Return

	8.04.7
	S2-082916
	CR
	Revision of: S2-082115
	
	
	
	
	Approved

	8.04.7
	S2-082917
	CR
	Revision of: S2-082605
	
	
	
	
	Approved

	8.04.7
	S2-082918
	CR
	Revision of: S2-082411
	
	
	
	
	Approved

	8.04.7
	S2-082933
	CR
	Revision of: S2-082876
	
	
	
	
	approved

	8.04.7
	S2-082934
	CR
	Revision of: S2-082881
	
	
	
	
	Approved

	8.04.7
	S2-083031
	CR
	Revision of: S2-082228
	Huawei, CATT
	
	
	
	Noted

	8.04.7
	S2-083101
	CR
	Revision of: S2-082603
	
	
	
	
	Noted

	8.04.7.
	S2-082307
	CR
	23.402 CR0217: QoS Reference Correction
	Research In Motion
	23,402
	0217
	Rel-8
	Not Handled

	8.07
	S2-082034
	LS In
	LS (from GERAN WG2) on the introduction of Inter-Domain Handover
	GERAN WG2 (G2-080115)
	-
	-
	-
	 Reply in: 3014

	8.07
	S2-082944
	LS In
	Revision of: S2-083112
	
	
	
	
	Approved, LS

	8.07
	S2-083014
	LS In
	Reply of: S2-082034
	Ralf
	
	
	
	Revised to: 3112

	8.07
	S2-083112
	LS In
	Revision of: S2-083014
	
	
	
	
	Revised to: 2944

	8.07.1
	15
	------
	SR-VCC for GSM and UMTS
	------
	-
	-
	-
	-

	8.07.1
	S2-082229
	DISCUSSION
	A scenario on Single Radio VCC
	Huawei
	-
	-
	-
	 Noted

	8.07.1
	S2-082281
	P-CR
	PS bearer splitting function in MME
	Ericsson
	23,216
	-
	-
	 Noted. Simple discovery solution based on available info is needed.

	8.07.1
	S2-082282
	P-CR
	Update of scope in TS 23.216
	Ericsson, Alcatel-Lucent, Nortel
	23,216
	-
	-
	Revised in 2984

	8.07.1
	S2-082376
	DISCUSSION
	Way forward for IDHO and SR-VCC
	Alcatel-Lucent, Nortel, Motorola
	-
	-
	-
	 Not handled

	8.07.1
	S2-082473
	P-CR
	3GPP SRVCC - Architectural principles, LTE->2/3G
	Nokia Siemens Networks, Nokia, Alcatel-Lucent
	23,216
	-
	Rel-8
	Revised in 3016 before presentation

	8.07.1
	S2-082474
	P-CR
	3GPP SRVCC - Concepts, LTE-> 3/3G
	Nokia Siemens Networks, Nokia, Alcatel-Lucent, Ericsson
	23,216
	-
	Rel-8
	Revised in 3017 before presentation

	8.07.1
	S2-082474
	P-CR
	3GPP SRVCC - Concepts, LTE-> 3/3G
	Nokia Siemens Networks, Nokia, Alcatel-Lucent, Ericsson
	23,216
	-
	Rel-8
	 Revised to: 3017

	8.07.1
	S2-082475
	P-CR
	3GPP SRVCC - Architecture - "Mg"
	Nokia Siemens Networks, Nokia, Nortel, Alcatel-Lucent, Ericsson, Motorola
	23,216
	-
	Rel-8
	 Revised to: 2925

	8.07.1
	S2-082476
	P-CR
	3GPP SRVCC - Reference Points
	Nokia Siemens Networks, Nokia, Alcatel-Lucent, Ericsson, Motorola
	23,216
	-
	Rel-8
	 Need to return to the name S3-cs to see whether a different name is required.

Revised to: 2926

	8.07.1
	S2-082477
	P-CR
	3GPP SRVCC target cell selection
	Nokia Siemens Networks, Nokia
	23,216
	-
	Rel-8
	 Noted

	8.07.1
	S2-082542
	PCR
	Discussion on how to get VDN
	ZTE
	23,216
	-
	Rel-8
	 Noted.

Agreed that SRVCC needs to work with ICS/SC and support transfer of multiple sessions (one of which may be active).

	8.07.1
	S2-082645
	P-CR
	Call flows for SRVCC from EUTRAN to GERAN/UTRAN
	Nortel, Motorola
	23,216
	-
	Rel-8
	Revised in 3012 before presentation

	8.07.1
	S2-082646
	P-CR
	Call flows for SRVCC from GERAN/UTRAN to EUTRAN
	Nortel
	23,216
	-
	Rel-8
	Revised in 3013 before presentation

	8.07.1
	S2-082653
	DISCUSSION
	Some open points for SRVCC to EUTRAN
	Nortel
	23,216
	-
	Rel-8
	 Noted

	8.07.1
	S2-082654
	DISCUSSION
	On the need for SGs for SRVCC
	Nortel
	23,216
	-
	Rel-8
	Late, not available

	8.07.1
	S2-082925
	P-CR
	Revision of: S2-082475
	Nokia Siemens Networks, Nokia, Nortel, Alcatel-Lucent, Ericsson, Motorola
	23,216
	-
	Rel-8
	Approved, In addition the editor shall change 1xCS to 3GPP2 1xCS and insert the references in the reference section

	8.07.1
	S2-082926
	P-CR
	Revision of: S2-082476
	Nokia Siemens Networks, Nokia, Alcatel-Lucent, Ericsson, Motorola
	23,216
	-
	Rel-8
	Approved

	8.07.1
	S2-082927
	P-CR
	Call flows for SRVCC from EUTRAN to GERAN/UTRAN
	Nortel, Motorola
	23,216
	-
	Rel-8
	Revised to: 2946

	8.07.1
	S2-082928
	P-CR
	Call flows for SRVCC from GERAN/UTRAN to EUTRAN
	Nortel
	23,216
	-
	Rel-8
	Place in informative annex. Revisit this when we complete Release 8. 

Approved.

	8.07.1
	S2-082945
	P-CR
	Revision of: S2-083017
	
	
	
	
	Approved, Editor is tasked to ensure that the specification uses E-UTRAN consistently throughout the document

	8.07.1
	S2-082946
	P-CR
	Revision of: S2-082927
	
	
	
	
	Approved

	8.07.1
	S2-082947
	LS Out
	LS to SA3 on SRVCC
	Curt
	
	
	
	Return, LS

	8.07.1
	S2-082984
	P-CR
	Update of scope in TS 23.216
	Ericsson, Alcatel-Lucent, Nortel
	23,216
	-
	-
	Revised in 3015

	8.07.1
	S2-083012
	P-CR
	Call flows for SRVCC from EUTRAN to GERAN/UTRAN
	Nortel, Motorola
	23,216
	-
	Rel-8
	Revised to: 2927

	8.07.1
	S2-083013
	P-CR
	Call flows for SRVCC from GERAN/UTRAN to EUTRAN
	Nortel
	23,216
	-
	Rel-8
	Revised in 2928

	8.07.1
	S2-083015
	P-CR
	Update of scope in TS 23.216
	Ericsson, Alcatel-Lucent, Nortel
	23,216
	-
	-
	Approved

	8.07.1
	S2-083016
	P-CR
	3GPP SRVCC - Architectural principles, LTE->2/3G
	Nokia Siemens Networks, Nokia, Alcatel-Lucent
	23,216
	-
	Rel-8
	Not Handled

	8.07.1
	S2-083017
	P-CR
	3GPP SRVCC - Architectural principles, LTE->2/3G
	Nokia Siemens Networks, Nokia, Alcatel-Lucent
	23,216
	-
	Rel-8
	Not Handled

	8.07.1
	S2-083017
	P-CR
	Revision of: S2-082474
	
	
	
	
	Revised to: 2945.

	8.07.2
	4
	------
	SR-VCC for CDMA2000 1xRTT
	------
	-
	-
	-
	-

	8.07.2
	S2-082230
	P-CR
	Load balance & exception handling with LTE-1xRTT SRVCC architecture
	Huawei
	23,216
	-
	Rel-8
	Noted

	8.07.2
	S2-082231
	P-CR
	Analysis and optimization for LTE-1xRTT SRVCC
	Huawei
	23,216
	-
	Rel-8
	Revised to: 3030

	8.07.2
	S2-082472
	P-CR
	Security aspect of S102 for 1x SRVCC
	Nokia Siemens Networks, CISCO, Verizon, Nortel
	23,216
	-
	Rel-8
	Approved, Editor to add an editors note that the text shall be removed if captured in SA3 specs. 

	8.07.2
	S2-082647
	P-CR
	Update to call flow for SRVCC from EUTRAN to 1xRTT
	Nortel
	23,216
	-
	Rel-8
	Revised to: 2919 

	8.07.2
	S2-082919
	P-CR
	Revision of: S2-082647
	
	
	
	
	Approved

	8.07.2
	S2-082920
	LS Out
	LS to RAN 2 on 1x SRVCC flow
	Saso
	
	
	
	Return, LS

	8.07.2
	S2-083030
	P-CR
	Revision of: S2-082231
	
	
	
	
	Noted, the voice gap should be addressed in 3GPP2 if needed.

	8.11
	26
	------
	CS fallback
	------
	-
	-
	-
	-

	8.11
	S2-082099
	DISCUSSION
	Clarifications on CS Fallback
	Panasonic
	-
	-
	-
	Noted

	8.11
	S2-082118
	P-CR
	CS Call Origination in Idle Mode for CS Fallback
	Motorola
	23,272
	-
	-
	 Noted

	8.11
	S2-082133
	P-CR
	Combined TA / LA Update Procedure
	Samsung
	23,272
	-
	Rel-8
	 Merged 2574: Revised to: 2885

	8.11
	S2-082233
	P-CR
	Discussion about PS handover for CS fallback
	Huawei
	23,272
	-
	-
	Not Handled

	8.11
	S2-082234
	P-CR
	Discussion about pre-decision for CS fallback
	Huawei
	23,272
	-
	-
	 Noted

	8.11
	S2-082266
	P-CR
	Location Updating in CS fallback
	Ericsson
	-
	-
	-
	  Revised to: 2931

	8.11
	S2-082267
	P-CR
	CS fallback flows- clarifications and cleanup
	Ericsson
	-
	-
	-
	Not Handled

	8.11
	S2-082268
	P-CR
	SMS handling in CS fallback
	Ericsson
	-
	-
	-
	 Noted

	8.11
	S2-082269
	P-CR
	Suitable Location Areas for CS fallback
	Ericsson
	-
	-
	-
	Not Handled

	8.11
	S2-082270
	P-CR
	LA list over SGs
	Ericsson
	-
	-
	-
	  Noted

	8.11
	S2-082271
	P-CR
	IP based SGs
	Ericsson
	-
	-
	-
	Not Handled

	8.11
	S2-082377
	P-CR
	Support of SMS in CS fallback
	Alcatel-Lucent, AT&T, Motorola, NEC, Nokia, Nortel, NSN, NTT DoCoMo, Samsung
	23,272
	-
	-
	 Noted

	8.11
	S2-082446
	P-CR
	Configuration of CSFB and coexistence with IMS voice services
	T-Mobile
	23,272
	-
	Rel-8
	 Revised to: 2886

	8.11
	S2-082447
	P-CR
	Description of functional entities of CSFB
	T-Mobile
	23,272
	-
	Rel-8
	 Revised to: 2887

	8.11
	S2-082456
	P-CR
	Providing the eNodeB with information about suitable LAs
	Ericsson
	23,272
	-
	Rel-8
	  Noted

	8.11
	S2-082527
	P-CR
	User input for CS fallback
	Nokia, Nokia Siemens Networks
	23,272
	-
	Rel-8
	 Noted

	8.11
	S2-082535
	P-CR
	Solutions addressing the problem of idle-mode mobility across pool area boundaries in case of misaligned LAs/TAs
	NEC, NSN
	23,272
	-
	Rel-8
	 Revised to: 2930

	8.11
	S2-082543
	PCR
	CS Fallback with ISR
	ZTE
	23,272
	-
	Rel-8
	  Not Handled

	8.11
	S2-082574
	DISCUSSION
	Add Tracking Area Update for CS fallback
	Panasonic
	23,272
	-
	Rel-8
	  LA/TA, merged with 2133. 

	8.11
	S2-082587
	P-CR
	Add CS Fallback Function (SMS)
	NTT DoCoMo
	23,272
	-
	Rel-8
	Not Handled

	8.11
	S2-082588
	P-CR
	Add CS Fallback Function (LCS)
	NTT DoCoMo
	23,272
	-
	Rel-8
	 Revised to: 2888

	8.11
	S2-082589
	P-CR
	Add CS Fallback Function (USSD)
	NTT DoCoMo
	23,272
	-
	Rel-8
	 Revised to: 2932

	8.11
	S2-082590
	P-CR
	Fixing Typo
	NTT DoCoMo
	23,272
	-
	Rel-8
	 Not Handled

	8.11
	S2-082615
	PCR
	Clarification to MT call in Active Mode
	ZTE
	23,272
	-
	-
	Not Handled

	8.11
	S2-082616
	PCR
	SMS support in CSFB
	ZTE
	23,272
	-
	-
	Not Handled

	8.11
	S2-082708
	P-CR
	Handling of Editor's Notes
	T-Mobile
	23,272
	-
	Rel-8
	 Approved

	8.11
	S2-082710
	P-CR
	CS fallback for 1xRTT
	KDDI
	23,272
	-
	Rel-8
	 withdrawn

	8.11
	S2-082885
	P-CR
	Revision of: S2-082133
	
	
	
	
	Revised to: 2929

	8.11
	S2-082886
	P-CR
	Revision of: S2-082446
	
	
	
	
	Approved

	8.11
	S2-082887
	P-CR
	Revision of: S2-082447
	
	
	
	
	Revised to: 2937

	8.11
	S2-082888
	P-CR
	Revision of: S2-082588
	
	
	
	
	Approved

	8.11
	S2-082929
	P-CR
	Revision of: S2-082885
	
	
	
	
	Approved

	8.11
	S2-082930
	P-CR
	Revision of: S2-082535
	
	
	
	
	Approved

	8.11
	S2-082931
	P-CR
	Revision of: S2-082266
	
	
	
	
	Approved

	8.11
	S2-082932
	P-CR
	Revision of: S2-082589
	
	
	
	
	Approved.

	8.11
	S2-082937
	P-CR
	Revision of: S2-082887
	
	
	
	
	Approved

	9910.1
	22
	------
	I-WLAN mobility
	------
	-
	-
	-
	-

	9910.1
	S2-082095
	P-CR
	IWLAN Mobility - Home Link Detection
	Qualcomm Europe, Airvana
	-
	-
	-
	Revised to: 2847

	9910.1
	S2-082164
	P-CR
	Clarification of H1-PDN attach in IWLAN mobility
	Marvell
	23,327
	-
	-
	Not Handled

	9910.1
	S2-082165
	P-CR
	Home Link Detection in IWLAN mobility
	Marvell
	23,327
	-
	-
	Not Handled

	9910.1
	S2-082242
	P-CR
	Home Link Detection
	ZTE
	23,327
	-
	Rel-8
	Revised in S2-082899

	9910.1
	S2-082243
	P-CR
	Accounting for IWLAN mobility
	ZTE
	23,327
	-
	Rel-8
	Noted 

	9910.1
	S2-082244
	P-CR
	Multiple PDN support in IWLAN
	ZTE
	23,327
	-
	Rel-8
	Revised to: 2915 

	9910.1
	S2-082541
	P-CR
	Handover Procedures between 3GPP I-WLAN and 3GPP accesses
	LG Electronics
	23,327
	-
	Rel-8
	Revised to: 2914 

	9910.1
	S2-082620
	P-CR
	Co-located HA and GGSN architecture
	Orange
	23,327
	-
	Rel-8
	 Merged in 2895

	9910.1
	S2-082621
	P-CR
	Concepts and Architecture Model clarification
	Orange
	23,327
	-
	Rel-8
	 Revised in S2-082896

	9910.1
	S2-082622
	P-CR
	3GPP Attach
	Orange
	23,327
	-
	Rel-8
	 Merged in 2895

	9910.1
	S2-082623
	P-CR
	I-WLAN  Attach
	Orange
	23,327
	-
	Rel-8
	 Merged in 2895

	9910.1
	S2-082624
	P-CR
	Co-located HA/GGSN IP address allocation
	Orange, Qualcomm, Starent, ZTE
	23,327
	-
	Rel-8
	 Revised in S2-082897

	9910.1
	S2-082625
	P-CR
	H1-PDN-Attach use clarification
	Orange, 
	23,327
	-
	Rel-8
	 Revised in Revised to: 2900

	9910.1
	S2-082626
	P-CR
	HA Initiated Detach
	Orange
	23,327
	-
	Rel-8
	Not Handled

	9910.1
	S2-082627
	P-CR
	Co-located HA/ GGSN - Handover from 3GPP access to I-WLAN
	Orange
	23,327
	-
	Rel-8
	 Merged in 2895

	9910.1
	S2-082628
	P-CR
	Co-located HA/GGSN - Handover from I-WLAN to 3GPP access
	Orange
	23,327
	-
	Rel-8
	 Merged in 2895

	9910.1
	S2-082629
	P-CR
	TS23.327 latest draft version v.0.2.1
	Orange
	23,327
	-
	Rel-8
	Approved


	9910.1
	S2-082630
	P-CR
	Cover page for information and approval of TS23.327 v0.3.0
	Orange
	23,327
	-
	Rel-8
	 Revised in S2-082898

	9910.1
	S2-082637
	P-CR
	Generic-case_Home-link-over-2G_3G with-split-GGSN_HA
	Orange 
	23,327
	-
	Rel-8
	Not Handled

	9910.1
	S2-082638
	P-CR
	Deployment-Home link over GPRS with GGSN Anchoring
	Orange 
	23,327
	-
	Rel-8
	Not Handled

	9910.1
	S2-082655
	DISCUSSION
	Forwards compatibility of IWLAN mobility with EPS
	Nortel
	23,327
	-
	Rel-8
	Noted, it was agreed that the specifications need to clarify the NW and UE behavior. (handled in 2942)

	9910.1
	S2-082847
	P-CR
	Revision of: S2-082095
	
	
	
	
	Revised to: 2894

	9910.1
	S2-082894
	P-CR
	Revision of: S2-082847
	
	
	
	
	Revised to: 2908

	9910.1
	S2-082895
	P-CR
	Co-located HA and GGSN architecture and procedures
	Orange, Starent, ZTE, Telenor
	23,327
	
	Rel-8
	Revised to: 2911

	9910.1
	S2-082896
	P-CR
	Concepts and Architecture Model clarification
	Orange, Starent, ZTE, Telenor
	23,327
	
	Rel-8
	Revised to: 2912

	9910.1
	S2-082897
	P-CR
	Co-located HA/GGSN IP address allocation
	Orange, Qualcomm, Starent, ZTE
	23,327
	-
	Rel-8
	Withdrawn

	9910.1
	S2-082898
	P-CR
	Cover page for information and approval of TS23.327 v0.3.0
	Orange
	23,327
	-
	Rel-8
	Revised to: 2913

	9910.1
	S2-082899
	P-CR
	Home Link Detection
	ZTE, Orange
	23,327
	-
	Rel-8
	Revised to: 2910 

	9910.1
	S2-082900
	P-CR
	Revision of: S2-082625
	
	
	
	
	Revised to: 2909

	9910.1
	S2-082908
	P-CR
	Revision of: S2-082894
	
	
	
	
	Approved

	9910.1
	S2-082909
	P-CR
	Revision of: S2-082900
	
	
	
	
	Approved

	9910.1
	S2-082910
	P-CR
	Revision of: S2-082899
	
	
	
	
	Approved

	9910.1
	S2-082911
	P-CR
	Revision of: S2-082895
	
	
	
	
	Approved

	9910.1
	S2-082912
	P-CR
	Revision of: S2-082896
	
	
	
	
	Approved

	9910.1
	S2-082913
	P-CR
	Revision of: S2-082898
	
	
	
	
	Return (in S2 plenary)

	9910.1
	S2-082914
	P-CR
	Revision of: S2-082541
	
	
	
	
	Approved

	9910.1
	S2-082915
	P-CR
	Revision of: S2-082244
	
	
	
	
	Revised to: 2942

	9910.1
	S2-082942
	P-CR
	Revision of: S2-082915
	
	
	
	
	Approved
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