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*** 1st Change ***

5.10.2
UE requested PDN connectivity

The UE requested PDN connectivity procedure for an E-UTRAN is depicted in figure 5.10.2-1. The procedure allows the UE to request for connectivity to a PDN including allocation of a default bearer. The PDN connectivity procedure may trigger one or multiple Dedicated Bearer Establishment procedures to establish dedicated EPS bearer(s) for that UE.
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Figure 5.10.2-1: UE requested PDN connectivity

NOTE 1:
For a PMIP-based S5/S8, procedure steps (A) are defined in TS 23.402 [2]. Steps 3, 4, and 5 concern GTP based S5/S8.

1.
The UE initiates the UE Requested PDN procedure by the transmission of a PDN Connectivity Request (APN or Default APN indicator, PDN Address Allocation, Protocol Configuration Options) message. If the UE was in ECM-IDLE mode, this NAS message is preceded by the Service Request procedure with "Service Type = signalling". The PDN Address Allocation indicates whether the UE wants to perform the IP address allocation during the execution of the procedure and, when known, it indicates the UE IP version capability (IPv4, IPv4/IPv6, IPv6), which is the capability of the IP stack associated with the UE. The MME verifies that the APN provided by UE is allowed by subscription. If the UE provides an indicator requesting to use the Default APN instead of APN, the Default APN shall be used for the remainder of this procedure. Protocol Configuration Options (PCO) are used to transfer parameters between the UE and the PDN GW, and are sent transparently through the MME and the Serving GW.

Editor's note:
An indicator for requesting use of the Default APN is to be defined during stage 3 works. e.g. a pre-defined string such as 'default' or lack of APN. This indicator should be known to all UEs.

Editor's note:
It's FFS whether the other values of the PDN Address Allocation and related use should be considered.

2.
The MME selects a PDN GW as described in clause 4.3.8.1
on PDN GW Selection Function (3GPP accesses), allocates a Bearer Id, and sends a Create Default Bearer Request (IMSI, MSISDN, MME Context ID, RAT type, PDN GW address, Default Bearer QoS, PDN Address Allocation, AMBR, APN, EPS Bearer Id, Protocol Configuration Options) message to the Serving GW. The RAT type is provided in this message for the later PCC decision. The AMBR applied to the relevant PDN access is also provided in this message. The MSISDN is included if the MME has it stored for that UE

Editor's note:
It is FFS how static IP address allocation is managed.

3.
The Serving GW creates a new entry in its EPS Bearer table and sends a Create Default Bearer Request (IMSI, MSISDN, Serving GW Address for the user plane, Serving GW TEID of the user plane, Serving GW TEID of the control plane, RAT type, Default Bearer QoS, PDN Address Allocation, AMBR, APN, Bearer Id, Protocol Configuration Options) message to the PDN GW indicated in the PDN GW address received in the previous step. After this step, the Serving GW buffers any downlink packets it may receive from the PDN GW until receives the message in step 11 below. The MSISDN is included if received from the MME.

4.
The PDN GW may interact with the PCRF to get the default PCC rules for the UE if PCRF is applied in the network. This may optionally lead to the establishment of a number of dedicated bearers following the procedures defined in clause 5.4.1 in association with the establishment of the default bearer which is described in Annex F.


The RAT type is provided to the PCRF by the PDN GW if received by the previous message. If the PDN GW/PCEF is configured to activate predefined PCC rules for the default bearer, the interaction with the PCRF is not required (e.g. operator may configure to do this) at the moment.

Editor's note:
It is FFS which kind of information will be provided by the PCRF.

5.
The PDN GW returns a Create Default Bearer Response (PDN GW Address for the user plane, PDN GW TEID of the user plane, PDN GW TEID of the control plane, PDN Address Information, EPS Bearer Id, Protocol Configuration Options, UL TFT) message to the Serving GW. PDN Address Information is included if the PDN GW allocated a PDN address Based on PDN Address Allocation received in the Create Default Bearer Request. PDN Address Information contains an IPv4 address for IPv4 and/or an IPv6 prefix and an Interface Identifier for IPv6. The PDN GW takes into account the UE IP version capability indicated in the PDN Address Allocation and the policies of operator when the PDN GW allocates the PDN Address Information.

6.
The Serving GW returns a Create Default Bearer Response (PDN Address Information, Serving GW address for User Plane, Serving GW TEID for User Plane, Serving GW Context ID, Bearer Id, Protocol Configuration Options, UL TFT) message to the MME. PDN Address Information is included if it was provided by the PDN GW.

7.
The MME sends PDN Connectivity Accept (APN, PDN Address Information, EPS Bearer Id) message to the eNodeB. This message is contained in an S1_MME control message Bearer Setup Request (Bearer QoS, PDN Connectivity Accept, Session Management Configuration, S1-TEID, Protocol Configuration Options). This S1 control message includes bearer level QoS parameters and the AMBR associated with the PDN Address Information, and QoS information needed to set up the radio bearer, as well as the TEID at the Serving GW used for user plane and the address of the Serving GW for user plane. The PDN address information, if assigned by the PDN GW, is included in this message. MME will not send the S1 Bearer Setup Request message until any outstanding S1 Bearer Setup Response message for the same UE has been received or timed out. The UL TFT shall be included in the Session Management Configuration IE. The MME may provide the eNodeB with Handover Restriction List. Handover Restriction List is described in clause 4.3.5.7 "Mobility Restrictions".

8.
The eNodeB sends RRC Connection Reconfiguration to the UE including the Session Management Configuration IE, and the PDN Connectivity Accept (PDN Address Information, EPS Bearer Id, Protocol Configuration Options) will be sent along to the UE. The UE shall ignore the IPv6 prefix information in PDN Address Information. The UE uses the uplink packet filter (UL TFT) to determine the mapping of uplink packets to the radio bearer.

NOTE 2:
The IP address allocation details are described in the clause 5.3.1 "IP Address Allocation".

9.
The UE sends the RRC Connection Reconfiguration Complete to the eNodeB.

10.
The eNodeB send an S1_MME control message Bearer Setup Response to the MME. The S1 control message includes the TEID of the eNodeB and the address of the eNodeB used for downlink traffic on the S1_U reference point.


After the PDN Connectivity Accept message and once the UE has obtained a PDN Address Information, the UE can then send uplink packets towards the eNodeB which will then be tunnelled to the Serving GW and PDN GW.

11.
The MME sends an Update Bearer Request (eNodeB address, eNodeB TEID) message to the Serving GW.

12.
The Serving GW acknowledges by sending Update Bearer Response to the MME. The Serving GW can then send its buffered downlink packets.

13.
After the MME receives Update Bearer Response in step 13, if an EPS bearer was established and if the subscription data indicates that the user is allowed to perform handover to non-3GPP accesses, the MME shall send an Update Location Request including the PDN GW address and the APN to the HSS for mobility with non-3GPP accesses.

14.
The HSS stores the PDN GW address and the associated APN, and sends an Update Location Response to the MME.

Editor's Note:
The exact message name which is used to transfer the PDN GW address to the HSS is FFS.

*** End 1st Change ***

*** 2nd Change ***

Annex F (normative):
Combined activation of dedicated bearer with the default bearer
F.1
General Considerations

It shall be possible for the PDN GW to initiate the activation of dedicated bearers (as specified in section 5.4.1) as part of the attach procedure (as specified in section 5.3.2.1) over EUTRAN or as part of the UE requested PDN connectivity procedure (as specified in section 5.10.2). However the result of the dedicated bearer activation procedure shall be logically separate from the Attach procedure (resp. UE requested PDN connectivity procedure), meaning that the result of the Attach procedure (resp. UE requested PDN connectivity procedure) is not dependent on whether the Dedicated bearer activation procedure succeeds or not. On the other hand, the dedicated bearer activation may only be regarded as successful if the Attach procedure (resp. UE requested PDN connectivity procedure) completes successfully.

The messages of the Dedicated bearer activation can be sent together with the messages of the Attach procedure (resp. UE requested PDN connectivity procedure), as shown in the Figures and explanations below.

Editor's note:
It is considered a stage 3 question whether the Create Default Bearer Response message is piggybacked with the Create Dedicated Bearer Request on S5/S8 and S11, or alternatively other ways are used to tie those messages together such that the MME can recognize that a Create Default Bearer Response message is combined with a Create Dedicated Bearer Request message. However, it is necessary to ensure that the UE sees that the Dedicated Bearers are established at Attach in order to prevent the UE requesting establishment of the (the same) dedicated resources immediately following the Attach Accept message.

On the S1 and Uu interfaces the messages for the Attach procedure (resp. UE requested PDN connectivity procedure) and for the Dedicated Bearer Activation procedure are combined into a single message. If the MME has sent an Attach Accept message towards the eNodeB, and then the MME receives a Create Dedicated Bearer Request before the MME receives the Attach Complete message, the MME shall wait for the Attach procedure to complete before the MME continues with Dedicated Bearer Activation procedure.

It shall be possible that multiple dedicated bearers can simultaneously be activated in the signaling flows shown below. 
F.2
Dedicated bearer activation in combination with the Attach procedure
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Figure F.2-1: Dedicated bearer activation in combination with the attach procedure

NOTE 1:
Parameters related to dedicated bearer activation are written in italics.

The following steps below require special attention:

15.
(On the P-GW-S-GW interface) Create Default Bearer Response message of the Attach procedure is combined with Create Dedicated Bearer Request message of the Dedicated Bearer Activation Procedure

16.
(On the S-GW-MME interface) Create Default Bearer Response message of the Attach procedure is combined with the Create Dedicated Bearer Request message of the Dedicated Bearer Activation Procedure

17.
If the MME receives a Create Default Bearer Response message combined with a Create Dedicated Bearer Request message, the MME shall send the S1-AP Initial Context Setup Request message to the eNodeB, including the NAS parts for both the Attach Accept message of the Attach procedure and the Bearer Setup Request of the Bearer Activation Procedure.

NOTE 2:
The MME shall not send a Bearer Setup Request message of a new Dedicated Bearer Activation procedure to the eNodeB before sending the Attach Accept message of the Attach procedure to the eNodeB. If the MME has already sent the Attach Accept message of the Attach procedure to the eNodeB, the MME shall wait for the Attach Complete message to arrive before sending a separate Bearer Setup Request of a Dedicated Bearer Activation procedure.

18-19.
The radio bearer establishment of the default and dedicated bearer(s) is performed in the same RRC message.

20.
The eNodeB sends the S1-AP Initial Context Setup Response message to the MME, which contains the NAS parts for both the Attach Complete message of the Attach procedure and the Bearer Setup Response of the Dedicated Bearer Activation Procedure.

21.
The Update Bearer Request message of the Attach procedure is combined with the Create Dedicated Bearer Response message of the Dedicated Bearer Activation Procedure. After that, the Serving GW continues with sending a Create Dedicated Bearer Response message to the PDN GW. 
F.3
Dedicated bearer activation in combination with the UE requested PDN connectivity procedure
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Figure F.3-1: Dedicated bearer activation in combination with the UE-requested PDN connectivity procedure

NOTE 1:
Parameters related to dedicated bearer activation are written in italics.


The following steps below require special attention:

5.
(On the P-GW-S-GW interface) Create Default Bearer Response message of the UE requested PDN connectivity procedure is combined with Create the Dedicated Bearer Request message of the Dedicated Bearer Activation Procedure

6.
(On the S-GW-MME interface) Create Default Bearer Response message of the UE requested PDN connectivity procedure is combined with the Create Dedicated Bearer Request message of the Dedicated Bearer Activation Procedure

7.
If the MME receives a Create Default Bearer Response message combined with a Create Dedicated Bearer Request message, the MME shall send the Bearer Setup Request message to the eNodeB, including the NAS parts for both the PDN Connectivity Accept message of the UE requested PDN connectivity procedure and the Bearer Setup Request of the Dedicated Bearer Activation Procedure.

NOTE 2:
The MME shall not send a Bearer Setup Request message of a new Dedicated Bearer Activation procedure to the eNodeB before sending the PDN Connectivity Accept message of the UE requested PDN connectivity procedure to the eNodeB.

8-9.
The radio bearer establishment of the default and dedicated bearer(s) is performed in the same RRC message.

10.
The eNodeB sends the Bearer Setup Response message to the MME, which contains the NAS part for the Bearer Setup Response of the Dedicated Bearer Activation Procedure.

11.
The Update Bearer Request message of the UE requested PDN connectivity procedure is combined with the Create Dedicated Bearer Response message of the Dedicated Bearer Activation Procedure. After that, the Serving GW continues with sending a Create Dedicated Bearer Response message to the PDN GW.
*** End 2nd Change ***
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