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1. Introduction
SA2 thanks CT1 for the LS on Resource mapping at handover between EPS and 2G/3G (C1-080760).
CT1 asked SA2 about the value range of the EPS Bearer ID and the maximum number of active EPS Bearers. Furthermore, CT1 inquired about the solution for handling the mapping of EPS Bearers in case the EPS Bearer value range exceeds that of the NSAPI

In response to this query, SA2 would like to inform CT1, that the value range and mapping of the EPS Bearer Identity to the NSAPI has been resolved in the latest approved version of TS 23.401 (version 8.1.0, section 5.2.1 “EPS bearer identity”) 
· For inter-RAT mobility between E-UTRAN and GERAN/UTRAN a one to one mapping between and the EPS Bearer and the PDP Context is specified.

· When mapping EPS Bearers to PDP Contexts and vice versa, the same identity value shall be used for the EPS Bearer identity and the NSAPI/RAB ID. The value ranges of the EPS Bearer Identity and the NSAPI are therefore equivalent. 
2. Actions
To CT1
ACTION: SA2 kindly requests CT1 to take the above decisions into account.
3. Date of Next SA2 Meetings
SA2#66
23rd – 27th June, 2008
Montreal, Canada
SA2#67
25th –  29th August, 2008 
Sophia Antipolis, France
