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1. Proposal

It is proposed to make some changes in TS23.216 V1.1.1 as below.
Proposed 1st change to 23.216
1
Scope

The present document specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E-UTRAN access and 3GPP2's 1xCS, and between E-UTRAN access and 3GPP's UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS.

This document will not describe 3GPP2 functional entities. However, interfaces between both 3GPP and 3GPP2 functional entities are described in this specification.

SRVCC from E-UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non-voice component and SRVCC from 3GPP2 1xCS to E-UTRAN direction is not specified in this release.

SRVCC between E-UTRAN access and 3GPP UTRAN/GERAN CS accesses for voice calls that are anchored in the IMS, as well as the coordination between the SRVCC for voice call and the handover of non-voice PS bearers, are covered in this specification. The handover of non-voice PS bearer is specified by the procedures defined in 3GPP TS 23.401 [2], TS 23.060 [10], TS 25.413 [11] and TS 43.129 [12]. The handling of multiple simultaneous voice bearers with SRVCC is not supported in this release.
ITU T Recommendation I.130 [5] describes a three-stage method for characterisation of telecommunication services, and ITU T Recommendation Q.65 [6] defines stage 2 of the method.

Proposed 2nd change to 23.216
6.2.1
Call flows for SRVCC from E-UTRAN


NOTE: If the MSC Server enhanced for SRVCC controls the target BSS/RNS, the steps depicted with dot-dashed arrows representing the MSC-MSC handover procedure defined in TS 23.009 [20] are not executed and the functions of the MSC Server enhanced for SRVCC are merged with those of the target MSC.

NOTE: For the sake of brevity the call flow descriptions use "MSC Server" instead of "MSC Server enhanced for SRVCC".

NOTE: The target MSC need not be enhanced for SRVCC.
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