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**** Start of changes ****

4.3.8
Selection functions

4.3.8.1
PDN GW selection function (3GPP accesses)

The PDN GW selection function allocates a PDN GW that shall provide the PDN connectivity for the 3GPP access. The function uses subscriber information provided by the HSS and possibly additional criteria. For each of the subscribed PDNs, the HSS provides:

-
the identity of a PDN GW and an APN, or

-
an APN and an indication for this APN whether the allocation of a PDN GW from the visited PLMN is allowed or whether a PDN GW from the home PLMN shall be allocated.

Editor's note:
It is FFS what additional criteria beyond the subscriber information can be used for PDN GW selection.

The HSS also indicates which of the APNs that point to the subscribed PDNs is the Default APN for the UE.

To establish connectivity with a PDN when the UE is already connected to one or more PDNs, the UE provides the requested APN for the PDN GW selection function.

Editor's note:
It is FFS whether the UE can provide upon initial attach additional input information (e.g. the desired APN) for the PDN GW selection function.

If the HSS provides the identity of a PDN GW, no further PDN GW selection functionality is performed.  If the PDN GW identity includes the IP address of the PDN GW, that IP address shall be used as the PDN GW IP address; otherwise the PDN GW identity includes an FQDN which is used to derive the PDN GW IP address by using Domaind Name Service function, taking into account the protocol type on S5/S8 (PMIP or GTP). Note that the provision of an IP address of a PDN GW as part of the subscriber information allows also for a PDN GW allocation by HSS.

If the HSS provides an APN of a PDN and the subscription allows for allocation of a PDN GW from the visited PLMN for this APN, the PDN GW selection function derives a PDN GW identity from the visited PLMN. If a visited PDN GW identity cannot be derived, or if the subscription does not allow for allocation of a PDN GW from the visited PLMN, then the APN is used to derive a PDN GW identity from the HPLMN. The PDN GW identity is derived from the APN, subscription data and additional information by using the Domain Name Service function. The PDN GW address is derived from the PDN GW identity, protocol type on S5/S8 (PMIP or GTP) . The S8 protocol type (PMIP or GTP) is configured per HPLMN in MME/SGSN. If the APN‑OI Replacement field exists in the subscription data, the PDN GW domain name will be constructed by replacing the APN‑OI with the value received in the APN‑OI Replacement field. Otherwise, or when the resolution of the above PDN GW domain name fails, the PDN GW domain name will be constructed by appending '.mnc<MNC>.mcc<MCC>.gprs' as specified in Annex A of Pre-Rel‑8 TS 23.060 [7] and TS 23.003 [9]. If the Domain Name Service function provides a list of PDN GW addresses, one PDN GW address is selected from this list. If the selected PDN GW cannot be used, e.g. due to an error, then another PDN GW is selected from the list.

If the UE provides an APN for a PDN, this APN is then used to derive the PDN GW identity as specified for the case of HSS provided APN if the subscription allows for this APN.

As part of PDN GW selection, an IP address of the assigned PDN GW may be provided to the UE for use with host based mobility as defined in TS 23.402 [2], if the PDN GW supports host-based mobility for inter-access mobility towards accesses where host-based mobility can be used.

**** Next change ****

5.10.3
UE requested PDN disconnection

The UE requested PDN disconnection procedure for an E-UTRAN is depicted in figure 5.10.3-1. The procedure allows the UE to request for disconnection from one PDN. Bearers including the default bearer of this PDN shall be deleted during this procedure.
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Figure 5.10.3-1: UE requested PDN disconnection

NOTE:
For a PMIP-based S5/S8, procedure steps (A) are defined in TS 23.402 [2]. Steps 3, 4 and 5 concern GTP based S5/S8.

1.
The UE initiates the UE requested PDN disconnection procedure by the transmission of a PDN Disconnection Request (LBI) message. The LBI indicates the default bearer associated with the PDN being disconnected. If the UE was in ECM-IDLE mode, this NAS message is preceded by the Service Request procedure with "Service Type = signalling".

2.
The EPS Bearers in the Serving GW regarding this particular UE and the PDN are deactivated by the MME by sending Delete Bearer Request (TEID, LBI) to the Serving GW.

3.
The Serving GW sends Delete Bearer Request (TEID, LBI) to the PDN GW.

4.
The PDN GW acknowledges with Delete Bearer Response.

5.
The PDN GW may interact with the PCRF to indicate to the PCRF that EPS Bearer is released if PCRF is applied in the network.

6.
The Serving GW acknowledges with Delete Bearer Response.

7.
The MME initiates the deactivation of the Bearers associated with the PDN to the eNodeB. The eNodeB releases the corresponding radio bearers, and sends an acknowledgement of the deactivation to the MME. PDN Disconnection Response is piggybacked to the UE in this step.

8. 
If the subscription data indicates that the user is allowed to perform handover to non-3GPP accesses, the MME sends Update Location Request to the HSS to delete the PDN GW address information for the given APN.

9. The HSS deletes PDN GW identity for the given APN and sends an Update Location Response to the MME. 

If all the bearers belonging to a UE are released, the MME and the UE shall change the MM state to EMM-DEREGISTERED and the MME sends the S1 Release Command to the eNodeB, which initiates the release of the RRC connection for the given UE if it is not released yet, and returns an S1 Release Complete message to the MME.

**** End of changes ****
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