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*** NEXT MODIFICATION ***

6.3.4 
Operator Policy and User Preferences

Operator Policy is provisioned in the network by the operator, and should be communicated to the UE during initial provisioning or via OMA Device Management [7]. Operator policy should be communicated to the UE, via OMA Device Management, whenever the policy is updated by the operator. 

As an alternate solution, in particular for the case when no interface is available between the UE and the SCC AS and/or the UE does not support OMA Device Management, when the UE is IMS registered, the UE may subscribe to a specific SIP event package in order to be notifed each time the operator policy is changed at the SCC AS in accordance with IETF RFC 3265 [13]. 

Operator policy shall indicate:

-
whether session transfer between given access networks is restricted (in a single direction or in both directions);

-
for each supported type of media or group of media types a list of preferred access networks (ordered according operator preference) to be used by the UE with SC capabilities for session transfer, when those access networks become available and session transfer is possible;

-
whether the UE with SC capabilities shall/should/may start transferring media components to target access networks when they become available and session transfer is possible;

-
Whether to keep or drop non transferable media components in the case of partial session transfer.

User preferences may indicate for example:

- 
preferred access 

The UE shall take in account operator policy, user preferences and the local environment information available at the UE when deciding which access to use for outgoing calls or before considering initiating Session Transfer. Operator policy shall indicate the priority for user preferences.
NOTE:
User preferences are not transferred to the network.

The SCC AS shall reject the session transfer request received at the SCC AS if the request is not aligned with the operator policy.
*** END OF MODIFICATION ***
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