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6.2.2.1
SRVCC from E-UTRAN to GERAN without DTM/PSHO support

Depicted in figure 6.2.2.1-1 is a call flow for SRVCC from E-UTRAN to GERAN without DTM/PSHO support.
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Figure 6.2.2.1-1: SRVCC from E-UTRAN to GERAN without DTM/PSHO support

1.
Based on UE measurement reports the source E‑UTRAN decides to trigger a handover to GERAN.

3.
Source E‑UTRAN sends Handover Required (Source to Target Transparent Container) message to the source MME. E‑UTRAN also indicates to MME that this is SRVCC handover operation.
4.
Based on the QCI associated with the voice bearer (QCI 1) and the SRVCC handover indication, the source MME splits the voice bearer from the non‑voice bearers and initiates the PS handover procedure for the voice bearer only towards MSC Server;
5.The MME  sends a Forward Relocation Request (VDN, MSISDN, Source to Target Transparent Container, MM Context) message to the MSC Server. MME received VDN and MSISDN from the HSS as part of the subscription profile downloaded during the E‑UTRAN attach procedure. MM Context contains security related information.

6.
The MSC Server interworks the PS handover request with a CS inter‑MSC handover request by sending a Prepare Handover Request message to the target MSC. The CS Security key is derived from the E‑UTRAN/EPS domain key contained in the MM Context.

NOTE 1:
Details of how CS security key is derived from E-UTRAN/EPS domain key context (e.g. with use of mechanisms similar for security key mapping with PS handover in a 2G/3G SGSN) is under SA WG3 responsibility.

7.
Target MSC performs resource allocation with the target BSS by exchanging Handover Request/ Acknowledge messages.

8.
Target MSC sends a Prepare Handover Response message to the MSC Server.

9.
Establishment of circuit connection between the target MSC and the MGW associated with the MSC Server e.g. using ISUP IAM and ACM messages.

10.
The MSC Server initiates the Session Transfer by using the VDN e.g. by sending an ISUP IAM (VDN) message towards the IMS.  

11.

Standard IMS Service Continuity procedures are applied for execution of the Session Transfer; see 3GPP TS 23.237 [14]. As a result of Session Transfer procedure the downlink flow of VoIP packets is switched towards the CS access leg at this point.
NOTE 2:
If the MSC Server is using an ISUP interface, then the initiation of the session transfer may fail if the subscriber profile including CAMEL triggers is not available prior handover (see clause 7.3.2.1 in TS 23.292 [13]). Steps 11 and 12 are independent of each other.
12.
MSC Server sends a Forward Relocation Response (Target to Source Transparent Container) message to the source MME. Source MME knows that at the end of the CS-PS handover the non-GBR bearers should be preserved.

13a.
Source MME sends a Handover Command (Target to Source Transparent Container) message to the source E-UTRAN. The message includes information about the voice component only.

13b.
In parallel to the previous step the Source MME exchanges Update Bearer Request/response messages with the Serving GW. The S1-U bearers are released for all EPS bearers and the voice bearer is deactivated. The non-GBR bearers are preserved. The MME is aware that a PS to CS handover has occurred due to SRVCC, so upon receipt of downlink data notification from the S-GW the MME shall not page the UE.

14.
Source E-UTRAN sends a Handover from E-UTRAN Command message to the UE.
16.

The source IMS access leg is released as per 3GPP TS 23.237 [14]
17.
Handover Detection at the target BSS.

18.
Target BSS sends a Handover Complete message to the target MSC.

19.
Target MSC sends an SES (Handover Complete) message to the MSC Server.

20.
Completion of the establishment of the circuit connection between the MSC and the MGW associated with the MSC Server is completed e.g. with the target MSC sending ISUP Answer message to the MSC Server.

21.
MSC Server sends a Forward Relocation Complete message to the source MME, informing it that the UE has arrived on the target side. Source MME acknowledges the information by sending a Forward Relocation Complete Acknowledge message to the MSC Server.

22.
MSC Server may perform a MAP Update Location to the HSS/HLR if needed. This may be needed for MSC Server to receive GSM SS information and routing of mobile terminating calls properly in certain configuration.

NOTE 3:
this Update Location is not initiated by the UE.

6.2.2.2
SRVCC from E-UTRAN to UTRAN or GERAN with DTM/PSHO support

Depicted in figure 6.2.1.2-1 is a call flow for SRVCC from E‑UTRAN to UTRAN or GERAN with DTM/PSHO support, including the handling of the non‑voice component.
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Figure 6.2.2.2-1: SRVCC from E-UTRAN to UTRAN or GERAN with DTM/PSHO support

1.
Based on UE measurement reports the source E‑UTRAN decides to trigger a handover to UTRAN/GERAN.

3.
Source E‑UTRAN sends a Handover Required (Source to Target Transparent Container) message to the source 
MME. E‑UTRAN also indicates to MME that this is SRVCC handover operation.
4.
Based on the QCI associated with the voice bearer (QCI 1) and the SRVCC handover indication, the source MME splits the voice bearer from all other PS bearers and initiates their relocation towards MSC Server and SGSN, respectively.
.

5a)
Source MME initiates the PS handover procedure for the voice bearer by sending a Forward Relocation Request (VDN, MSISDN, Source to Target Transparent Container, MM Context) message to the MSC Server. The message includes information for the voice component only. MME received VDN and MSISDN from the HSS as part of the subscription profile downloaded during the E‑UTRAN attach procedure. MM Context contains security related information.
5b)
MSC Server interworks the PS handover request with a CS inter‑MSC handover request by sending a Prepare Handover Request message to the target MSC. The CS Security key is derived from the E‑UTRAN/EPS domain key contained in the MM Context.

NOTE 1:
Details of how CS security key is derived from E‑UTRAN/EPS domain key context (e.g. with use of mechanisms similar for security key mapping with PS handover in a 2G/3G SGSN) is under SA3 responsibility.
5c)
Target MSC requests resource allocation for the CS relocation by sending the Relocation Request (Source to Target Transparent Container) message to the target RNS.

6.
In parallel to the previous step the source MME initiates relocation of the remaining non‑voice PS bearers. The following steps are performed:

a)
Source MME sends a Forward Relocation Request (Source to Target Transparent Container, MM Context) message to the target SGSN. The message includes information for the non‑voice component only.

b)
Target SGSN requests resource allocation for the PS relocation by sending the Relocation Request (Source to Target Transparent Container) message to the target RNS.

7.
Target RNS coordinates the CS relocation request with the PS relocation request and assigns resources. The following steps are performed:

a)
Target RNS acknowledges the prepared PS relocation by sending the Relocation Request Acknowledge (Target to Source Transparent Container) message to the target SGSN.

b)
Target SGSN sends a Forward Relocation Response (Target to Source Transparent Container) message to the source MME.

8.
In parallel to the previous step the following steps are performed:

a)
Target RNS acknowledges the prepared CS relocation by sending the Relocation Request Acknowledge (Target to Source Transparent Container) message to the target MSC.

b)
Target MSC sends a Prepare Handover Response message to the MSC Server.

c)
Establishment of circuit connection between the target MSC and the MGW associated with the MSC Server e.g. using ISUP IAM and ACM messages.

9.
The MSC Server initiates the Session Transfer by using the VDN e.g. by sending an ISUP IAM (VDN) message towards the IMS. 
 
10.

Standard IMS Service Continuity procedures are applied for execution of the Session Transfer; see 3GPP TS 23.237 [14].  At the end of Session Transfer procedure the downlink flow of VoIP packets is switched towards the CS leg at this point.
NOTE 2:
If the MSC Server is using an ISUP interface, then the initiation of the session transfer may fail if the subscriber profile including CAMEL triggers is not available prior handover (see clause 7.3.2.1 of TS 23.292 [13]). Steps 10 and 11 are independent of each other.
11.
The MSC Server sends a Forward Relocation Response (Target to Source Transparent Container) message to the source MME.

12.
Source MME synchronises the two prepared relocations and sends a Handover Command (Target to Source Transparent Container) message to the source E‑UTRAN.

13.
E‑UTRAN sends a Handover from E‑UTRAN Command message to the UE.
15.

The source IMS access leg is released as per 3GPP TS 23.237[14].
16.
Handover Detection at the target RNS.

17.
The CS relocation is complete. The following steps are performed:

a)
Target RNS sends Relocation Complete message to the target MSC.

b)
Target MSC sends an SES (Handover Complete) message to the MSC Server.

c)
Completion of the establishment of the circuit connection between the MSC and the MGW associated with the MSC Server is completed e.g. with target MSC sending ISUP Answer message to the MSC Server.

d)
MSC Server sends a Forward Relocation Complete message to the source MME. Source MME acknowledges the information by sending a Forward Relocation Complete Acknowledge message to the MSC Server.

e)
MSC Server may perform an MAP Update Location to the HSS/HLR if needed. This may be needed for the MSC Server to receive GSM SS information and routing of mobile terminating calls properly in certain configuration.

NOTE 3:
This Update Location is not initiated by the UE.

18.
In parallel to the previous step, the PS relocation is complete. The following steps are performed:

a)
Target RNS sends Relocation Complete message to target SGSN.

b)
Target SGSN sends a Forward Relocation Complete message to the source MME. Source MME acknowledges the information by sending a Forward Relocation Complete Acknowledge message to the target SGSN.

c)
Target SGSN updates the bearer with Serving GW or PDN GW.
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