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***************** 1st  Change  START  *******************
4.8.2.1
Access Network Discovery and Selection Function (ANDSF)

The ANDSF contains data management and control functionality necessary to provide network discovery and selection assistance data as per operators' policy. The ANDSF is able to initiate data transfer to the UE, based on network triggers, and respond to requests from the UE.

NOTE:
The usage of ANDSF capabilities is intended for scenarios where access-network level solutions are not sufficient for the UE to perform Network Discovery and Selection of non-3GPP technologies according to operator policies.

The ANDSF shall be able to provide the following information:

1)
Inter-system mobility policy:

-
The inter-system mobility policy is a set of operator-defined rules and preferences that affect the inter-system mobility decisions taken by the UE. The UE uses the inter-system mobility policy to:

(i)
decide when inter-system mobility is allowed or restricted; and

(ii)
to select the most preferable access technology type or access network that should be used to access EPC.


For example, an inter-system mobility policy may indicate that inter-system handover from E-UTRAN access to WLAN access is not allowed. It may also indicate e.g. that WiMAX access is more preferable to WLAN access.

-
The inter-system mobility policy may be provisioned in the UE and may be updated by the ANDSF based on network triggers or after receiving a UE request for network discovery and selection information.

-
The inter system mobility policies are assumed to be semi-static in nature and updated infrequently by the home operator (e.g. when UE roams to a PLMN for the first time, when there is a change in roaming agreements)
- 
The exchange of inter system mobility policy information between UE and ANDSF is not tied to a specific inter system mobility event, but provides information for the UE to guide its actions in any future inter system mobility event
-
In the inter system mobility policies all the 3GPP accesses (GERAN, UTRAN & eUTRAN) are represented by a single "3GPP accesses" group. (i.e. preferences between 3GPP accesses is out of ANDSF scope)

The inter-system mobility policy identifies which access technology type or which specific access network is mostly preferable for EPC access. It shall be able to indicate:

-
If a specific access technology type is preferable to another (e.g. WiMAX is preferable to WLAN).

-
If a specific access network identifier is preferable to another (e.g. WLAN SSID‑1 is preferable to WLAN SSID‑2).

-
The inter-system mobility policy identifies also when inter-system mobility is allowed or restricted. It shall be able to indicate:

-
If inter-system mobility is restricted from one access technology type to another (e.g. handover from WiMAX to WLAN is restricted).

-
If inter-system mobility is restricted when certain conditions are met.

-
Validity conditions, i.e. conditions indicating when a policy is valid (such conditions may include e.g. a time duration, a location area, etc.). The validity conditions may also indicate when the UE shall request for new policies.

2)
Access network discovery information:

-
Upon UE request, the ANDSF may provide a list of access networks available in the vicinity of the UE for all the access technology types requested by the UE (if requested any).

-
The received access network discovery information may be used by the UE to optimize the network discovery process (i.e. for intelligent scanning)
-
Access network discovery information can be updated by push and pull modes 
-
The exchange of access network discovery information between UE and ANDSF is not tied to a specific inter system mobility event but provides information for UE to facilitate its future access network discoveries
-
ANDSF does not provide network discovery information on 3GPP accesses (GERAN, UTRAN, eUTRAN)
-
The ANDSF provides information for access networks that are available to the UE including:

-
the access technology type (e.g. WLAN, WiMAX).

-
the access network identifier (e.g. the SSID of a WLAN).

-
other technology specific information, e.g. one or more carrier frequencies.

-
validity conditions, i.e. conditions indicating when the provided access network discovery information is valid (such conditions may include e.g. a location).

-
The UE may retain and use the access network discovery information provided by the ANDSF until new/updated information is retrieved.

-
The UE shall select the most preferable available access network for inter-system mobility based on the received / provisioned inter-system mobility policies.

The ANDSF shall be able to limit the amount of information provided to the UE based e.g. on the UE's current location, UE capabilities, operator's policies, etc.

The ANDSF shall be able to limit the frequency of UE initiated requests e.g. with a minimum time interval that shall elapse between two consequtive UE initiated requests towards the ANDSF.

There are two types of information provided by the ANDSF, i.e. the inter-system mobility policy and the access network discovery. The ANDSF may provide both types of information or only one of them, according to the operator requirements.

***************** 1st  Change  END  *******************
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