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**** Start of changes ****
4.8.2
Network Elements

4.8.2.1
Access Network Discovery and Selection Function (ANDSF)

It contains data management and control functionality necessary to provision network discovery and selection assistance data as per operators' policy. The ANDSF is able to respond to requests from the UE.

NOTE:
The usage of ANDSF capabilities is intended for scenarios where access-network level solutions are not sufficient for the UE to perform Network Discovery and Selection of non-3GPP technologies according to operator policies.

Editor's Note:
The relation of the ANDSF to other EPS functions is FFS.

The ANDSF shall be able to provide the following information:

1)
Inter-system mobility policy:

-
The inter-system mobility policy is a set of operator-defined rules and preferences that affect the inter-system mobility decisions taken by the UE. For example, an inter-system mobility policy may indicate that inter-system handover from E-UTRAN access to WLAN access is not allowed. It may also indicate e.g. that WiMAX access is more preferable to WLAN access.

-
The inter-system mobility policy may be provisioned in the UE and may be updated by the ANDSF after receiving a UE request for network discovery and selection information.

-
The inter-system mobility policy may indicate:

-
If a specific access technology type is preferable to another (e.g. WiMAX is preferable to WLAN).

-
If inter-system mobility is restricted from one access technology type to another (e.g. handover from WiMAX to WLAN is restricted).

-
If inter-system mobility is restricted when certain conditions are met.

Editor's Note:
Other information that can be included in the inter-system mobility policy is FFS.

2)
Access network discovery and selection information:

-
Upon UE request, the ANDSF may provide a list of access networks available in the vicinity of the UE for all the access technology types requested by the UE (if requested any).

-
The ANDSF provides information for access networks that are available to the UE including:

-
the access technology type (e.g. WLAN, WiMAX).

-
the access network identifier (e.g. the SSID of a WLAN).

-
the PLMN(s) it provides access to.

- 
a preference value, indicating the operator's preference to access a particular access network.

Editor's Note:
The exact information provided for each available access network if FFS. This information can include e.g. a list of frequencies, capabilities (such as emergency service support, QoS support), etc.

-
The UE shall select the most preferable available access network for inter-system mobility based on the received / provisioned inter-system mobility policies and the access network discovery and selection information.

The ANDSF should be able to limit the amount of information provided to the UE based e.g. on the UE's current location, UE capabilities, operator's policies, etc.

4.8.3
Reference Points

S14
This reference point is between UE and ANDSF for direct queries via pull. It enables dynamic provision of information to the UE for NW discovery and selection procedures related to non-3GPP accesses..

S15
This reference point enables dynamic exchange of information between ANDSF and non-3GPP IP access. It is FFS for which non-3GPP IP accesses this interface is needed and supported. It is FFS which mechanisms (push or pull) are supported. It is FFS how information received from ANDSF is utilized by a particular access system.

Protocol assumption:

-
S14 interface is realized above IP level.

**** Next change ****
Annex D (informative):
Network Discovery and Selection

This section collects the results of discussions related to network discovery and selection in order to support the progress of discussion on the topic.

D.1
Examples of Operational Scenarios

Some exemplary operational scenarios have been identified:

-
The assistance data/policies provided by the network to the UE is associated with a time validity set by the network, with the assumption that when the validity expires new assistance data/policies is provided

-
The UE and the network may interact according to a series of models, including:

-
Triggering takes place in the terminal based on a specific event; the terminal sends a request/indication to home network based on the event; the home network returns additional/new assistance data/policies; the terminal acts upon the received assistance data/policies (e.g. scan for a certain access, switch connectivity between access technologies, etc.)

-

Additional scenarios are FFS.

**** End of changes ****
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