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12.1.4
PDN GW and PCRF IP Address Notification from AAA to HSS
The 3GPP AAA Server updates the HSS with the PDN GW identity, APN associated with the UE's PDN Connection, and the PCRF IP address. This procedure only occurs when the 3GPP AAA Server has in turn successfully received the PDN GW identity, APN and PCRF IP address from the PDN GW the UE is attached to. The 3GPP AAA server should subsequently always update the HSS with the PDN GW identity and PCRF IP address. This procedure can be used for both PDN GW registration and de-registration.
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Figure 12.1.4-1: PDN GW Address Notification

1.
The 3GPP AAA Server sends a Update PDN GW Identity Request (PDN GW Identity, APN, User Identity) amd PCRF IP address to the HSS.

2.
The HSS checks that the user is known and that the stored 3GPP AAA Server name is the currently registered 3GPP AAA server for this same user. If this is successful, the HSS returns a Update PDN GW Identity and PCRF IP address Acknowledgement.


12.1.X
PDN GW and PCRF IP Address Notification from HSS to AAA

The 3GPP HSS Server updates the AAA with the PDN GW identity, APN associated with the UE's PDN Connection, and the PCRF IP address. This procedure only occurs when the 3GPP HSS Server has in turn successfully received the PDN GW identity, APN and PCRF IP address from the a non-3GPP access. The 3GPP HSS server should subsequently always update the AAA with the PDN GW identity and PCRF IP address. This procedure can be used for both PDN GW registration and de-registration.
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Figure 12.1.4-1: PDN GW Address Notification

1.
The 3GPP AAA Server sends a Update PDN GW Identity Request (PDN GW Identity, APN, User Identity) amd PCRF IP address to the HSS.

2.
The HSS checks that the user is known and that the stored 3GPP AAA Server name is the currently registered 3GPP AAA server for this same user. If this is successful, the HSS returns a Update PDN GW Identity and PCRF IP address Acknowledgement.
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