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*****************Start of 1st Change***************
6.1.4
Event Triggers

The PCEF shall receive information from the PCRF that define the conditions when the PCEF shall interact again with PCRF after an IP-CAN session establishment.

The event triggers are provided by the PCRF to the PCEF using the Provision of PCC Rules procedure. Event triggers are associated with all PCC rules of an IP-CAN session. Event triggers determine when the PCEF shall signal to the PCRF that an IP-CAN bearer has been modified. It shall be possible for the PCRF to instruct the PCEF to react on the event triggers listed in table 6.2.

Table 6.2: Event triggers

	Event trigger
	Description

	PLMN change
	The UE has moved to another operators' domain.

	QoS change
	The QoS of the IP-CAN bearer has changed.

	QoS change exceeding authorization
	The QoS of the IP-CAN bearer has changed and exceeds the authorized QoS (note 3).

	Traffic mapping information change
	The traffic mapping information of the IP-CAN bearer has changed (note 3).

	Change in type of IP-CAN (see note 1)
	The access type of the IP-CAN bearer has changed.

	Loss/recovery of transmission resources
	The IP-CAN transmission resources are no longer usable/again usable.

	Out of credit
	Credit is no longer available.

	Time of day
	Request rules at a specific time of day.

	NOTE 1:
This list is not exhaustive. Events specific for each IP-CAN are specified in clause A.

NOTE 2:
A change in the type of IP-CAN may also result in a change in the PLMN.

NOTE 3: 
Available only when the bearer binding mechanism is allocated to the PCRF.


IP-CAN bearer modifications, which do not match any event trigger shall cause no interaction with the PCRF.

The QoS change event trigger shall trigger the PCRF interaction for all changes of the IP-CAN bearer QoS. The QoS change exceeding authorization event trigger shall only trigger the PCRF interaction for those changes that exceed the QoS of the IP-CAN bearer that has been authorized by the PCRF previously. The PCEF shall check the QoS class identifier and the bandwidth.
The time of day trigger shall trigger the PCEF to request PCC rules from the PCRF for an established IP-CAN session at a specific time of day. 

****************End of 1st Change ****************
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