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Abstract of the contribution:

Section 5.5.1 on the availability of APN and PDN GW address in limited service mode for network based handovers the editor's note "Editor’s Note: It is FFS if HO between 3GPP access and non-3GPP access of Emergency calls in limited service mode need to be supported." should be aligned with the description that this issue is applicable only to non-validated IMSI's.  Update to "Editor’s Note: It is FFS if HO between 3GPP access and non-3GPP access of Emergency calls for UEs with non-validated IMSIs in limited service mode need to be supported."  Since validated IMSIs do have an HSS entry but are only in limited service mode due to a subscription restriction.
Start of Change 1

5.5.1
Key Issue 1:  Availability of APN and PDN GW address in limited service mode for network based handovers

5.5.1.1
Description

Editor’s Note: It is FFS if HO between 3GPP access and non-3GPP access of Emergency calls for UEs with non-validated IMSIs in limited service mode need to be supported.
When a UE performs an attach with the EPS, the HSS stores an APN and PDN GW identity for the UE.  However, when the UE is in limited service mode and does not have a validated IMSI, it will not have a record in the HSS.  This information is needed for handover to non-3GPP access because the PDN GW identity is retrieved from the HSS/3GPP AAA Server when the UE attaches to the non-3GPP access. 
End of Change 1
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