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1. Overall Description:

During RAN2#64 meeting, RAN2 discussed the introduction of a "SR-VCC cell indicator" [1][2].

The proposal in [1] and [2] was to make available at the UE the information on the support of SR-VCC by the UTRAN cell serving the UE. In this proposal, this indication would be reported by RRC to higher layer, in order to help the UE deciding whether a Mobile Originated voice call should be setup as a CS voice call or a VoIP call.

This information could then be seen as a "VoIP preferred" indication to Call Control layer.

RAN2 agreed to introduce a reserved bit in some RRC messages, so that this SR-VCC Cell Indicator can be introduced easily in the specification if CT1 confirms interest for this information being provided to the UE. 

It was also RAN2 feeling that UE behaviour would better be specified by CT1 with regard to which action should be triggered by Call Control layer upon reception or absence of this indication.

Especially, RAN2 has identified the following call setup scenarios (UE is Rel8 and SR-VCC capable) for which UE behaviour should be specified:

1) MO call: if the user starts a voice call and "SR-VCC cell indicator" is not provided by the cell

2) MT call: if the UE receives PS Paging for VoIP call and "SR-VCC cell indicator" is not provided by the cell

3) MT call: if the UE receives CS paging and "SR-VCC cell indicator" is provided by the cell

2. Actions:

To CT1 group

ACTION: 
RAN2 kindly asks CT1 to provide a feedback on the applicability and usage of an "SR-VCC cell indicator" by Call Control layer. 
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