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3
Definitions and abbreviations

3.1
Definitions



For the purposes of the present document, the terms and definitions in TR 21.905 [1] and the following apply.

Inter UE Transfer: A mechanism to support the capability to transfer some or all of the media flows and/or service control across a CSE UE set.
IUT UE set: A set of one or more CSE capable UEs under the control of the same End-User.
Service instance: A logical set of one or more multimedia sessions (on a CSE UE set ) anchored in the SCC AS that are combined as one multimedia session towards a remote leg.

Editor’s note: The term service instance is subject to review and revision.

STI set: A set of STIs that uniqely identifies a service instance.

IUT Service Control signalling: A signalling path used to perform service control of a service instance.


Media Control signalling: A signalling path used to manage media flows on a UE’s call leg..

IUT Controller UE: A UE that performs service control of a service instance.
Editor’s note: It is FFS if the controller UE is needed for a service instance that comprises of only one UE 

IUT Controllee UE: A UE that only has media flows without an associated CSE Service Control signalling.
IUT-SC-mode-keep: A UE mode where it assumes the role of a CSE controller UE, even if it results having no media component left on this UE.
IUT-SC-mode-release: A UE mode where it abandons the role of a CSE controller UE, i.e. it relinquishes service control and may assume the role of a CSE controllee UE if it has media..
3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:
IUT 
Inter UE Transfer
IUT-SC
IUT Service Control
--------------------------End-----------------------------------------
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