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Abstract of the contribution:

This paper discusses the concept of inter UE transfer call flow where media flows and service control of a multimedia session are transferred enbloc to different UE.
Discussion:

Continuous service experience for inter UE transfer scenarios allow transfer of control to execute session transfers between different UEs owned by the same subscriber. An example of this is shown in the figure below.
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Here UE1 transfers the media flow and service control to UE 2.

The following call flow shows how this can be achieved :

                                                  <Begin Change >                                                                                
6.3
Inter-UE Transfer
6.3.1.x
Inter UE Transfer of media flows and service control (IUT-release-service-control)
UE-1 has a multimedia session with a Remote user. UE-1 wants to transfer the media flow and service control to UE-2. The media flow and service control are transferred from UE-1 to UE-2. It is assumed that UE-1 and UE-2 share the same IMS subscription). For the call flow it is assumed that STI1 is STI for the session.
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Figure 6.3.1-x: Flow for transfer of media flow and service control
1-2.
UE-1 decides to transfer the media  to UE-2 it sends a IUT session transfer Request (Target,  transfer-mode, Session Info). UE-1 also indicates control mode as “IUT-release-service-control”. The Target identifies the UE that serves as the target of media transfer. The Session Info identifies an anchored session at the SCC AS that is associated with this request. The Media Transfer Request is routed to SCC AS (directly or through iFC), which should authorize the media transfer operation.

NOTE 1: 
Authorization in this step by SCC AS  is required in order to make sure e.g. that both UEs share the same subscription.

3-5.
The SCC AS Media Transfer Request is sent to UE-2, which identifies the media flow that need to be established on UE-2. 

6.
UE-2 accepts the media transfer request.

7-8.
The SCC AS sends a re-INVITE request to the Remote UE in order to redirect the requested media from UE-1 to UE-2. The Remote UE is identified from the Access Leg information received in step 1. After this step, the Remote UE starts sending the media for stream 1 to UE-2.

9-10.
The SCC AS notifies UE-1 that the media flow transfer operation was successfully completed and the corresponding media can be deactivated.
11.
Session is released on UE-1.
                                                           <end change>                                                                          
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