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Abstract of the contribution: This is an answer proposal on the unanswered CT1 question about network selection.
Introduction

At SA2#73 there was no agreement on the answer of the question below of the incoming CT1 LS S2-093091 (C1-092246):

CT1 working assumption 3) 

At switch on or recovery from lack of coverage in a WLAN environment, whether the 3GPP I-WLAN PLMN network selection procedure or the WLAN EPC selection procedure is followed depends on implementation or user control. The alternative is to mandate that 3GPP I-WAN PLMN network selection (according to TS 24.234) is performed first, before any EPC selection procedure in the stage 3 for non-3GPP access to the EPC (TS 24.302). 

Question 4)

SA2 is asked to indicate which of the two alternatives above is correct.

The 3GPP I-WLAN network selection specified for 802.11 WLANs includes both the PLMN selection and the access network selection, i.e., if it is successful the result of that procedure is that both the WLAN and the PLMN are selected. 

In Rel-8 the WLAN EPC selection procedure based on ANDSF policies can only be used to select a WLAN connected to the HPLMN, i.e., if it is successful the result of that procedure is that both the WLAN and the PLMN (namely the HPLMN) are selected.

Therefore our view is that 3GPP I-WLAN network selection and the WLAN EPC selection cannot be applied together and it should depend on the UE implementation and/or the user control which procedure should be used first.
Proposal
It is proposed to send the following reply to CT1 about their question 4:

The 3GPP I-WLAN network selection specified for 802.11 WLANs includes both the PLMN selection and the access network selection, i.e., if it is successful the result of that procedure is that both the WLAN and the PLMN are selected. In Rel-8 the WLAN EPC selection procedure based on ANDSF policies can only be used to select a WLAN connected to the HPLMN, i.e., if it is successful the result of that procedure is that both the WLAN and the PLMN (namely the HPLMN) are selected. Therefore SA2 view is that 3GPP I-WLAN network selection and the WLAN EPC selection cannot be applied together and it should depend on the UE implementation and/or the user control which procedure is used first.
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