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Abstract of the contribution: This paper proposes the text of References, Definitions, symbols and abbreviations for Network Improvements for Machine Type Communications, TR 23.888.
Introduction

The following References, Definitions, Symbols and abbreviations need to be considered in this TR 23.888. 

Proposal

Thus, this contribution proposes the text for section 2, References and section 3, Definitions, symbols and abbreviations. 

( Begin Change (
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[xx]
3GPP TS 22.368: "Service Requirements for Machine-Type Communications"
[xx]
3GPP TS 23.060: “General Packet Radio Service (GPRS)”
[xx]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses"
[xx]
3GPP TS 23.401: "GPRS enhancements for E-UTRAN access"
[xx]
3GPP TS 23.203: “Policy and charging control architecture”
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
MTC Device: A MTC Device is a UE equipped for Machine Type Communication, which communicates through a PLMN with MTC Server(s) and/or other MTC Device(s).  

MTC Server: A MTC Server is an entity, which communicates to the PLMN itself, and to MTC Devices through the PLMN. The MTC Server also has an interface which can be accessed by the MTC User.  The MTC Server performs services for the MTC User.
MTC User: A MTC User uses the service provided by the MTC Server.  
MTC Subscriber: A MTC Subscriber is a legal entity having a contractual relationship with the MNO to provide service to one or more MTC Devices.
3.2 Symbols

For the purpose of the present document, the following symbols apply:


<Symbol> 
<Explanation>
3.3 Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
NIMTC        Network Improvements for Machine Type Communications

MTC
Machine Type Communications
M2M
Machine-to-Machine (communication)
( End Change (
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