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Abstract of the contribution:  This contribution proposes modification to the existing MTC Time Controlled issue.
1. Introduction

The stage 1 requirements specified that Time Controlled is intended for use with MTC Devices that send or received data only at certain pre-defined period.  Also, there is no exception condition permit for allowing traffic outside the pre-defined time.  But the current TR 23.888 baseline allows the option of data be sent or received outside that pre-defined period.  
********* extract from TS 22.368 v111  ************
7.2.2
Time Controlled

The MTC Feature Time Controlled is intended for use with MTC Devices that send or receive data only at certain pre-defined periods and avoid unnecessary signalling outside these pre-defined periods.
For the Time Controlled MTC Feature:

-
It shall be possible for the network operator to only allow access (e.g. attach to the network or send/receive data) during a defined time period.
-
It shall be possible for the network operator to alter the access period based on criteria (e.g. daily traffic load) defined by the network operator.
-
It shall be possible for the network operator to communicate the altered access period to the MTC Device and the MTC User.
**************** end of extract ************

Therefore, this contribution proposed modification to align stage 2 architecture design with stage 1 requirements.

2. Proposal

5.9
Key Issue –Time Controlled
5.9.1
Use case description

MTC Devices with Time Controlled MTC Feature send / receive data only at certain pre-defined time periods. Network operators can pre-define / alter the time period based on criteria (e.g. daily traffic load) and only allow MTC Devices to access the network (attach to the network or send / receive data) during the pre-defined time period. The key issue aims at describing how to restrict MTC Device’s access to the network and avoid unnecessary network load outside these pre-defined time periods.

5.9.2 
Required Functionality

The following requirements can be derived from the Time Controlled MTC feature requirements specified in 3GPP TS 22.368 [2]:

-
the network operator shall be able to allocate for an MTC device time periods during which signalling or user plane traffic to/from the network are allowed;
-
the network shall be able to inform the MTC Device of time period(s) during which signalling or user plane traffic to/from the network are allowed;
-
roaming shall be supported for MTC devices with Time Controlled Feature.
-
the network shall be able to dynamically change the time periods based on criteria (e.g., daily traffic load).
-
peaks in traffic (including signalling traffic) should be avoided.


5.9.3
Solutions

5.9.3.1
Solution 1: network access control by the PLMN
5.9.3.1.1
General
The 3GPP network supports policing of the MTC Device's access to the network to prevent traffic to/from the network during unauthorized time periods. This may be accomplished as follows:

i) the operator provisions the authorized time periods within the MTC subscription in the HLR/HSS; 

ii) the SGSN/MME receives the authorized time periods from the HLR/HSS during the Attachment, Routing Area Update or Tracking Area Update procedure;

iii) the SGSN/MME police the MTC Device's access to the network to prevent traffic to/from the network during unauthorized time periods. The SGSN/MME rejects the access request message (e.g.  Attach Request or Tracking Area Update Request) or Service Requests initiated by the MTC device outside of the authorized time period, and indicate the authorized time periods to the MTC device in the reject message.

Editor’s Note: It is FFS whether the network detaches MTC devices which remain attached to the network when the pre-defined time expires.
Editors Note: It is FFS whether the network should let MTC Devices attach to the network outside of the authorized time periods, but reject session management requests (e.g. Activate PDP Context Request in GPRS). 

The network may inform the MTC Devices of the authorized time periods as follows:

i) the network provides the authorized time periods to the MTC Server; the MTC Server distributes them to the MTC Devices via application level data; this approach has however the following drawbacks:  

· a modification of the authorized time periods may generate important signalling/traffic between the MTC Server and a possibly significant number of MTC Devices; 

· MTC Devices' accesses to the network may be rejected or unduly charged until the MTC Server communicates them the authorized time periods in-use in the Mobile Network.

Or

ii) the SGSN/MME provides the authorized time periods directly to the MTC Devices via NAS signalling, e.g. the first time the MTC Device registers to the network, and upon subsequent NAS signalling from the MTC Device if the authorized time periods have changed. Following an operator's update of the authorized time periods, the MTC Device might initiate NAS signalling outside of the new authorized time periods. In that case, the network may either: 

· reject the MTC Device request and return the new authorized time periods in the response; or

· accept the first access out of the new authorized time period and provide at that time the new time periods for subsequent accesses. E.g. the MME/SGSN could store both the 'Time-Intervals In-Use' (i.e. the last time intervals communicated to the MTC Device) and the 'Subscribed Time-Intervals' received from the HLR/HSS, and accept the first access of the MTC Device during the 'Time-Intervals In-Use'.

5.9.3.1.2
Impacts on Existing Nodes

The HLR/HSS need to support provisioning of authorized time periods in MTC subscriptions.

The SGSN/MME need to police the MTC Device's access to the network according to the authorized time periods.
The SGSN/MME need to provide the MTC Devices with authorized the time periods in NAS signalling (if NAS signalling is used to inform MTC Devices of the authorized time periods).
The SGSN/MME needs to store the last authorized time period communicate to MTC Device and the new authorized time period received from HLR/HSS.
MTC Devices need to store the authorized time and check the stored authorized time before accessing the network. 

NOTE:
This implies some time management and possibly buffering in the MTC Device to differ the sending of application traffic until the next authorized time period.
�this could be exception case, that is not part of the required functionality.  For example, the network alters authorized time, but has not convey to the MTC Device.  
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