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*** First Change***

6a.6
Inter‑UE Transfer without establishing a Collaborative Session

6a.6.1
Inter-UE Transfer initiated by the source UE
6a.6.1.1
UEs are under the same subscription
UE-1 and UE-2 are under the same user subscription and UE-1 is involved in IMS session with remote party. The information flow in Figure 6a.6.1-1 shows  transfer of the session from UE-1 to UE-2. Since the entire session is transferred simultaneously, the roles of the Controller and Controllee UEs are not applicable.

NOTE 1:
This signalling flow does not require the UE-2 to have IUT capabilities.
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Figure 6a.6.1.1-1: Inter‑UE transfer initiated by the source UE, without establishing Collaborative Session

1.
UE-1 sends IUT media and service control transfer request to the SCC AS to transfer the session that includes Media-A from UE-1 to UE-2. The IUT media and service control transfer request shall include the enough information for the network to:

-
identify the transferred session;

-
identify the target of the transferred session is UE-2;

-
identify access leg of UE-1 to be transferred to UE-2.

2.
The SCC AS initiates the media session setup procedure with UE-2 for the Media-A, and updates the Remote Party.

3.
The SCC AS releases the session with UE-1.

When the above transfer is completed the SCC AS retains the service state (e.g. media flows status) of UE-2, and the UE-2 now has the control of the IMS session.

NOTE 2:
If, besides the Media-A, there are other media flows in an unrelated session between UE-1 and Remote Party, the other media flows shall not be impacted by the above session transfer operation.
*** Next Change***

6a.6.1.2
UEs belong to different subscriptions within the same operator network
UE-1 and UE-2 belong to different IMS user subscriptions within the same operator network and UE-1 is involved in an IMS session with remote party. The information flow in Figure 6a.6.1.2-1 shows transfer of the session from UE-1 to UE-2. Since the entire session is transferred simultaneously, the roles of the Controller and Controllee UEs are not applicable.

NOTE 1:
This signalling flow does not require UE-2 to have IUT capabilities but in this example, UE-2 is shown to have IUT capabilities, thus introducing SCC-AS-2 in the signalling path.
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Figure 6a.6.1.2-1: IUT initiated by source UE without establishing a collaborative session – UEs belong to different IMS subscriptions 

1.
UE-1 sends IUT media and service control transfer request to the SCC AS to transfer the session that includes Media-A from UE-1 to UE-2. The IUT media and service control transfer request shall include the enough information for the network to:

-
identify the transferred session;

-
identify the target of the transferred session is UE-2; and
-
identify access leg of UE-1 to be transferred to UE-2.

2.
S-CSCF-1 forwards the session setup request to SCC AS-1.

3.
SCC AS-1 may authorize the IUT request to transfer the session to UE-2 based on network policy and UE-1 preferences.

4-6.
The request for IUT is forwarded to the S-CSCF-2 serving UE-2. It is assumed that UE-2 is IUT capable and user-2 is an IUT subscriber, and thus the IUT request is forwarded to SCC-AS-2 serving UE-2. 

7.
SCC-AS-2 may authorize the incoming request for IUT to determine if such requests from UE-1 to UE-2 are allowed by the network operator policy and also by user-2’s profile and preferences. 

8.
establish the access leg to UE-2 for setting up Media-A between remote party and UE-2 and update remote leg.
9-13. Respond with IUT success response and release access leg with UE-1.

NOTE 2:
The session is still anchored at SCC-AS-1 and thus the session control signalling is controlled by UE-2 but anchored at SCC-AS-1. 
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