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Abstract of the contribution:

It is introduced that the CSFB without PS handover support may be initiated to avoid treating the normal PS service handover with priority in 2G/3G.
Introduction

As it was agreed in previous SA2#78E meeting, during the CSFB with PS handover support, if the CS call is for priority intention, the PS handover shall also be treated with priority. While the PS handover is marked with priority and the target GERAN/UTRAN is congested or overload, the PS HO with priority increases the load of the GERAN/UTRAN and may impact other priority services. So it is suggested that the eNB may initiate CSFB without PS handover support to avoid treating the normal PS service handover with priority in 2G/3G.
The following changes reflect the descriptions above.
*****************************************Start of Change*****************************************

4.3.1

CS Fallback to GERAN/UTRAN
In the following CS Fallback use case, the CS Fallback related procedures shall be handled in the following way.

-
Mobile-terminating call to a user in E-UTRAN: A Service User initiates a voice call to the terminating user (either a Service User or normal user) in E-UTRAN access and terminating MSC forwards the paging request to the MME. The MME initiates the CS Fallback procedure with priority so that the terminating user can receive the mobile terminating call in the GERAN/UTRAN CS domain..

-
Mobile-originating call by a MPS-subscribed UE in E-UTRAN: A Service User initiates a voice call in E-UTRAN using procedure for CS fallback to GERAN/UTRAN with priority indication.
NOTE: a mobile-originating call made by non-MPS-subscribed UE dialing MPS input string (dialing number) is treated as normal CSFB call.
NOTE:
For a Mobile Terminating Call from a normal user to a service user, no special handling is required.
NOTE:
As an operator option, the CSFB without PS handover support may be initiated to avoid treating the normal PS service Handover with priority in GERAN/UTRAN.
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