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Abstract of the contribution: 
This contribution proposes to add ICS scenarios to the Architecture Requirement section of TR 23.842. 
Discussion:

As TS 23.292 introduces ICS(IMS Centralized Services), which providing different scenarios for UE accesses IMS via CS and/or PS networks, it is assumed to included ICS cases when considering cell ID provision to IMS nodes.

It is defined in TS 23.292:

two kinds of UE which an ICS user may use: non ICS UE and ICS UE;

and also MSC Server enhanced for ICS and MSC Server;

IMS will provide service control to an ICS user, in following scenarios:

· ICS UE attached to a MSC Server;

· ICS UE attached to a MSC Server enhanced for ICS;

· Non ICS UE attached to a MSC Server enhanced for ICS;

· Non ICS UE attached to a MSC Server.

It is proposed to considering cell ID provision in the above scenarios in TR 23.842.
Proposal:

It is proposed to add following architecture requirement to TR 23.842:

******************* Start of the 1st Change *********************
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******************* Start of the 2nd Change *********************
5
Architecture Requirements

[this section will cover aspects such as

-
high level requirements such as non-reliance on optional components, minimization of signalling

-
cases when cell ID needs to be provided
-
at what point of the session establishment the cell ID needs to be available

-
what accuracy is needed

-
whether cell ID at the end or at modification of a service is needed. If so, what modification should trigger the calculation of a cell ID

-
possible requirements for retrieving cell ID when users are roaming and what to do with it

]

The solution should allow for the provision of Cell ID/PLMN ID to IMS nodes for IMS subscribers using ICS in IMS Centralized Services scenarios as specified in TS 23.292[x].
· 
· 
· 
· 
******************* End of the 2nd Change *********************

3GPP

SA WG2 TD


