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Second changes
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AF
Application Function

ARP
Allocation and Retention Priority

AMBR
Aggregate Maximum Bit Rate

CBC
Cell Broadcast Centre

CBE
Cell Broadcast Entity

CSG
Closed Subscriber Group

CSG ID
Closed Subscriber Group Identity

DL TFT
DownLink Traffic Flow Template
ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management

ECN
Explicit Congestion Notification

EMM
EPS Mobility Management
EPC
Evolved Packet Core

EPS
Evolved Packet System

E-RAB
E-UTRAN Radio Access Bearer

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

GBR
Guaranteed Bit Rate

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identity

GW
Gateway

HeNB
Home eNode B

HeNB GW
Home eNode B Gateway

HFN
Hyper Frame Number

ISR
Idle mode Signalling Reduction

OFCS
Offline Charging System

LBI
Linked EPS Bearer Id

MBR
Maximum Bit Rate

MME
Mobility Management Entity

MMEC
MME Code
MTC
Machine-Type Communications
M-TMSI
M-Temporary Mobile Subscriber Identity

OMC-ID
Operation and Maintenance Centre Identity

P‑GW
PDN Gateway

PDCP
Packet Data Convergence Protocol

PMIP
Proxy Mobile IP

PSAP
Public Safety Answering Point

PTI
Procedure Transaction Id

QCI
QoS Class Identifier

RFSP
RAT/Frequency Selection Priority

S‑GW
Serving Gateway

S-TMSI
S-Temporary Mobile Subscriber Identity

SDF
Service Data Flow

SIPTO
Selected IP Traffic Offload

TAC
Tracking Area Code

TAD
Traffic Aggregate Description

TAI
Tracking Area Identity

TAU
Tracking Area Update

TI
Transaction Identifier

TIN
Temporary Identity used in Next update

URRP-MME
UE Reachability Request Parameter for MME

UL TFT
UpLink Traffic Flow Template

ULR-Flags
Update Location Request Flags
Third changes
4.3
High level functions

4.3.X
Support for Machine Type Communications (MTC)
4.3.X.X
General 
This clause provides an overview about functionality for Machine Type Communications according to service requirements described in TS 22.368 [xx]. The specific functionality is described in the affected procedures and features of this and other specifications. For discrepancies between this overview clause and the detailed procedure and function descriptions, the latter take precedence.
MTC functionality is provided by the visited and home networks when the networks are configured to support machine type communication. It applies to both the non-roaming case and the roaming case and some functionality may be dependent upon the existence of appropriate roaming agreements between the operators.
Some of the MTC functions are controlled by subscriber data. Other MTC functions are based on indicators sent by the UE to the network. MTC functionality is performed by UEs that are configured for MTC. 
4.3.X.Y
Protection from Potential MTC Related Overload
 The number of UEs configured for MTC may be several orders of magnitude greater than “traditional” devices. Many (but not all) UEs configured for MTC will be relatively stationary and/or generate low volumes of traffic. However, these UEs have the capability to generate normal quantities of signalling. 

The total signalling from large numbers UEs configured for MTC is a concern in at least two situations:

- 
when an application requests many these UEs to do “something” at the same time; and/or

- 
when many UEs configured for MTC are roamers and their serving network fails, then they can all move onto the local competing networks, and potentially overload the not (yet) failed network(s).

To counter these potential problems, the following standardised indications and mechanisms are provided. These permit node specific features to be developed to protect the networks.

a) 
[OMA DM and/or USIM OTA] mechanisms can be used to configure the UE for MTC functionality.

b) 
UE configured as MTC provides the E-UTRAN with specific indications that the RRC Connection Establishment is for signalling or user data from a UE configured as MTC.

c) 
RRC signalling has ‘extended wait timers’ added to the rejection messages.

d) 
E-UTRAN is provided with an indication from the UE that permits it to steer “new MTC entrants into a pool area” to specific MMEs (e.g. to an MME optimised for UE configured as MTC by having a larger subscriber data base).

e) 
E-UTRAN provides additional Access Class Barring functionality to bar UEs configured as MTC independently of UEs not configured as MTC. Subcategories of this ACB permit different categories of roamers to be barred.

f) 
Overload messages from the MME to E-UTRAN are extended to aid the RAN in performing the functionality in bullets b, c, d, e, above. 
g) 
UE configured as MTCs have an increased minimum time in between their searches for more preferred PLMNs
Note:
Following the failure of a more preferred PLMN, UEs configured for MTC might change to other local competing networks. Expiry of this search timer will lead to the UE re-attempting to access the failed network, and then, if that network has not yet recovered, reaccessing one of the local competing networks. Use of a too short timer for the more preferred PLMN search can both prevent the failed network from recovering, and, impose more load on the local competing networks.
h) 
At PLMN change, UEs configured as MTC perform Attach with IMSI rather than a TA update with GUTI (thus avoiding the need to reject the RA update, and to request the IMSI following the subsequent Attach with GUTI).
Note:
In the case of a network failure, this reduces the message processing load on a local competing network and hence makes that network more likely to survive the failure of the other network.
i) 
UEs configured as MTCs provide low priority/MTC indications to the MME in NAS signalling that permit the MME to undertake protective measures (e.g. to permit the MME to immediately command the UE to move to a state where it does not need to generate further signalling messages and/or does not reselect PLMNs)

j) 
Using Periodic TAU timer value sent by the HSS and/or UE provided indications (bullet i above), the MME can allocate a long periodic TAU timer value to the UE. A long periodic TAU timer is likely to slow down the rate at which a UE detects a network failure and thus it slows down the rate of movement of UEs from a failed network to other local competing networks.
k)
Mechanisms for the MME to detect congestion associated with a particular APN/S-GW/P-GW and to be able to determine which APNs are for MTC.

l)
The MME should be able to determine which APNs are for MTC.
m) 
The addition of ‘back off timers’ to EMM and ESM signalling messages (e.g. to rejection messages). These include some time randomisation to guard against a repeat of a load peak. The MME should be able to apply this behaviour on a per-APN and per S-GW/P-GW basis.
n) 
Signalling that permits the P-GW and S-GW to request the MME to generate the above EMM/ESM signalling with ‘back off timers’

o) 
Mechanisms to limit downlink paging load by the use of additional parameters on the S-GW to MME interface.
End of changes
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" �Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" �3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" �� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" �http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" �http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"�21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





