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1. Overall Description:

During CSFB work SA2 discussed when the UE would get the system information from the target cell at PS handover.

From TS25.331 subclause 8.3.6.3:

NOTE 6:
After PS handover has been completed, the UTRAN should provide the UE with the CN system information of the CS and PS domain as soon as possible in order not to delay access to the CS domain and trigger a NAS procedure for the PS domain.

SA2 would like to ask the following questions:

Question 1: Will the RNC during PS handover always (regardless whether the LAI is changed or not) deliver the LAI as part of the UTRAN Mobility Information to the UE?

Question 2: Will the RNCs always provide the UTRAN Mobility Information to the UE as soon as possible?

Question 3: SA2 would also like to ask whether the RNC would be able to handle and forward to CN a NAS message sent by the UE before the UE receiving the UTRAN Mobility Information.

Question 4: In such a case, would sending the NAS message immediately without waiting for the UTRAN Mobility Information be faster than if the UE would wait for the UTRAN Mobility Information?

2. Actions to RAN2:

SA2 kindly asks RAN2 to answer the questions above.
3. Date of Next TSG-SA WG2 Meetings:

3GPPSA2#81
11 - 15 Oct 2010, Prague, CZ

3GPPSA2#82
15 - 19 Nov 2010, Jacksonville, USA 
