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* * * First Change * * * 

A.1.3.1.1.2
Bearer binding mechanism allocated to the PCRF

If a PDP context is established/modified in order to successfully perform the bearer binding the PCRF will set the PCC rule as binding-pending status until the PCEF reports the establishment or modification of a PDP context that fulfils the PCC rule demands or the PCC rule is removed.

The following particularities apply when the bearer binding mechanism is allocated to the PCRF:

-
The PCEF

-
shall include a bearer reference in all requests for PCC decisions;

-
shall report bearer QoS class identifier and the associated bitrates for new/modified PDP contexts;

-
shall report the TFT filter status for new PDP contexts and for modified TFTs;

-
shall report the deactivation of a PDP context

-
The PCRF

-
shall provide the bearer reference for the binding result when activating a PCC rule;

-
shall arm the GPRS-specific IP‑CAN event trigger "PDP context activity".

-
shall arm the event trigger "traffic mapping information change".

NOTE:
For the above case, the allocation of the bearer binding mechanism to the PCRF facilitates the migration from Rel-6 products to Rel-7 products. The allocation of the binding mechanism may be re-evaluated in future releases.

When the PCRF performs the bearer binding the ARP information in the PCC rule shall be ignored unless the SGSN has indicated support for Evolved ARP.
NOTE X: In this clause, the case when a Gn/Gp SGSN is connected to GGSN, is covered.
* * * Second Change * * * 

A.4.3.1.3
Binding mechanism

As explained in clause 6.1.1, the binding mechanism is performed in three steps: Session Binding, PCC Rule authorization and Bearer Binding.

Session Binding and PCC Rule authorization have no 3GPP Access (GTP-based) specifics.

For the 3GPP Access (GTP-based) the Bearer Binding is performed by the PCEF. For GERAN/UTRAN in UE-only mode the Bearer Binding mechanism is restricted by the UE provided binding between a SDF and a bearer for UE initiated resource requests.

The bearer binding mechanism associates the PCC Rule with the EPS bearer to carry the service data flow. The association shall:

-
cause the downlink part of the service data flow to be directed to the EPS bearer in the association; and

-
assume that the UE directs the uplink part of the service data flow to the EPS bearer in the association.

Thus, the detection of the uplink part of a service data flow shall be performed on the EPS bearer over which the downlink packets of the same service data flow is directed to.

NOTE 1:
For GERAN/UTRAN in UE-only mode the detection of the uplink part of the service data flow may be active, in parallel, on any number of EPS bearers.

When the PDN GW is connected to an SGSN via Gn/Gp (and thus a handover from UTRAN/GERAN to E-UTRAN is possible), the bearer binding in the PCEF shall not combine PCC rules with different ARP values onto the same PDP context. For the UE-only mode (which is based on a UE provided binding) PCC rules with different ARP values shall not be authorized for the same PDP context.

NOTE 2:
If Evolved ARP is not supported by the SGSN then this enables a modification of the EPS bearer ARP without impacting the service assignment after a handover to E-UTRAN or after relocation to a S4‑SGSN or a Gn/Gp SGSN that supports Evolved ARP.
NOTE X: In this clause, the case when a Gn/Gp SGSN is connected to PDN-GW, is covered. 
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