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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope


This Technical Report describes the solutions to implement the architectural aspects based on the requirements from TS 22.220 [3], clauses 5.7 and 5.9, and TS 22.101 [2], clause 4.3.5, for LIPA and SIPTO at the local network.

This includes:

-
the support of mobility for LIPA between the H(e)NBs located in the local IP network;

-
functionality to support Selected IP Traffic Offload requirements at the local network, including mobility.
The report is intended to document the analysis of the architectural aspects to achieve these objectives in order to include the solutions in the relevant technical specifications.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.101: "Service principles".

[3]
3GPP TS 22.220: "Service requirements for Home NodeBs and Home eNodeBs".

[4]
3GPP TS 25.467: "UTRAN architecture for 3G Home Node B (HNB); Stage 2".

[5]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
4
Requirements
4.1
Scenarios


For LIPA:

-
Session continuity of IP data sessions (i.e. IP address preservation) for LIPA considering mobility among H(e)NBs of residential and/or Enterprise networks.

For SIPTO:

-
Session continuity of IP data sessions (i.e. IP address preservation) for SIPTO at the local network and SIPTO above the RAN considering mobility among H(e)NBs of the same local network;

-
Session continuity of IP data sessions for SIPTO above the RAN considering mobility from the macro network to H(e)NBs; and

-
Session continuity of IP data sessions for SIPTO above the RAN considering mobility from H(e)NBs to the macro network.

4.2
Architectural requirements


The solution proposed for LIPA mobility shall support the following requirements:

-
The solution for LIPA mobility shall allow the UE to maintain session continuity for its PDN connection(s) when moving between H(e)NBs of the local IP network.

NOTE 1:
H(e)NBs of the local IP network can be identified by their CSG.

Editor's note:
It is FFS whether 1 CSG = 1 local IP network, or whether a local IP network could span several CSGs, or, reversely, whether a CSG could span several local IP networks.

-
The solution should not impose an additional delay on the RAN handover procedures between H(e)NBs of the local IP network.
-
The solution shall keep the control of the MM/SM in the MME/SGSN for mobility of the LIPA bearers.

NOTE 2:
This does not preclude the RAN-based optimised Iurh/X2 handover.

-
Session continuity for LIPA with mobility between H(e)NBs of the same local network/CSG shall be supported by means of a local gateway, a standardized interface between the local gateway and the H(e)NB, and handover procedures from the source H(e)NB to the target H(e)NB.
For SIPTO:

-
Session continuity for SIPTO at the local network with mobility between H(e)NBs belonging to the same local network shall be supported for idle mode and for connected mode.

5
Solutions

5.1
General

Editor's note:
The scope of the work item covers several key issues. Clause §5 is intended to develop these key issues in separate sub-clauses, grouped into §5.2 LIPA mobility related issues, §5.3 SIPTO at the local network related issues, §5.4 Miscellaneous issues. This clause §5.1 can be used to summarise the key issues and provide guidance regarding the organisation of the key issues.

5.2
Support of LIPA mobility

5.2.1
Key issue #L1: Architecture for LIPA mobility
5.2.1.1
Architecture solution 1: Stand-alone logical L-GW
When a UE requests a LIPA bearer, a PDN connection is established and terminates in the L-GW, where it is assigned an IP address (belonging to the local IP network). As the UE moves around between the H(e)NBs in the local network, it needs to maintain its connectivity to the L-GW in order to keep its IP address and the ongoing services (note that this is also valid in idle mode, since incoming packets may arrive at this L-GW which will buffer them and trigger paging to the S-GW, as already described in Rel-10).

The L-GW is thus the obvious anchor point of the LIPA connectivity to the local IP network.
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Figure 5.2.1.1.1: LIPA mobility with stand-alone L-GW

The L-GW is a new stand-alone logical entity in the local network. It is connected to the S-GW or SGSN via the S5 interface (resp. Gn interface) and to the Home eNodeB (resp. Home NodeB) via a new interface Sxx.
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Figure 5.2.1.1.2: Stand-alone L-GW architecture (EPC diagram for HeNB subsystem)
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Figure 5.2.1.1.3: Stand-alone L-GW architecture (EPC diagram for HNB subsystem)
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Figure 5.2.1.1.4: Stand-alone L-GW architecture (GPRS diagram)
NOTE 1:
The SeGW is optional. For the HeNB subsystem, the HeNB GW is optional. When the HeNB GW is present, the S1-U from the HeNB can terminate at the HeNB GW or directly at the SGW, see TS 36.300 [5].
NOTE 2:
The Iurh HNB-to-HNB interface can also go through the optional SeGW or through the HNB GW, see TS 25.467 [4].
In Rel-11, the L-GW is a separate logical node from the H(e)NB. The procedures defined in Rel-10 over the internal interface between the H(e)NB and the L-GW are not intended to be necessarily reused.

The following issues are FFS:

-
The details of the new Sxx interface between the H(e)NB and the L-GW are FFS. Whether this interface only transports the user plane data or includes also a control plane is also FFS;
-
How the tunnels between the H(e)NBs and the L-GW are established is FFS.

-
How the secure tunnel transporting the S5 interface between the L-GW and the SGW is established is FFS.

-
The procedures for the handover over the Sxx interface are FFS.

5.3
SIPTO at the local network
5.3.1
Key issue #S1: Principles for service continuity for SIPTO
-
Session continuity for SIPTO above the RAN with mobility within the macro network and between the macro network and H(e)NBs shall be supported with the existing mobility procedures defined in Rel-10 specifications.

-
The impact of mobility events can be managed based on operator policies using GW deployment and configuration with no impacts to the current specifications.

Editor's note:
It is FFS how to support session continuity for SIPTO with mobility between H(e)NBs where the breakout occurs in the residential/enterprise network, i.e., for SIPTO at the local network.

6
Conclusions
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