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[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".
[x] 
3GPP TS 23 402: "Architecture enhancements for Non-3GPP Accesses ".
 * * * *End of 1st Change * * * *

* * * *Start of 2nd Change * * * *

6.1.1
Architecture
The same architecture reference models as those defined in TS 23.402 [x] can be applied to GTP based S2a, with the following differences:
-
BBERF is not required with GTP based S2a;

-
Gxa interface is not required between the PCRF (or vPCFR) and the Trused Non-3GPP Access;

-
vPCRF (and S9 interface) is not required for roaming with Home Routed traffic (i.e. non-LBO traffic).
Note: The Chained case is not proposed to be supported in this release.
Figures 6.1.1-1 to 6.1.1-3 show the baseline architecture reference model for GTP based S2a in the non roaming and roaming cases.

[image: image1]
Figure 6.1.1-1: Non-Roaming Architecture within EPS using GTP based S5, S2a


[image: image2]
Figure 6.1.1-2: Roaming Architecture for EPS using GTP based S8, S2a - Home Routed


[image: image3]
Figure 6.1.1-3: Roaming Architecture for EPS using GTP based S5, S2a – Local Breakout
* * * *End of 2nd Change * * * *
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