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Abstract of the contribution:

This paper proposes that 3 scenarios of deployment of CSG(s) over local IP network are valid and removes the corresponding Editor’s Note in TR23.859
1 Proposal

This paper corresponds to the discussion paper S2-111811. The following changes are proposed to be added to TR 23.859.

First change

4
Requirements

4.1
Scenarios

For LIPA:

· Session continuity of IP data sessions (i.e. IP address preservation) for LIPA considering mobility among H(e)NBs of residential and/or Enterprise networks.
· Session continuity of IP data sessions (i.e. IP address preservation) for LIPA should be considered in three scenarios:

a) 1 CSG = 1 local IP network;

b) 1 CSG spanning several local IP networks;

c) 1 local IP network spanning several CSGs.
For SIPTO:

-
Session continuity of IP data sessions (i.e. IP address preservation) for SIPTO at the local network and SIPTO above the RAN considering mobility among H(e)NBs of the same local network;

-
Session continuity of IP data sessions for SIPTO above the RAN considering mobility from the macro network to H(e)NBs; and

-
Session continuity of IP data sessions for SIPTO above the RAN considering mobility from H(e)NBs to the macro network.

4.2
Architectural requirements

The solution proposed for LIPA mobility shall support the following requirements:

-
The solution for LIPA mobility shall allow the UE to maintain session continuity for its PDN connection(s) when moving between H(e)NBs of the local IP network.

NOTE 1:
H(e)NBs of the local IP network can be identified by their CSG.


-
The solution should not impose an additional delay on the RAN handover procedures between H(e)NBs of the local IP network.
-
The solution shall keep the control of the MM/SM in the MME/SGSN for mobility of the LIPA bearers.

NOTE 2:
This does not preclude the RAN-based optimised Iurh/X2 handover.

-
Session continuity for LIPA with mobility between H(e)NBs of the same local network/CSG shall be supported by means of a local gateway, a standardized interface between the local gateway and the H(e)NB, and handover procedures from the source H(e)NB to the target H(e)NB.
For SIPTO:

-
Session continuity for SIPTO at the local network with mobility between H(e)NBs belonging to the same local network shall be supported for idle mode and for connected mode.
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