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**** START CHANGE 1 ****
6a.3.3
Controller UE initiated media transfer from Controllee UE to another Controllee UE

6a.3.3.1
Controller UE and Controllee UEs belong to the same subscription

UE-1 and UE-2 are engaged in a Collaborative Session established using procedures shown in clause 6a.2 for which UE-1 is the Controller UE and UE-2 is a Controllee UE. UE-3 might or might not be part of the Collaborative Session before the media transfer. There is media flow, Media-A, between UE-2 and Remote Party. The following figure presents an information flow of UE-1 performing IUT media transfer from UE-2 to UE-3 after which UE-1 retains the role of the Controller UE and UE-3 becomes Controllee UE.
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Figure 6a.3.3.1-1: Controller UE initiated media transfer from Controllee UE to another Controllee UE (Controller and Controllee UEs belong to the same IMS subscription)

1.
UE-1 sends IUT media transfer request to the SCC AS to transfer the Media Flow-A from UE-2 to UE-3. The IUT media transfer request shall include the enough information for the SCC AS to:

-
identify that the transferred media flow is Media Flow-A;

-
identify that the target of the transferred media flow is UE-3;

-
keep the control of the Collaborative Session in UE-1.

2.
The SCC AS performs authorization as specified in clause 6a.12, then sends request to establish Access Leg on UE-3 for Media Flow-A, removes Media Flow-A from UE-2, and updates the Remote Leg using the Remote Leg Update procedure as specified in clause 6a.1.2.
NOTE 1:
If no more media flows remain on UE-2, then the Access Leg from UE-2 is released and UE-2 will no longer be part of the Collaborative Session.
3.
The SCC AS sends media transfer response to UE-1.

When the Inter‑UE Transfer is completed, UE-1 keeps the Collaborative Session Control.

NOTE 2:
UE-1 can transfer other media flows from UE-2 by repeating the above steps 1-3.

NOTE 3:
If there are other media flows in the Collaborative Session besides the Media Flow-A, these other media flows are not impacted by the above Inter‑UE Transfer operation.

6a.3.3.2
Controller UE and Controllee UEs belong to different subscriptions

For Controller and Controllee UEs belonging to different subscriptions, the following information flow shows the flow of media transferring from a Controllee (UE-2) to another Controllee (UE-3) initiated by Controller (UE-1). As a pre-requisite, there exists a Collaborative Session with two media flows, Media–A on the Controller UE (UE-1) and Media–B on the Controllee UE (UE-2). UE-3 might or might not be part of Collaborative Session before the media transfer. Furthermore, UE-1, UE-2 and UE-3 profiles are served by different S-CSCFs, S-CSCF-1, S-CSCF-2 and S-CSCF-3, respectively. For simplicity, S-CSCF-1 is not shown in the following figure.
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Figure 6a.3.3.2-1: Controller UE initiated media transfer from Controllee UE to another Controllee UE (Controller and Controllee UEs belong to different IMS subscriptions)

1.
UE-1 sends a Collaboration session request to SCC AS-1 to transfer Media-B from UE-2 to UE-3. The Collaborative Session request includes enough information for the network to:

-
identify that the media to be transferred is Media-B;

-
identify that the media to be transferred is currently on UE-2;

-
identify that the media to be transferred to is UE-3;

-
identify the session that contains of the transferred media flow to be transferred;

-
keep the control of the Collaborative Session in UE-1.

2.
SCC AS-1 verifies that UE-1 is the Controller UE and therefore is authorized to release the media from a Controllee UE-2 with a user belonging to another subscription and performs authorization as specified in clause 6a.12.

3.
SCC AS-1 sends Session request to add Media-B to UE-3 via S-CSCF-3. Media-B in UE-3 is kept inactive until the remote end is updated. The Session request includes enough information for the network to:

-
identify the source of the transfer request as UE-1;

-
identify the remote party;

-
identify that the media flow to be added is Media-B;

-
identify that the source of the media flow to be transferred is Controllee UE-2;

-
identify that the target of the media flow to be transferred is Controllee UE-3;

4a.
S-CSCF-3 forwards the Session request to UE-3.

4b.
UE-3 sends a Session response to S-CSCF-3.

5.
S-CSCF-3 forwards Session response to SCC AS-1.

6.
SCC AS-1 updates remote leg with Remote Leg Update Procedure.

7.
SCC AS-1 establishes the access leg at UE-3 and removes Media-B from UE-2.
NOTE 1:
If no more media flows remain on UE-2, then the Access Leg from UE-2 is released and UE-2 will no longer be part of the Collaborative Session.
8.
SCC AS-1 sends the Collaboration Session Response message to UE-1 confirming the successful transfer of Media-B from UE-2 to UE-3.

When the Inter-UE Transfer is completed, UE-1 keeps the Collaborative Session Control.
NOTE 2:
UE-1 can transfer other media flows from UE-2 by repeating the above steps 1-8.

NOTE 3:
If there are other media flows in the Collaborative Session besides the Media-B, then these other media flows are not impacted by the above Inter‑UE Transfer operation.
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