Page 1



3GPP TSG SA WG2 Meeting #84
(
S2-111746
11 - 15 April 2011, Bratislava, Slovakia
(Revision of S2-11xxxx)
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	23.237
	CR
	0382
	(

rev
	-
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction and Clarification on Controllee UE initiated add new media on another Controllee UE

	
	

	Source to WG:
(

	LG Electronics, Telecom Italia, NEC, NTT DOCOMO, Panasonic

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	IMS_SC_eIDT
	
	Date: (

	04/04/2011

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	- UE-3 that is the target of the added media flow may or may not be part of the Collaborative Session before the media addition. There is no description on this.
- The texts belonging to steps 4-6, 'the media addition request.' were repeatedly and incorrectly added when CR#0287R2 (S2-103957) was implemeted to TS 23.237v10.3.0.

	
	

	Summary of change:
(

	- Add description mentioning that UE-3 may or may not be part of Collaborative Session before the media addition above Figure 6a.4.6a-1.
- Delete the text 'the media addition request.' below steps 4-6.
- Some error fixes

- Some editorial changes

	
	

	Consequences if 
(

not approved:
	Ambiguity and implementation error in the specification

	
	

	Clauses affected:
(

	6a.4.6a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


**** START CHANGE 1 ****
6a.4.6a
Controllee UE initiated add new media on another Controllee UE

This information flow shows the Controllee UE-2 adding a media flow to another Controllee (UE-3). As a pre-requisite, there exists a Collaborative Session with a media flow, Media–A, on the Controllee UE (UE-2). UE-3 may or may not be part of the Collaborative Session before the media addition. Furthermore, Controller UE 1 and Controllee UE-2 profiles are served by different IUT SCC AS: SCC AS-1 and SCC AS-2, which are in turn attached to S-CSCF-1 and S-CSCF-2 respectively. For simplicity, these S-CSCFs are not shown in the following figure.
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Figure 6a.4.6a-1: Controllee initiated addition of media to another Controllee UE (Controller and Controllees belong to different IMS subscriptions)

1.
UE-2 sends a Collaborative session request to SCC AS-2 to add Media-B to UE-3. The Collaborative Session request includes enough information for the network to:

-
identify that the media to be added is Media-B;

-
identify that the target for the media to be added to is UE-3;

-
identify the session that contains of the media flow to be added;

-
Controller of the Collaborative Session is UE-1.

2.
SCC AS-2 authorizes the request from UE-2 as specified in clause 6a.12 and identifies that the session is a Collaborative Session anchored at SCC AS-1.

3.
SCC AS-2 then forwards the Collaborative session request to SCC AS-1 which is the SCC AS for the Controller UE in order to add Media-B to UE-3.

4-6.
SCC AS-1 sends a Collaborative session request to the Controller UE-1, and the Controller UE-1 authorizes the media addition request.

NOTE 1:
SCC AS-1 may be configured to authorize the request on behalf of UE-1.

7.
SCC AS-1 sends Session request to add Media-B to UE-3 via S-CSCF‑3. The Session request includes enough information for the network to:

-
identify the source of the addition request as UE-1;

-
identify the remote party;

-
identify that the media flow to be added is Media-B;

-
identify that the target of the media flow to be added is UE-3;

8.
S-CSCF-3 forwards the Session request to UE-3.

9.
UE-3 sends a Session response to S-CSCF-3.

10.
S-CSCF-3 forwards Session response to SCC AS-1.

11.
SCC AS-1 updates remote leg with Remote Leg Update Procedure.

12.
SCC AS-2 sends the Collaborative session response to UE-2.

When the Inter-UE Transfer is completed, UE-1 keeps the Collaborative Session Control.
**** END CHANGE  ****
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