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Abstract of the contribution:

This contribution proposes to include in TS 23.abc the Combined GPRS / IMSI Attach Procedure with modifications for the 3G Femto. TS 23.401, section 5.3.2.2 refers to TS 23.060, section 6.5.3 for the GPRS /UTRAN attach procedure. Step 1 of the procedure is enhanced to include the tunnel-Info and the FQDN of the BBF access network in the message sent from the RAN to the SGSN. 

(These IEs will be sent to the S-GW via the S4-intefrcae to the S-GW and on to the PCRF via the PDN GW). Enhancements to the Iu-h signalling to enable the HNB to send the new IEs to the HNB GW are the responsibility of the RAN3 WG.)
Proposal

It is proposed to update TS 23.abc as shown below:

* * * Start Changes * * *  

9.2.x  3G Femto Procedures
9.2.x.2 
Combined GPRS / IMSI Attach Procedure 
The Combined GPRS / IMSI Attach procedure is illustrated in Figure 22.
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Figure 22: Combined GPRS / IMSI Attach Procedure

Step 1):


If the MS initiates the Attach procedure at a HNB, the RAN/HNG GW sends the Tunnel-Info and the FQDN of the BBF access network to the SGSN

NOTE: 
Enhancements to the Initial Attach procedure rest on the assumption that the HNB sends the tunnel information and the FQDN of the BBF access network to the HNB GW via enhancements to the Iu-h signalling
* * * End of Changes * * *  
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