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Abstract of the contribution: This contribution proposes a solution for scalable triggering of multiple MTC devices.
1. Introduction

An MTC application may wish to trigger multiple MTC devices simultaneously e.g. in order to obtain application-specific data reports from multiple devices. For that purpose the MTC application can send an application command to the MTC server and a list of the device IDs to which the command should be delivered.  The MTC server should trigger all MTC Devices corresponding to the list of device IDs.
In section 5.8.2 of TR23.888 there is a requirement for the scalable transmission of trigger request to multiple MTC Devices in the PLMN and on the interface between the PLMN and the MTC server:
-
The trigger mechanism shall be able to provide a scalable transmission of trigger request and trigger response messages for multiple MTC Devices in the PLMN and on the interfaces to the MTC Server.
2. Discussion

The MTC application can address the MTC devices using a device specific ID and the format of the application message/command to the MTC Server could be an SMS or some application specific format. The MTC server sends the trigger request to the MTC IWF (aka DT-GW) over the MTCsp interface (or in case of SMS over the MTCsms interface to the SM-SC entity).
As mentioned in the Introduction section, some MT applications may wish to trigger multiple MTC devices simultaneously in order to gather information and decide next actions. The API between the MTC application and the MTC server may provide a capability to the delivery to the MTC server an application message/command and a list of MTC Devices to which the command should be sent.  Then the MTC server generates a trigger request to the MTC Devices. In order to optimize the signalling on the way between the MTC server and the MTC Device in case of triggering of multiple MTC devices, a requirement was agreed as mentioned above in the Introduction section.

This paper proposes a solution to allow the aggregated device triggering in the PLMN and on the interface between the MTC server and the PLMN. For that purpose the MTC Server may aggregate the triggering to multiple MTC Devices in a single trigger request message containing multiple target device IDs. The aggregated trigger request message is sent on the MTCsp interface to the MTC IWF.
Further signalling optimization can be achieved in the distribution of the aggregated trigger request message with multiple device IDs in the PLMN. For this purpose the interfaces between the MTC IWF and other core network entities as listed below can be enhanced:
· in case that paging is used for device triggering, the interface between the MTC IWF and the MME/SGSN can be enhanced to carry a single aggregate trigger request with multiple device IDs; or
· in case that broadcasting service, e.g. CBS, is used device triggering, the interface between the MTC IWF and the CBC can be enhanced to carry a single aggregate trigger request with multiple device IDs. 
A further optimization can be possible if the MME supports aggregation of Paging messages to common eNBs or RNCs. The aggregated paging would be scalable way to reduce the resources over the interfaces between the core network and the RAN. 
3. Conclusion
The following text is proposed to be adopted in TR 23.888.
Start of 1st change

6.XX
Solution – Device Triggering for multiple MTC devices

6.XX.1
Problem Solved / Gains Provided

The solution aims to solve the problem of scalable triggering of multiple devices in the PLMN and on the interfaces to the MTC Server. See sub-clause 5.8 "Key Issue – MTC Device Trigger".
6.XX.2
General

This solution describes how to achieve a scalable signalling between the MTC server and the UEs configured for MTC when the Device Triggering is initiated for multiple UEs simultaneously. The solution is based on aggregation of application triggers in a single trigger request message containing multiple target device IDs and the trigger command. The aggregated trigger request message is generated in the MTC server and sent to the MTC IWF over the MTCsp interface. The solution proposed in this section is based on the concept of “Device trigger gateway solution” described in section 6.45.
It is implementation specific how the MTC server does generate the aggregated trigger request message. For example the API between the MTC application and the MTC server may provide an application command and a list of target device IDs to which the command should be delivered.
Editor’s Note: The maximum number of the target device IDs contained in the aggregated trigger request message is FFS. It could be based on negotiation between the MTC IWF and MTC server or statically configured for the MTCsp interface.
Optionally the interfaces between the MTC IWF and other core network entities may be enhanced to support the processing of aggregated trigger request message:

-
in case that paging is used for device triggering, the interface between the MTC IWF and the MME/SGSN can be enhanced to carry the aggregated trigger request message; or

-
in case that broadcasting service, e.g. CBS, is used for transmission of trigger request, the interface between the MTC IWF and the CBC can be enhanced to carry the aggregated trigger request message.
The proposed solution can be applied for both online and offline device triggering.

A rough description of the solution is given below in Fig. 6.XX.2-1 based on the assumption that paging is used for device triggering.
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Figure 6.XX.2-1: Multiple MTC device trigger using paging
The list below describes the steps from Fig. 6.XX.2-1:
1) The MTC server creates an aggregated trigger request message that contains an application trigger command and a list of multiple UE IDs of the target UEs configured for MTC. The MTC server sends the aggregated trigger request message to the MTC IWF over the MTCsp interface;
2) The MTC IWF may verify the list of UE IDs. If needed, the MTC IWF may request from the HLR/HSS the location of the UEs configured for MTC corresponding to the list of UE IDs included in the aggregated trigger request message;
3) The MME/SGSN parses the list of UE IDs included in the aggregated request message. If the some of the target UEs are located in the same Routing Area or Tracking Area (RA/TA), a further optimization is possible. The MME may generate and send a single aggregated paging request message to the eNBs/RNCs of the common RA/TA including a list of the UE IDs that should be triggered;
4) If the S1-MME or Iu-ps interface are enhanced to support aggregated Paging message, the MME/SGSN sends an aggregated Paging message containing a list of UE IDs to the eNBs/RNCs of the common RA/TA;
5) The eNB/RNC initiates an RRC paging procedure to the target UEs;
Editor’s Note: it is FFS whether further optimizations of the RRC paging mechanism for multiple devices is needed.
6) The UEs configured for MTC respond with Service request upon receiving the paging message. Depending on the format of the MTC application trigger command, the MME may deliver the MTC application trigger command to the UEs configured for MTC in the NAS signalling. 
The example in Fig. 6.XX.2-1 shows possible extensions to the PLMN interfaces involved in the device triggering solution over the MTC IWF and when paging is applied. The solution however can be applied to other interfaces when different device triggering solutions are deployed.
6.XX.3
Impacts on existing nodes or functionality
The solution proposed in this sub-clause of aggregated trigger message including a list of UE IDs can be applied to different interfaces in the PLMN involved in the device triggering feature. The corresponding nodes terminating those involved interfaces should be extended to 1) generate an aggregated message including multiple UE IDs or 2) parse the list of UE IDs into a single process for each UE. 
The list below shows which interfaces could be possibly enhanced:
-
MTCsp; or
-
MTCsms; or
-
Gn / Gs / SGs; or
-
Iups / S1-MME.
6.XX.4
Evaluation

Benefits:

· Scalable transmission of device trigger requests to the UEs configured for MTC.

Drawbacks:

-
Modifications to some existing interfaces are needed.
End of 1st change

Start of 2nd change

6.40
Solution –  Information sent to trigger a MTC Device

6.40.1
Problem solved

This solution describes the information to be provided by a network application server (e.g. Device Management Server) that needs to trigger a connection request from a UE. See clause 5.8, "Key Issue – MTC Device Trigger"

6.40.2

Required Functionality

A network application server (e.g. Device Management Server) that needs to trigger a connection request from a UE provides "UE application trigger request" information containing e.g.: 

-
the identifier(s) of the target UE(s);.
-
the identifier of the application;

-
a request counter associated to this request allowing to detect duplicated requests, to correlate requests with their acknowledgement and to allow the application to cancel a request;

-
optionally the IP@ (or FQDN) and/or TCP (or UDP) port of the application server that the UE has to contact;

-
optionally an urgency request indication;

 -
optionally a validity timer (allowing to remove storage of the UE application is triggered when it is no more needed)

-
optionally application specific information (of limited size).

Editor's Note: It is FFS whether other parameters such as provided within a SMS based trigger are needed. 

End of 2nd change

3GPP

SA WG2 TD


_1366635167.vsd

