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1. Overall Description:

SA4 would like to thank SA2 for their LS on using predefined codec in vSRVCC. SA2 gave the following action to SA4:

ACTION: 
SA2 asks SA4 to comment on this approach and recommend specific voice and video codecs and parameters for 3G-324M that the vSRVCC UE and MSC can use after the completion of the handover to the CS domain.

SA4 understands that the scenario under study is a video call continuity when a UE moves from PS to CS access. SA4 assumes that the video call on PS access complies with 3GPP MTSI TS 26.114. Further it is assumed that the video call on CS complies with 3G-324M TSs 26.110, 26.111 and TR 26.911.

In Rel-10 and Rel-11 video calls (speech + video), 3GPP TS 26.114 mandates the AMR speech codec and the H.264 CBP level 1.2 video codec. On the other hand, 3GPP TS 26.111 mandates AMR speech codec and H.263 video codec. 

SA2 should therefore recommend the default codecs specified in 3GPP TS 26.111. i.e. AMR and H.263.

Note that 3G-324M recommends WNSRP and MONA (TR 26.911) to support fast negotiation of codecs and call establishment.

Note also that assuming a particular codec is supported in the MTSI client does not imply that it is supported in the 3G-324M CS client and vice versa. It should also not be assumed that if a codec is supported in both MTSI client and 3G-324M client, that the continuity will be possible on the codec level i.e. that the codec will not be reset or even unloaded/loaded again. 

2. Actions:

To SA2: SA2 to take the above recommendation into account by reference to the 3GPP TS 26.111.
3. Dates of next 3GPP SA4 meetings: 
3GPPSA4#65 
Kista, SE
15-19 AUG 2011


3GPPSA4#66 
Seoul, KR
07-11 NOV 2011
