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1. Overall Description:

SA2 thanks CT1 for their LS.

SA2 would like to clarify the two issues raised by CT1 in their LS in order to help CT1 progress stage-3 work on vSRVCC:
1. SA2 confirms that when the UE indicates support of vSRVCC capability, it must also indicate support of the existing SRVCC capability i.e. when the UE vSRVCC indicator is set, then the UE SRVCC indicator must also be set. 

2. SA2 confirms that in this scenario described in the CT1 LS: 

If the UE and the Network support the MSC server assisted mid-call (MAM) feature, the UE has a held IMS voice/video session and the network performs PS to CS handover for vSRVCC, is the SCC AS able to transfer the speech media component of the session to a held CS voice call

CT1 is correct that the SCC AS is indeed able to transfer the speech media component of the session to a held CS voice call using the MAM feature.
SA2 will update the specifications at the earliest opportunity to make the above points clearer.
2. Actions:

To: CT1 group.

ACTION: 
SA2 asks CT1 to take the above information into account and progress the development of stage-3 specifications. CT1 is not required to wait for an update to the Stage 2 specifications for it to progress its work in this area.
3. Date of Next 3GPP TSG-SA2 Meetings:

TSG SA WG2 Meeting #87
10-14 Oct. 2011

Jeju Island, S.Korea
TSG SA WG2 Meeting #88
14-18 Nov. 2011

San Francisco, USA
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