Page 1



SA WG2 Meeting #87
(
S2-114205
10 - 14 October 2011, Jeju Island, Korea

	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	23.272
	CR
	0703
	(

rev
	1
	(

Current version:
	10.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	CM Service Request during MO-LR procedure

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	TEI10
	
	Date: (

	03/10/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Clause 8.3.1.2 specifies that the UE sends the NAS LO-LR Request to the MSC after the UE sends the Handover Complete message to the MSC. 
This is misleading since for any MO call, the UE shall send a CM Service Request first, even if the RRC connection exists already. After the CM Service Accept is received, the UE can send a CM layer message (say, MO-LR Request). 

	
	

	Summary of change:
(

	After sending a Handover Complete message, the UE sends a CM Service Request to the MSC indicating a request for location services. After the HLR is updated and the subscriber data are downloaded from the HLR, the MSC sends a CM Service Accept to the UE. Then the UE sends a NAS MO-LR Request to the MSC.

The LCS information within the subscription data retrieved from the HLR contains an MO-LR list which defines the classes of MO-LR for which a subscription exists for a particular MS:

allMOLR-SS

SS-Code ::= '11000000'B


-- all Mobile Originating Location Request Classes

basicSelfLocation
SS-Code ::= '11000001'B


-- allow an MS to request its own location

autonomousSelfLocation
SS-Code ::= '11000010'B


-- allow an MS to perform self location without interaction


-- with the PLMN for a predetermined period of time
transferToThirdParty
SS-Code ::= '11000011'B


-- allow an MS to request transfer of its location to another LCS client
This is used by the MSC to validate the LCS-MOLR invoke request, e.g. if lcsClientExternalID is received in the LCS-MOLR request, the MSC checks the presence of the ss-code transferToThirdParty in the subscription data stored in the VLR.


	
	

	Consequences if 
(

not approved:
	Wrong specification that may lead to incorrect UE implementations with interworking problems with network and failure of the NAS MO-LR procedure.

	
	

	Clauses affected:
(

	8.3.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *
8.3.1.2
MO-LR in Active Mode with IMS VoIP session - PS HO supported
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Figure 8.3.1.2-1: MO-LR Request in E-UTRAN while UE is in IMS VoIP session

1a.-2.
These steps are performed as defined in clause 6.2.

3.
Based on UE measurement reports and CS Fallback Indicator in step 1b, the source E‑UTRAN decides to trigger an SRVCC handover to UTRAN/GERAN. Continuous SRVCC procedures are continued as specified in TS 23.216 [20], clause 6.2.2.2.

4.
After sending a Handover Complete message via the RNS/BSS to the MSC in step 3, the UE sends a CM Service Request to the MSC indicating a request for location services. After the HLR is updated and the subscriber data are downloaded from the HLR, the MSC sends a CM Service Accept to the UE. Then the UE sends a NAS MO-LR Request to the MSC.

5.
Continuation of MO-LR procedures as specified in TS 23.271 [8], clause 9.2.6.

NOTE:
When SRVCC capable UE is in active mode with an IMS VoIP session but the network does not support SRVCC, MME sends Extended Service Reject in response to step 1a based on EPS bearer information, i.e. MME rejects the request if UE has EPS bearer with QCI=1, i.e. IMS VoIP session.
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