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1. Overall Description:

SA2 thanks RAN2 for their LS (R2-114802) on applicability of equivalent PLMNs to MDT.
For Rel-11, RAN2 asked SA2 to provide SA2’s views on the following RAN2 considerations related to potential Rel-11 solutions. 
· The current Equivalent PLMN list cannot be used as is to determine the area scope of an MDT task, since it would be too restrictive (e.g. may contain EPLMNs in different countries and/or belonging to different operators).  However it may be sufficient to signal a subset of PLMNs from the ePLMN list in which an MDT task could be configured. 
· The PLMNs which are equivalent for MDT task could be indicated either by AS or by NAS signalling.

SA2 discussed the issues and concluded as follows
1. Equivalent PLMNs for MDT :
Idle and connected mode MDT are applicable in accordance with the following:

· Condition 1: MDT configuration is applicable if

· the registered PLMN of the UE equals the HPLMN or an EHPLMN  OR

· the equivalent PLMN list includes the HPLMN or an EHPLMN and the MCC of the registered PLMN is the same as the MCC of one of the included HPLMN or EHPLMN 
· Condition 2: MDT logging/ status reporting/ retrieval is applicable while the registered PLMN of the UE equals

· an MDT applicable PLMN, with the set of MDT applicable PLMNs being the set of PLMNs stored at configuration comprising of the:

· HPLMN/ EHPLMN that, at configuration time, is either configured as registered PLMN or included in the equivalent PLMN list

· Registered PLMN and the equivalent PLMNs, at configuration time, which MCC is the same as the MCC of the concerned HPLMN/ EHPLMN

2. The additional AS or NAS signal to indicate the PLMNs which are equivalent for MDT task is not required.
For checking the condition in the proposal 1 at MDT configuration time, the UE compares the registered PLMN and the equivalent PLMNs with HPLMN in the IMSI and EHPLMNs. The UE receives the registered PLMN and the equivalent PLMNs from the MME in the Attach/TAU accept message, and the UE know HPLMN based on IMSI in USIM and EHPLMN stored USIM. Therefore, the UE can configure the PLMNs which are equivalent for MDT task without AS or by NAS signalling.
3. HSS needs to provide the EHPLMNs as the subscription to the MME to enable the MME’s verification on applying equivalent PLMNs to MDT.
4. For transferring MDT context during X2 handover, Path Switch Ack message needs to be extended to include “managed MDT allowed” and MDT configuration. 
2. Actions:

ACTION: 
SA2 kindly asks RAN2, RAN3 and CT4 to take the above in consideration. 
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