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Abstract of the contribution: Introduces Adds text providing introduction to Device Triggering in new TS.mtc based on what has been agreed thus far in the Rel-11 conclusions for SIMTC.
Proposal

This P-CR proposes to make the following changes to TS.mtc v0.0.0.
* * * First Change * * * *
5.2  
Triggering procedure 

5.2.1
General

The device triggering procedure is the control plane interaction between the MTC Server and the 3GPP system that initiates all necessary functions or procedures within the 3GPP system and towards the MTC Server to enable the MTC Server to establish user plane communications between the MTC Server and the UE, for the Indirect Model, or between an MTC Application and the UE, for the Hybrid Model. Any triggering activity on MTC application level, which results in traffic being transferred by the 3GPP system transparently as user plane data, is not considered as device triggering.
Reasons for device triggering when a PDP/PDN connection is already established in the UE includes when the MTC Server does not know the IP address assigned to the UE, when the UE does not respond after using MT IP communication e.g. due to network problems or that the IP address has become obsolete, when the UE is not User Plane reachable by a MTC Server or Application over the currently established PDP/PDN connections, or because of other reasons where user plane communication needs to be initiated from the UE side.
Interfaces to support device triggering between MTC Server and 3GPP system are supported over two different reference points.  MTCsms provides an interface between the MTC Server and a SMS-SC for MT-SMS based triggering. MTCsp provides an interface between MTC Server and a MTC-IWF of the HPLMN of a subscribed UE for transparent delivery of the device trigger to the UE.  MTCsms is intended to provide SMS based device triggering over pre-existing MTC Server/Application to SMS-SC legacy interfaces while it is recommended that new interfacing to 3GPP system for device triggering should utilize MTCsp.
5.2.2
Triggering procedure over MTCsp

<This section specifies the triggering procedure over MTCsp>
5.2.3
Triggering procedure over MTCsms

<This section specifies the triggering procedure over MTCsms>
* * * End of changes * * * *
3GPP

SA WG2 TD


