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1. Overall Description:

SA2 would like to thank CT1 for the LS on the condition to deactivate ISR by the SGSN. 
Regarding the issues brought up by CT1, SA2 would like to provide the following information: 
For the CSFB/SMSoSGs enabled UE, even if it is configured to use IMS service for voice/SMS rather than CSFB, the UE based on the description in TS 23.221 will either perform combined EPS/IMSI attach or not as below. It is not then clear whether SGs for SMS will be established in the majority of cases. 
-
IMS PS Voice preferred, CS Voice as secondary: if IMS voice is available the UE will use IMS to originate and terminate voice sessions. The UE may attempt combined EPS/IMSI attach with or without "SMS only", combined TA/LA Update with or without "SMS only" or EPS attach/TAU procedures. If the UE fails to use IMS for voice, e.g. due to "IMS voice over PS session supported indication" indicates voice is not supported (in Attach accept or subsequent TAU accept), then the UE uses the CS domain (as defined in TS 23.272 [30]), possibly using IMS signalling (see TS 23.292 [31]). If not already performed, the UE attempts combined TA/LA Update procedures. If the combined TA/LA Update procedures fail to register the IMSI in the CS domain or succeed with an "SMS-only" indication or succeed with a "CSFB Not Preferred" indication and the UE has failed to use IMS for voice, the UE behaves as described for "voice centric" or "data centric" according to its setting.

NOTE 1:
Whether to perform combined EPS/IMSI attach/combined TA/LA Update or EPS attach/TAU for the case of "IMS PS Voice preferred" is to be evaluated in each release of the specifications.
Some companies questioned in SA2 whether the use case for the CSFB/SMSoSGs enabled UE without SGs association is corner case or not. 
SA2 further discuss the ISR related aspect with “SMS in MME”/PS only and reach the following agreement.
As the main motivation for the “SMS in MME” functionality design is to transfer the SMS in the networks without legacy 2G/3G, MME shall not activate ISR for a UE if “SMS in MME” is used. If SGSN provides SMS services via PS domain NAS, SGSN follows the same rule to not indicate ISR activated in combined RAU procedures for CSFB/SMS over SGs enabled UEs.
2. Actions:

To CT1 group
ACTION: 
SA2 kindly asks CT1 to take the above into account.
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