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First change

4.2.
Scenarios

4.2.1
Scenario #X: Loss of Bearers during Inter-RAT 3GPP PS Handover
In this scenario, a multi-mode UE supporting 3GPP RATs and WLAN may be connected to both a 3GPP access and WLAN, or only to a 3GPP access. A PS handover is performed (e.g. from E-UTRAN to UTRAN or GERAN, or from UTRAN to GERAN) and as a result of the handover one of the following scenarios takes place:
· One or more bearers are dropped, e.g. due to insufficient resources in the target system, network policies, etc, thus interrupting services
· The QoS associated to one or more bearers is decreased, e.g. due to insufficient resources in the target system, thus impacting services and the user experience
In this scenario, the bearers impacted by the PS handover correspond to IP traffic that, based on ANDSF policies, could have been transported over WLAN.
4.2.1
Scenario #Y: Undesirable Inter-RAT 3GPP PS Handover
In this scenario, a multi-mode UE supporting 3GPP RATs and WLAN may be connected to both a 3GPP access and WLAN, or only to a 3GPP access. A PS handover is performed (e.g. from E-UTRAN to UTRAN or GERAN, or from UTRAN to GERAN) and as a result, based on policies in the UE (e.g. ANDSF policies), the UE decides that certain IP traffic needs to be moved to WLAN. The UE then implements existing mechanisms for moving IP traffic to WLAN. 
End of changes
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