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Abstract of the contribution:
This document captures remaining open issues from in SA2 on the SIRIG solution.
1 Discussion
There are 2 CRs OPEN in SA2 to introduce SIRIG. 

There are remaining issues identified in SA2 that will be further addressed this week.

23.060

S2-122352 => S2-122400

(1) Definition of the SCI, its relation with the QCI, whether it maps an application or class of application

(2) Does the BSC in the VPLMN adapt the SCI interpretation of the HPLMN (using the PLMN ID sent with the SCI in the GTP-U Header), or does the HPLMN adapt to the VPLMN's  interpretation and send the SCI appropriate for the visited network

(3)  What is the expected behavior in VPLMNs that do not support standardized SCIs, once these are introduced?

(4) Policing is needed in the VPLMN (either in the SGSN or S-GW): how to be sure of whether the PLMN Id sent in the GTP-U header is legitimate?

(5) How to ensure that the specified SCI (sent by the PGW/GGSN) actually employs the policy intended by the PGW/GGSN?

23.251

S2-122354 => S2-122401

(1) Ensure that the PLMN Id sent in network sharing is not a mandatory IE (it is optional in the roaming scenario)

(2) There is a statement regarding non-standardized SCIs: these may use overlapping SCI values. CT4 should provide a solution such that it is possible to separate standardized and non-standard SCI values.
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