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1. Overall Description:

SA2 would like to thank CT1 for the LS C1-115217/S2-121926 and highlighting the issue of the terminating network providing multimedia CAT to the originating UE for a session in the alerting phase upon vSRVCC handover to CS domain. Additionally, SA2 thanks CT1 for the information that the UE's support of multimedia CAT is only sent in the CS SETUP message, and understands that no CS SETUP message is sent by the UE during vSRVCC handover.
CT1’s question:

If functionality was provided to allow the UE to indicate its support of multimedia CAT to support the scenarios mentioned in the LS, does SA2 see any issues with inter-working the multimedia CAT to the UE following vSRVCC handover?  CT1 asks SA2 to kindly comment on the scenarios in the LS, answer the above question and indicate whether it is in the scope of the vSRVCC work item to address these scenarios.
SA2 answer:

SA2 has discussed the scenarios mentioned in the LS.  SA2's understanding is that the bearer for the multimedia CAT will be rebuilt via CS media in CS domain which is interworked to IMS domain via MGCF/MGW. SA2’s understanding is the multimedia CAT can be transferred from IMS domain to CS domain in the early stage after vSRVCC handover so that the multimedia CAT continues to be sent to the UE after the UE has moved in CS domain. SA2 sees this can be achieved without making the MSC aware of the UE’s support for multimedia CAT in CS domain; the multimedia CAT service provided by terminating network should be transparent to the MSC to support the scenarios mentioned in the LS. Furthermore, SA2 sees it is not a significant problem even if the same multimedia CAT does not continue after the vSRVCC. SA2 would not preclude this could be studied further in future releases.
2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 to take the above answer into consideration.
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