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1
Introduction

The TR 23.839 includes already includes definition for UE local IP address, NSWO and EPC routed traffic. So it is proposed to include these definitions and relevant abbreviation in new TR. Furthermore it is proposed to add the proposed references.
2
Proposal 

It is proposed to add the text below in TR 23.8bc
*********         Start of 1st change ***************
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.401: "GPRS Enhancements for E-UTRAN Access".

[3]
3GPP TS 23.402: "Architecture enhancements for Non-3GPP Accesses ".

[4]
3GPP TS 23.203: "Policy and charging control architecture".

[5]
3GPP TS 22.278: "Service requirements for the Evolved Packet System (EPS)".

[6]
Broadband Forum WT-203 "Interworking between Next Generation Fixed and 3GPP Wireless Access" (work in progress).

[7]
Broadband Forum TR-058 "Multi-service Architecture and Framework Requirements" September 2003.

[8]
Broadband Forum TR-101 "Migration to Ethernet-based DSL Aggregation" April 2006.

 [9]
Broadband Forum WT-145 "Multi-service Broadband Network Functional Modules and Architecture " work in progress.

[10]
Broadband Forum WT-134 "Policy Control Framework " work in progress.

[11]
3GPP TS 29.274: "General Packet Radio Service (GPRS); Evolved GPRS Tunnelling Protocol (eGTP) for EPS".

[12]
BBF TR-092: "Broadband Remote Access Server (BRAS) Requirements".

[13]
BBF TR-124: Issues 2 "Functional Requirements for Broadband RG Devices".

[14]
3GPP TS 23.234: "3GPP system to Wireless Local Area Network (WLAN) interworking"

[15]
Broadband Forum WT-146 "Subscriber sessions " work in progress.
[16]
Broadband Forum WT-178 "Multi-service Broadband Network Architecture and Nodal Requirements " work in progress.

[17]
Broadband Forum WT-300 "Converged Policy Management " work in progress.

[18]
Broadband Forum WT-291 "Nodal Requirements for Interworking between Next Generation Fixed and 3GPP Wireless Access" work in progress.

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

UE local IP address is defined as: either the public IP address assigned to the UE by the BBF domain in the no-NAT case, or the public IP address assigned by the BBF domain to the NATed RG that is used for this UE.

Non-seamless WLAN offload (NSWO) is a capability of a UE supporting routing specific IP flows over the WLAN access without traversing the EPC as defined in clause 4.1.5 of TS 23.402 [3].

EPC-routed: User plane traffic that is routed via a PDN GW in EPC as part of a PDN Connection. EPC-routed applies to non-roaming, roaming with traffic home-routed and roaming with traffic local break-out cases.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ANDSF
Access Network Discovery and Selection Function

BBF
Broadband Forum

BRAS
Broadband Remote Access Server

BNG
Broadband Network Gateway

BPCF
Broadband Policy Control Function

DSMIPv6
Dual-Stack MIPv6

EPC
Evolved Packet Core

ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

H‑ANDSF
Home-ANDSF

MME
Mobility Management Entity

NSWO
Non-Seamless 

P‑GW
PDN Gateway

PMIP/PMIPv6
Proxy Mobile IP version 6

RG
Residential Gateway

S‑GW
Serving GW

V‑ANDSF
Visited-ANDSF
*********         End of 1st change ***************
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