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Abstract of the contribution:

This contribution is to add policy interaction procedure for all non-roaming cases in clause 6.1 of the TR 23.862.

Proposal

It is proposed to include the following in TR 23.862.

(1) Policy interaction procedure initiated by non-IMS AS for all non-roaming cases.
(2) Policy interaction procedures initiated by UE for all non-roaming cases.

First Change

2
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Second Change

6.1.X Non-IMS Procedures for Non-roaming Cases
6.1.X.Y Policy Control Interaction Procedures Triggered by Non-IMS Application
The following requirement is specified in TS 22.278, clause 5.3.
· The Evolved Packet System shall support policy control interactions between a mobile operator and data applications for all scenarios triggered by application layer signalling or by user plane traffic.
To accommodate the above requirement, when there is a new service request with requiring QoS guarantee, policy control interaction procedure can be either initiated by the non-IMS AS or UE. 
According to TS 23.203 [8] and TS 23.401 [7], the non-IMS AS is only involved in the IP-CAN Session modification procedures. 

According to TS 23.203 [8], TS 23.401 [7] and TS 24.301[xx], UE can initiate IP-CAN Session establishment, IP-CAN Session termination and IP-CAN Session modification procedures. 

Following subclauses describe the policy interaction procedures initiated by the non-IMS AS and UE respectively.
6.1.X.Y.1 Policy Control Interaction Procedures Initiated by Non-IMS AS
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Figure 6.1.X.Y.1-1: IP-CAN Session Modification Procedure Initiated by Non-IMS AS

Figure 6.1.X.Y.1-1 shows the IP-CAN Session modification procedure initiated by the non-IMS AS.
1-10. These steps are as per steps 1-10 specified in TS 23.203, clause 7.4.2
11-20. These steps are as per steps 2-11 specified in TS 23.401, clause 5.4.2.1.

21-23. These steps are as per steps13-15 specified in TS 23.203, clause 7.4.2.
6.1.X.Y.2 Policy Control Interaction Procedures Initiated by UE
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Figure 6.1.X.Y.2-1: IP-CAN Session Establishment Procedure Initiated by UE

Figure 6.1.X.Y.2-1 shows the IP-CAN Session establishment procedure initiated by UE.

1-3. These steps are as per steps 1-3 specified in TS 23.401, clause 5.4.5.
4-13. These steps are as per steps 3-12 specified in TS 23.203, clause 7.2.

14. This step is as per step 5 specified in TS 23.401, clause 5.4.5.

15. This step is as per step 15 specified in TS 23.203, clause 7.2.
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Figure 6.1.X.Y.2-2: IP-CAN Session Termination Procedure Initiated by UE

Figure 6.1.X.Y.2-2 shows the IP-CAN Session termination procedure initiated by UE.

1-3. These steps are as per steps 1-3 specified in TS 23.401, clause 5.4.5.
4-12. These steps are as per steps 3-11 specified in TS 23.203, clause 7.3.1.

13. This step is as per step 5 specified in TS 23.401, clause 5.4.5.

14-17. These steps are as per steps 14-17 specified in TS 23.203, clause 7.3.1.
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Figure 6.1.X.Y.2-3: IP-CAN Session Modification Procedure Initiated by UE

Figure 6.1.X.Y.2-3 shows the IP-CAN Session modification procedure initiated by UE.

1-3. These steps are as per steps 1-3 specified in TS 23.401, clause 5.4.5.
4-15. These steps are as per steps 4-15 specified in TS 23.203, clause 7.4.1.

16. This step is as per step 5 specified in TS 23.401, clause 5.4.5.

17-19. These steps are as per steps 18, 20 and 21 specified in TS 23.203, clause 7.4.1.
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