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Abstract of the contribution: Proposes requirements for group based addressing and identifiers.
Discussion

This paper aims to propose and modify the requirements for groups based on the requirements specified in TS 22.368 for group based addressing and identifiers:
7.2.14.3
Group based addressing

MTC Feature Group Based Addressing is intended for use with a MTC Group for which the network operator wants to optimize the message volume when many MTC Devices need to receive the same message.
For the Group Based Addressing MTC Feature:

-
The network shall provide a mechanism to send a broadcast message within a particular geographic area, e.g. to wake up the MTC Devices that are members of that MTC Group; only MTC Devices of the target group configured to receive the broadcast message will recognize it.
NOTE 1: The geographic area for the broadcast may be a cell sector, a cell or a group of cells.

NOTE 2: Verification of receipt of a broadcast message is not necessary.

Proposed changes

8
Group Based Feature (GROUP)
8.x
Key Issue - Group based Addressing and Identifiers
8.x.1
Description

Applications generally involve a group of devices. Typically applications today involve more than 1000 subscriptions for a single customer. From both customer and operator points of view, there is benefit in optimised handling of groups of devices.
Group based addressing and identifiers are essential to support group based features such as messaging, charging and policing.
8.x.2
Architectural Requirements

The following group addressing and identifiers related requirements shall be met:

-
The network shall support the ability to group subscriptions together.
-
It shall be possible for the network to decide whether a subscription is a member of a specific group or not (e.g. using the respective group identifier).
-
It shall be possible for the network to address the devices in a group.

8.x.3
Solutions
8.x.3.1
Solution : <Solution Title>

8.x.3.1.1
 General

8.x.3.1.2
Impacts on existing nodes and functionality

8.x.3.1.3
Solution evaluation

Editor's Note:
Use this section for evaluation at solution level. Evaluation at the key issue level is done in a separate clause.
8.x.4
Overall Evaluation 

Editor's Note:
Use this section for evaluation of key issues.
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