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* * * First Change * * * 
5.2b
BSC functions

Network sharing information, i.e. available core network operators in the shared network, shall be transmitted in broadcast system information.

If system information is transmitted to a supporting UE in dedicated signalling e.g. to support handover to other RATs, the BSC shall indicate the PLMN-id of the core network operator towards which the UE already has a signalling connection (if a PLMN-id is included in the signalling). If the UE is non-supporting, the BSC shall indicate the common PLMN (if a PLMN-id identity is included in the signalling).

The BSC shall indicate the selected core network operator to the CN for supporting UEs. The selected CN operator is:

i)
indicated by the UE to the BSC as follows:

-
for the CS domain, in the Initial L3 message, a supporting UE shall send the PLMN Index that corresponds to the position of the chosen PLMN in the broadcast system information, as part of the Initial L3 message. The BSC shall then derive the PLMN-id chosen by the UE from the indicated PLMN Index, select the corresponding CN operator and inform the MSC of the chosen PLMN-id;

-
for the PS domain, when the UE has a non-local TLLI, a supporting UE shall send the PLMN Index that corresponds to the position of the chosen PLMN in the broadcast system information, as part of the AS signalling. The BSC shall then derive the PLMN-id chosen by the UE from the indicated PLMN Index, select the corresponding CN operator and inform the SGSN of the chosen PLMN-id;

or:

ii)
known implicitly from an already existing signalling connection.

For non-supporting UEs, the BSC shall not indicate any selected core network operator to the CN.

In the PS domain, when the UE has a local TLLI:

-
for MOCN, the BSC uses the NRI bits from within the TLLI to derive the selected CN operator;

-
for GWCN, the SGSN passes the selected CN operator identity with the downlink user data/signalling.

For handover to a shared network from GERAN:

-
the source BSC determines a core network operator to be used in the target network, including the selection of PLMN(s) to support SRVCC functionality from CS domain to PS, based on current PLMN in use, Anchor PLMN, or other information present in the BSC. The selected target core network operator should be the same as the one in use. If the source core network operator is not supported in the target cell the BSC selects the target PLMN based on pre-configured information in the BSC.
-
the source BSC shall indicate the target core network operator to the source core network node as part of the TAI/LAI sent in the Target Cell Identifier IE in the PS-Handover-Required message (TS 48.018 [24]) and the Cell Identifier List IE in the Handover Required message (TS 48.008 [25]).
-
In order to support SRVCC for CS to PS, the source BSC informs the target RNC/BSC of the Anchor PLMN identity.

For handover into a shared GERAN:

-
The target MSC/SGSN shall inform the target BSS of the selected/allocated PLMN ID.

-
The target BSS needs to know whether or not the UE supports GERAN network sharing. The BSC can determine this by using information in XXXXXX.

Editor's note:
Stage 3 design choices will lead to the determination of the XXXXXX.

In other signalling from the GERAN to the MSC/SGSN, unless specified differently by stage 3 specifications, any PLMN ID is the Common PLMN ID. In signalling from the Core Network to the GERAN, the BSS shall accept signalling that uses any of the PLMN IDs that share the cell.  
* * * End of Changes * * * 
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