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1. Overall Description:

SA2 thanks SA5 for the LS S5-123031 on data volume counting requirements for charging in home routed roaming.

SA2 has discussed the issue and has the impression that SA5 interprets TS 23.203 so that reporting as defined in TS 23.203 replaces all other reporting form the GGSN/P-GW. SA2 would like to emphasize that the TS 23.203 contains requirements for reporting from a PCEF, which is an entity within the GGSN/PGW. The reporting from the PCEF does not replace any GGSN/PGW requirement.
SA2 acknowledges the need for reporting from a GGSN/PGW that suits both wholesale billing and retail billing.
SA2 would like to confirm that in order to provide support for CDR reconciliation for inter operator charging and in case of Home Routed Traffic, for Uplink and downlink traffic, the data volume collected and reported by the PDN GW/GGSN needs to reflect the data as received from/to the serving node . The attached CRs specified it in 23.401 and 23.060.

2. Actions:

To SA5 group.

ACTION: 

· SA2 asks SA5 group to consider the above analysis.
· SA2 would like a reply on whether SA5 identified any need to perform data collection in SGSN/SGW for downlink data received from the HPLMN.
3. Date of Next TSG-SA2 meetings:

TSG-SA2#96 
8th – 12th April 2013
San Diego , US.

TSG-SA2#97
27th – 31st May 2013
Busan,South Korea.
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