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Abstract of the contribution: the contribution proposes a solution for NS_WLAN related to SaMOG connectivity necessary for NS_WLAN to cater for all types of connectivity over WLAN, including SaMOG.
1. Discussion
2. Proposal

It is proposed that the following solution is captured in the TS. 

START OF CHANGES

6.X Solution X: Discovery of Type Of Connectivity Supported

This solution addresses key issue Y.

6.x.1
Functional Description
This solution has two main components:

· the UE is enabled to query a WLAN AN using ANQP to discover whether the WLAN AN supports SaMOG connectivity and to receive a SaMOG Connectivity Service Provider list. If the UE is connected to an RPLMN over the cellular link, the UE could provide the identity of the RPLMN to discover if the WLAN AN provides SaMOG connectivity to the RPLMN.
Note 1: it is for stage 3 to decide whether the new query and related information elements are defined as extensions of HS2.0 mechanisms and MO, as extensions of the 3GPP Access Network ANQP element, or as a new vendor specific element.
· When selecting a specific WLAN AN, the UE considers also the SaMOG Connectivity Service Provider list. E.g. the UE could select a WLAN AN that corresponds to other criteria defined using existing mechanisms or new mechanisms defined in NS_WLAN, and that has the RPLMN in the SaMOG Connectivity Service Provider list. 
Note 2: it is not assumed that the UE is capable of determining whether one or more of the PDN connections active over cellular are connected in LBO. However, it is assumed that, in order to cater for LBO connectivity, the operator may provide to the UE policies to indicate whether the ability to establish SaMOG connectivity over WLAN AN to the RPLMN is preferable to other WLAN AN selection conditions.

6.x.2
Impacts on existing nodes or functionality

The UE and the ANDSF must support any modifications defined for the ANDSF MO.

The UE is extended to enable querying the WLAN AN(s) using ANQP to discover if the WLAN AN supports SaMOG and receive a SaMOG Connectivity Service Provider list.
The UE selection of the WLAN AN uses the SaMOG Connectivity Service Provider list as input. 
6.x.3
Evaluation

<FFS>

6.x.3.1 Applicability to Key Issue #Y
The solution solves Key Issue Y by allowing the UE to query the WLAN AN, using ANQP, in order to discover if the WLAN AN supports SaMOG and receive a SaMOG Connectivity Service Provider list. The UE then consider the SaMOG Connectivity Service Provider list when prioritizing the list of WLAN AP, thus enabling the UE to select a WLAN AN that can provide SaMOG connectivity to the desired network  
END OF CHANGES
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