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Abstract of the contribution: This P-CR proposes to add a new architectural requirement for ProSe.
1. Discussion
The following stage 1 requirements were defined in TS 22.278 ‘7A.1 General Requirements for Proximity Services’.
----------------------------------------------------

Operator policy disabling or limiting individual ProSe features shall override any user choice.
The operator shall be able to enable or disable the ProSe Discovery feature in its network.
The VPLMN operator shall be able to turn on or off the ability for all the inbound roamers from a specific PLMN to use ProSe Communication.
----------------------------------------------------

According to the requirements above, the system can disable its ProSe features such as ProSe Discovery, ProSe Communication and ProSe-assisted WLAN direct communication, individually although it supports ProSe which means the system is a ProSe system. Moreover, the ProSe system can disable its ProSe features only to some inbound roamers. 
Therefore, the ProSe-enabled UE needs to know whether the Registered PLMN supports to it so that applications on the ProSe-enabled UE can perform ProSe related operations e.g., as defined in TS 22.278 7A.1 below.
An application on a ProSe-enabled UE shall be able to request the EPC to determine the proximity of another ProSe-enabled UE; the EPC shall be able to determine proximity of two ProSe-enabled UEs and inform them of their proximity.
2. Proposal

It is proposed to include the following general architectural requirements in TR 23.703, regarding the discussion above.
* * * * Start of 1st Change * * * *
4.2 
Architectural Requirements 

Editor’s Note: This clause will define the architectural requirements based on the normative stage-1 requirements defined in TS 22.278 and TS 22.115.
4.2.1
General Architectural Requirements for Proximity Services
-
The ProSe-enabled UE shall be able to identify if the network supports Proximity Services.
-
The network shall be able to indicate the ProSe-enabled UE if it supports Proximity Services.
* * * * End of Changes * * * *
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