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Abstract of the contribution: This contribution proposes a key issue for charging in ProSe.
1. Introduction

This P-CR proposes a new key issue for charging in ProSe in TR 23.703.
2. Proposal

Include a new key issue in TR 23.703

*********** TEXT PROPOSAL FOR TR 23.703 ***********
5.X
Key Issue #X: Charging in ProSe
5.X.1
General description
Service requirements have been defined in 3GPP TS 22.115 [4] defined for charging:
-
Online and offline charging shall be supported.

-
The EPS shall be able to collect charging data for the ability to discover ProSe-enabled UEs served by the E-UTRAN of a different PLMN. 
-
The EPS shall be able to collect charging data for ProSe Discovery features including: 

-
the ability of a ProSe-enabled UE to be discoverable, including based on the range class;

-
the ability to discover other ProSe-enabled UEs, including based on the range class; 

-
the event of discovering a ProSe-enabled UE, including based on the range class.
-
When a ProSe-enabled UE uses ProSe Communication or ProSe-assisted WLAN direct communications, EPS shall be able to collect charging data for this communication including its:

-
Activation/deactivation;

-
Initiation/termination;

-
Duration and amount of data transferred;

-
QoS, if via E-UTRAN (e.g. levels of availability, allocated resource);

-
Inter-operator communication;

-
Inter-operator signalling.

-
The EPS shall be able to collect charging data for use of ProSe Discovery, ProSe Communication and/or ProSe-assisted WLAN direct communication by an application.


As part of the study phase, the involvement of the various network nodes and functions will be defined in order to fulfil the service requirements for charging. Given the nature of ProSe, involvement of the UE may be needed for charging reporting in certain cases. Therefore SA2 needs to consider the implications and necessary interface enhancements to meet the charging requirements. At least, the following should be defined:

-
Charging architecture for ProSe

-
Required functionalities in EPS to collect charging data

-
Signaling within EPS to collect charging data
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